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1
THERMOPLASTIC POLYMER
COMPOSITION

CROSS REFERENCE TO RELATED
APPLICATIONS

This application claims, pursuant to 35 U.S.C. §119(e)(1),
priority to and the benefit of the filing date of U.S. Patent
Application No. 61/881,227 filed on Sep. 23, 2013, which
application is hereby incorporated by reference in its entirety.

TECHNICAL FIELD OF THE INVENTION

This application relates to nucleating agents for thermo-
plastic polymers, thermoplastic polymer compositions com-
prising such nucleating agents, articles made from such ther-
moplastic polymer compositions, and methods for making
and molding such thermoplastic polymer compositions.

BACKGROUND

Several nucleating agents for thermoplastic polymers are
known in the art. These nucleating agents generally function
by forming nuclei or providing sites for the formation and/or
growth of crystals in the thermoplastic polymer as it solidifies
from a molten state. The nuclei or sites provided by the
nucleating agent allow the crystals to form within the cooling
polymer at a higher temperature and/or at a more rapid rate
than the crystals will form in the virgin, non-nucleated ther-
moplastic polymer. These effects can then permit processing
of a nucleated thermoplastic polymer composition at cycle
times that are shorter than the virgin, non-nucleated thermo-
plastic polymer.

While polymer nucleating agents may function in a similar
manner, not all nucleating agents are created equal. For
example, a particular nucleating agent may be very effective
at increasing the peak polymer recrystallization temperature
of a thermoplastic polymer, but the rapid rate of crystalliza-
tion induced by such a nucleating agent may cause inconsis-
tent shrinkage of a molded part produced from a thermoplas-
tic polymer composition containing the nucleating agent.
Such a nucleating agent may also be ineffective in increasing
the stiffness of the molded part to a desirable degree. Also,
while nucleating agents for polyethylene polymers are known
in the art, relatively few of these nucleating agents have been
shown to improve the physical properties of the polyethylene
polymer to any commercially significant degree.

Given the complicated interrelationship of these properties
and the fact that many nucleating agents exhibit less-than-
optimal behavior in at least one respect, a need remains for
nucleating agents that are capable of producing thermoplastic
polymer compositions exhibiting a more desirable combina-
tion of high peak polymer recrystallization temperature, tun-
able shrinkage, and high stiffness. Applicants believe that the
nucleating agents and thermoplastic polymer compositions
disclosed in the present application meet such a need.

BRIEF SUMMARY OF THE INVENTION

As noted above, the present application generally relates to
nucleating agents, thermoplastic polymer compositions com-
prising such nucleating agents, articles (e.g., molded articles)
made from such thermoplastic polymer compositions, and
methods for making and molding such thermoplastic polymer
compositions. The nucleating agents and thermoplastic poly-
mer compositions according to the invention are believed to
be particularly well-suited for the production of thermoplas-

10

15

20

25

30

35

40

45

50

55

60

65

2

tic polymer articles (e.g., molded thermoplastic polymer
articles) exhibiting a desirable combination of physical prop-
erties. In particular, articles produced using the nucleating
agents and thermoplastic polymer compositions of the inven-
tion are believed to exhibit a desirable combination of a
higher peak polymer recrystallization temperature and
improved physical properties (e.g., tear strength) as com-
pared to articles made from the non-nucleated thermoplastic
polymer. Applicants believe that this combination of physical
properties indicates that the nucleating agents and thermo-
plastic polymer compositions according to the invention are
well-suited for use in the production of thermoplastic poly-
mer articles.

In a first embodiment, the invention provides a thermoplas-
tic polymer composition comprising:

(a) a polyolefin polymer; and

(b) a nucleating agent, the nucleating agent comprising a
compound conforming to the structure of Formula (1)

O, —
owL>RZ M7 LIQ1*]s

@

(Rl)n

wherein R, is selected from the group consisting of hydroxy,
halogens, alkyl groups, substituted alkyl groups, alkoxy
groups, substituted alkoxy groups, aryl groups, and substi-
tuted aryl groups; n is zero or a positive integer from 1to 4; L
is a linking group comprising two or more atoms and at least
one double bond between two atoms in the linking group; v is
apositive integer from 1to 3; R, is: (i) selected from the group
consisting of alkyl groups, substituted alkyl groups,
cycloalkyl groups, substituted cycloalkyl groups, aryl groups,
substituted aryl groups, heteroaryl groups, and substituted
heteroaryl groups when L is a divalent linking group and v is
1, (i1) selected from the group consisting of alkanediyl
groups, substituted alkanediyl groups, cycloalkanediyl
groups, substituted cycloalkanediyl groups, arenediyl
groups, substituted arenediyl groups, heteroarenediyl groups,
and substituted heteroarenediyl groups when L is a trivalent
linking group and v is 1, (iii) selected from the group consist-
ing of alkanediyl groups, substituted alkanediyl groups,
cycloalkanediyl groups, substituted cycloalkanediyl groups,
arenediyl groups, substituted arenediyl groups, heteroarene-
diyl groups, and substituted heteroarenediyl groups when L is
a divalent linking group and v is 2, and (iv) selected from the
group consisting of alkanetriyl groups, substituted alkanetriyl
groups, cycloalkanetriyl groups, substituted cycloalkanetriyl
groups, arenetriyl groups, substituted arenetriyl groups, het-
eroarenetriyl groups, and substituted heteroarenetriyl groups
when L is a divalent linking group and v is 3; x is a positive
integer; each M, is a metal cation; y is the valence of the
cation; 7 is a positive integer; b is zero or a positive integer;
when b is a positive integer, each Q, is a negatively-charged
counterion and a is the valence of the negatively-charged
counterion; and the values of v, X, y, Z, a, and b satisfy the
equation (vx)+(ab)=yz; wherein the cyclic portion of the
cycloalkyl group or substituted cycloalkyl group comprises
no more than two ring structures fused together when L is a
divalent linking group, v is 1, and R, is a cycloalkyl group or
a substituted cycloalkyl group.
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In a second embodiment, the invention provides a com-
pound conforming to the structure of Formula (C)

0, HN—Ro;
/
> < > N\
O \O

wherein R, , is selected from the group consisting of a cyclo-
pentyl group and moieties conforming to the structure of
Formula (CI); Formula (CI) is

©

(€D

Rios

R, s is selected from the group consisting of hydrogen and
halogens; x is a positive integer; each M, is a metal cation; y
is the valence of the cation; z is a positive integer; b is zero or
a positive integer; when b is a positive integer, each Q, is a
negatively-charged counterion and a is the valence of the
negatively-charged counterion; and the values ofx, y, z, a, and
b satisty the equation x+(ab)=yz

In a third embodiment, the invention provides a compound
conforming to the structure of Formula (CX)

(€X)

N\

0 C—Ryy,
/

M LIQ" T

Rin

wherein R, |, is selected from the group consisting of a cyclo-
pentyl group and moieties conforming to the structure of
Formula (CXI); R, ; , is selected from the group consisting of
hydrogen and hydroxy; Formula (CXI) is

(CXT)

Riss

R, s is selected from the group consisting of hydrogen, a
halogen, methoxy, and phenyl; x is a positive integer; each M
is a metal cation; y is the valence of the cation; z is a positive
integer; b is zero or a positive integer; when b is a positive
integer, each Q, is a negatively-charged counterion and a is
the valence of the negatively-charged counterion; and the
values of X, y, z, a, and b satisfy the equation x+(ab)=yz;
providedifR, s is hydrogen,thenR, |, is hydrogen, xis 1, M,
is a lithium cation, y is 1, zis 1, and b is zero; and provided if
R, 5 is a methoxy group, then R, |, is a hydroxy group.

In a fourth embodiment, the invention provides a com-
pound conforming to the structure of Formula (CXX)

w
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(CXX)

>_®7N// M LIQ#
O

X

wherein X is a positive integer; each M, is a cation of a metal
selected from the group consisting of alkali metals, alkaline
earth metals, and zinc; y is the valence of the cation; z is a
positive integer; b is zero or a positive integer; when b is a
positive integer, each Q, is a negatively-charged counterion
and a is the valence of the negatively-charged counterion; and
the values of x, y, z, a, and b satisfy the equation x+(ab)=yz.

DETAILED DESCRIPTION OF THE INVENTION

The following definitions are provided to define several of
the terms used throughout this application.

As used herein, the term “substituted alkyl groups™ refers
to univalent functional groups derived from substituted
alkanes by removal of a hydrogen atom from a carbon atom of
the alkane. In this definition, the term “substituted alkanes”
refers to compounds derived from acyclic unbranched and
branched hydrocarbons in which (1) one or more of the
hydrogen atoms of the hydrocarbon is replaced with a non-
hydrogen atom (e.g., a halogen atom) or a non-alkyl func-
tional group (e.g., a hydroxy group, aryl group, or heteroaryl
group) and/or (2) the carbon-carbon chain of the hydrocarbon
is interrupted by an oxygen atom (as in an ether), a nitrogen
atom (as in an amine), or a sulfur atom (as in a sulfide).

As used herein, the term “substituted cycloalkyl groups”
refers to univalent functional groups derived from substituted
cycloalkanes by removal of a hydrogen atom from a carbon
atom of the cycloalkane. In this definition, the term “substi-
tuted cycloalkanes” refers to compounds derived from satu-
rated monocyclic and polycyclic hydrocarbons (with or with-
out side chains) in which (1) one or more of the hydrogen
atoms of the hydrocarbon is replaced with a non-hydrogen
atom (e.g., a halogen atom) or a non-alkyl functional group
(e.g., ahydroxy group, aryl group, or heteroaryl group) and/or
(2) the carbon-carbon chain of the hydrocarbon is interrupted
by an oxygen atom, a nitrogen atom, or a sulfur atom.

Asused herein, the term “substituted alkoxy groups” refers
to univalent functional groups derived from substituted
hydroxyalkanes by removal of a hydrogen atom from a
hydroxy group. In this definition, the term “substituted
hydroxyalkanes” refers to compounds having one or more
hydroxy groups bonded to a substituted alkane, and the term
“substituted alkane” is defined as it is above in the definition
of substituted alkyl groups.

As used herein, the term “substituted aryl groups” refers to
univalent functional groups derived from substituted arenes
by removal of a hydrogen atom from a ring carbon atom. In
this definition, the term “substituted arenes” refers to com-
pounds derived from monocyclic and polycyclic aromatic
hydrocarbons in which one or more of the hydrogen atoms of
the hydrocarbon is replaced with a non-hydrogen atom (e.g.,
a halogen atom) or a non-alkyl functional group (e.g., a
hydroxy group).

As used herein, the term “substituted heteroaryl groups”
refers to univalent functional groups derived from substituted
heteroarenes by removal of a hydrogen atom from a ring
atom. In this definition, the term “‘substituted heteroarenes”
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refers to compounds derived from monocyclic and polycyclic
aromatic hydrocarbons in which (1) one or more of the hydro-
gen atoms of the hydrocarbon is replaced with a non-hydro-
gen atom (e.g., a halogen atom) or a non-alkyl functional
group (e.g., a hydroxy group) and (2) at least one methine
group (—C—) of the hydrocarbon is replaced by a trivalent
heteroatom and/or at least one vinylidene group
(—CH=—CH—) of the hydrocarbon is replaced by a divalent
heteroatom.

As used herein, the term “alkanediyl groups™ refers to
divalent functional groups derived from alkanes by removal
of two hydrogen atoms from the alkane. These hydrogen
atoms can be removed from the same carbon atom on the
alkane (as in ethane-1,1-diyl) or from different carbon atoms
(as in ethane-1,2-diyl).

As used herein, the term “substituted alkanediyl groups”
refers to divalent functional groups derived from substituted
alkanes by removal of two hydrogen atoms from the alkane.
These hydrogen atoms can be removed from the same carbon
atom on the substituted alkane (as in 2-fluoroethane-1,1-diyl)
or from different carbon atoms (as in 1-fluoroethane-1,2-diyl)
. Inthis definition, the term “substituted alkanes™ has the same
meaning as set forth above in the definition of substituted
alkyl groups.

Asused herein, the term “cycloalkanediyl groups™ refers to
divalent functional groups derived from cycloalkanes by
removal of two hydrogen atoms from the cycloalkane. These
hydrogen atoms can be removed from the same carbon atom
on the cycloalkane or from different carbon atoms.

As used herein, the term “substituted cycloalkanediyl
groups” refers to divalent functional groups derived from
substituted cycloalkanes by removal of two hydrogen atoms
from the alkane. In this definition, the term “substituted
cycloalkanes™ has the same meaning as set forth above in the
definition of substituted cycloalkyl groups.

As used herein, the term “arenediyl groups” refers to diva-
lent functional groups derived from arenes (monocyclic and
polycyclic aromatic hydrocarbons) by removal of two hydro-
gen atoms from ring carbon atoms.

As used herein, the term “substituted arenediyl groups”
refers to divalent functional groups derived from substituted
arenes by removal of two hydrogen atoms from ring carbon
atoms. In this definition, the term “substituted arenes” refers
to compounds derived from monocyclic and polycyclic aro-
matic hydrocarbons in which one or more of the hydrogen
atoms of the hydrocarbon is replaced with a non-hydrogen
atom (e.g., a halogen atom) or a non-alkyl functional group
(e.g., a hydroxy group).

Asused herein, the term “heteroarenediyl groups” refers to
divalent functional groups derived from heteroarenes by
removal of two hydrogen atoms from ring atoms. In this
definition, the term “heteroarenes” refers to compounds
derived from monocyclic and polycyclic aromatic hydrocar-
bons in which at least one methine group (—C—) of the
hydrocarbon is replaced by a trivalent heteroatom and/or at
least one vinylidene group (—CH—CH—) of the hydrocar-
bon is replaced by a divalent heteroatom.

As used herein, the term “substituted heteroarenediyl
groups” refers to divalent functional groups derived from
substituted heteroarenes by removal of two hydrogen atoms
from ring atoms. In this definition, the term “substituted het-
eroarenes” has the same meaning as set forth above in the
definition of substituted heteroaryl groups.

As used herein, the term “alkanetriyl groups” refers to
trivalent functional groups derived from alkanes by removal
of three hydrogen atoms from the alkane. These hydrogen
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atoms can be removed from the same carbon atom on the
alkane or from different carbon atoms.

As used herein, the term “substituted alkanetriyl groups”
refers to trivalent functional groups derived from substituted
alkanes by removal of three hydrogen atoms from the alkane.
These hydrogen atoms can be removed from the same carbon
atom on the substituted alkane or from different carbon
atoms. In this definition, the term “substituted alkanes” has
the same meaning as set forth above in the definition of
substituted alkyl groups.

As used herein, the term “cycloalkanetriyl groups™ refers
to trivalent functional groups derived from cycloalkanes by
removal of three hydrogen atoms from the cycloalkane.

As used herein, the term “substituted cycloalkanetriyl
groups” refers to trivalent functional groups derived from
substituted cycloalkanes by removal of three hydrogen atoms
from the alkane. In this definition, the term “substituted
cycloalkanes™ has the same meaning as set forth above in the
definition of substituted cycloalkyl groups.

As used herein, the term “arenetriyl groups” refers to triva-
lent functional groups derived from arenes (monocyclic and
polycyclic aromatic hydrocarbons) by removal of three
hydrogen atoms from ring carbon atoms.

As used herein, the term “substituted arenetriyl groups”
refers to trivalent functional groups derived from substituted
arenes by removal of three hydrogen atoms from ring carbon
atoms. In this definition, the term “substituted arenes” has the
same meaning as set forth above in the definition of substi-
tuted arenediyl groups.

Asused herein, the term “heteroarenetriyl groups” refers to
trivalent functional groups derived from heteroarenes by
removal of three hydrogen atoms from ring atoms. In this
definition, the term “heteroarenes” has the same meaning as
set forth above in the definition of heteroarenediyl groups.

As used herein, the term “substituted heteroarenetriyl
groups” refers to trivalent functional groups derived from
substituted heteroarenes by removal of three hydrogen atoms
from ring atoms. In this definition, the term “substituted het-
eroarenes” has the same meaning as set forth above in the
definition of substituted heteroaryl groups.

In a first embodiment, the invention provides a thermoplas-
tic polymer composition comprising a thermoplastic polymer
and a nucleating agent. The thermoplastic polymer of the
thermoplastic polymer composition can be any suitable ther-
moplastic polymer. As utilized herein, the term “thermoplas-
tic polymer” is used to refer to a polymeric material that will
meltupon exposure to sufficient heat to form a flowable liquid
and will return to a solidified state upon sufficient cooling. In
their solidified state, such thermoplastic polymers exhibit
either crystalline or semicrystalline morphology. Suitable
thermoplastic polymers include, but are not limited to, poly-
olefins (e.g., polyethylenes, polypropylenes, polybutylenes,
and any combinations thereof), polyamides (e.g., nylon),
polyurethanes, polyesters (e.g., polyethylene terephthalate),
and the like, as well as any combinations thereof. These
thermoplastic polymers can be in the form of powder, fluff,
flake, prill, or pellet made from freshly-produced polymer,
polymer regrind, post-consumer waste, or post-industrial
waste.

In certain embodiments, the thermoplastic polymer can be
apolyolefin, such as a polypropylene, a polyethylene, a poly-
butylene, a poly(4-methyl-1-pentene), and a poly(vinyl
cyclohexane). In a preferred embodiment, the thermoplastic
polymer is a polyolefin selected from the group consisting of
polypropylene homopolymers (e.g., atactic polypropylene,
isotactic polypropylene, and syndiotactic polypropylene),
polypropylene copolymers (e.g., polypropylene random
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copolymers), polypropylene impact copolymers, polyethyl-
ene, polyethylene copolymers, polybutylene, poly(4-methyl-
1-pentene), and mixtures thereof. Suitable polypropylene
copolymers include, but are not limited to, random copoly-
mers made from the polymerization of propylene in the pres-
ence of a comonomer selected from the group consisting of
ethylene, but-l-ene (i.e., 1-butene), and hex-1-ene (i.e.,
1-hexene). In such polypropylene random copolymers, the
comonomer can be present in any suitable amount, but typi-
cally is present in an amount of less than about 10 wt. % (e.g.,
about 1 to about 7 wt. %). Suitable polypropylene impact
copolymers include, but are not limited to, those produced by
the addition of a copolymer selected from the group consist-
ing of ethylene-propylene rubber (EPR), ethylenepropylene-
diene monomer (EPDM), polyethylene, and plastomers to a
polypropylene homopolymer or polypropylene random
copolymer. In such polypropylene impact copolymers, the
copolymer can be present in any suitable amount, but typi-
cally is present in an amount of from about 5 to about 25 wt.
%.

In another preferred embodiment, the thermoplastic poly-
mer can be a polyethylene. Suitable polyethylenes include,
but are not limited to, low density polyethylene, linear low
density polyethylene, medium density polyethylene, high
density polyethylene, and combinations thereof. In certain
preferred embodiments, the thermoplastic polymer is
selected from the group consisting of linear low density poly-
ethylene, high density polyethylene, and mixtures thereof. In
another preferred embodiment, the thermoplastic polymer is
a high density polyethylene.

The high density polyethylene polymers suitable for use in
the invention generally have a density of greater than about
0.940 g/cm?>. There is no upper limit to the suitable density of
the polymer, but high density polyethylene polymers typi-
cally have a density that is less than about 0.980 g/cm? (e.g.,
less than about 0.975 g/cm®).

The high density polyethylene polymers suitable for use in
the invention can be either homopolymers or copolymers of
ethylene with one or more a-olefins. Suitable c-olefins
include, but are not limited to, 1-butene, 1-hexene, 1-octene,
1-decene, and 4-methyl-1-pentene. The comonomer can be
present in the copolymer in any suitable amount, such as an
amount of about 5% by weight or less (e.g., about 3 mol. % or
less). As will be understood by those of ordinary skill in the
art, the amount of comonomer suitable for the copolymer is
largely driven by the end use for the copolymer and the
required or desired polymer properties dictated by that end
use.

The high density polyethylene polymers suitable for use in
the invention can be produced by any suitable process. For
example, the polymers can be produced by a free radical
process using very high pressures as described, for example,
in U.S. Pat. No. 2,816,883 (Larchar et al.), but the polymers
typically are produced in a “low pressure” catalytic process.
In this context, the term “low pressure” is used to denote
processes carried out at pressures less than 6.9 MPa (e.g.,
1,000 psig), such as 1.4-6.9 MPa (200-1,000 psig). Examples
of suitable low pressure catalytic processes include, but are
not limited to, solution polymerization processes (i.e., pro-
cesses in which the polymerization is performed using a
solvent for the polymer), slurry polymerization processes
(i.e., processes in which the polymerization is performed
using a hydrocarbon liquid in which the polymer does not
dissolve or swell), gas-phase polymerization processes (e.g.,
processes in which the polymerization is performed without
the use of a liquid medium or diluent), or a staged reactor
polymerization process. The suitable gas-phase polymeriza-

20

30

40

45

8

tion processes also include the so-called “condensed mode”
or “super-condensed mode” processes in which a liquid
hydrocarbon is introduced into the fluidized-bed to increase
the absorption of the heat producing during the polymeriza-
tion process. In these condensed mode and super-condensed
mode processes, the liquid hydrocarbon typically is con-
densed in the recycle stream and reused in the reactor. The
staged reactor processes can utilize a combination of slurry
process reactors (tanks or loops) that are connected in series,
parallel, or a combination of series or parallel so that the
catalyst (e.g., chromium catalyst) is exposed to more than one
set of reaction conditions. Staged reactor processes can also
be carried out by combining two loops in series, combining
one or more tanks and loops in series, using multiple gas-
phase reactors in series, or a loop-gas phase arrangement.
Because of their ability to expose the catalyst to different sets
of reactor conditions, staged reactor processes are often used
to produce multimodal polymers, such as those discussed
below. Suitable processes also include those in which a pre-
polymerization step is performed. In this pre-polymerization
step, the catalyst typically is exposed to the cocatalyst and
ethylene under mild conditions in a smaller, separate reactor,
and the polymerization reaction is allowed to proceed until
the catalyst comprises a relatively small amount (e.g., about
5% to about 30% of the total weight) of the resulting compo-
sition. This pre-polymerized catalyst is then introduced to the
large-scale reactor in which the polymerization is to be per-
formed.

The high density polyethylene polymers suitable for use in
the invention can be produced using any suitable catalyst or
combination of catalysts. Suitable catalysts include transition
metal catalysts, such as supported reduced molybdenum
oxide, cobalt molybdate on alumina, chromium oxide, and
transition metal halides. Chromium oxide catalysts typically
are produced by impregnating a chromium compound onto a
porous, high surface area oxide carrier, such as silica, and
then calcining it in dry air at 500-900° C. This converts the
chromium into a hexavalent surface chromate ester or dichro-
mate ester. The chromium oxide catalysts can be used in
conjunction with metal alkyl cocatalysts, such as alkyl boron,
alkyl aluminum, alkyl zinc, and alkyl lithium. Supports for
the chromium oxide include silica, silica-titania, silica-alu-
mina, alumina, and aluminophosphates. Further examples of
chromium oxide catalysts include those catalysts produced
by depositing a lower valent organochromium compound,
such as bis(arene) Cr°, allyl Cr** and CO*, beta stabilized
alkyls of Cr** and CO*, and bis(cyclopentadienyl) Cr**, onto
a chromium oxide catalyst, such as those described above.
Suitable transition metal catalysts also include supported
chromium catalysts such as those based on chromocene or a
silylchromate (e.g., bi(trisphenylsilyl)chromate). These chro-
mium catalysts can be supported on any suitable high surface
area support such as those described above for the chromium
oxide catalysts, with silica typically being used. The sup-
ported chromium catalysts can also be used in conjunction
with cocatalysts, such as the metal alkyl cocatalysts listed
above for the chromium oxide catalysts. Suitable transition
metal halide catalysts include titanium (III) halides (e.g.,
titanium (I1I) chloride), titanium (IV) halides (e.g., titanium
(IV) chloride), vanadium halides, zirconium halides, and
combinations thereof. These transition metal halides are often
supported on a high surface area solid, such as magnesium
chloride. The transition metal halide catalysts are typically
used in conjunction with an aluminum alkyl cocatalyst, such
as trimethylaluminum (i.e., AI(CH,);) or triethylaluminum
(i.e., Al(C,Hs);). These transition metal halides may also be
used in staged reactor processes. Suitable catalysts also
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include metallocene catalysts, such as cyclopentadienyl tita-
nium halides (e.g., cyclopentadienyl titanium chlorides),
cyclopentadienyl zirconium halides (e.g., cyclopentadienyl
zirconium chlorides), cyclopentadienyl hafnium halides
(e.g., cyclopentadienyl hatnium chlorides), and combinations
thereof. Metallocene catalysts based on transition metals
complexed with indenyl or fluorenyl ligands are also known
and can be used to produce high density polyethylene poly-
mers suitable for use in the invention. The catalysts typically
contain multiple ligands, and the ligands can be substituted
with various groups (e.g., n-butyl group) or linked with bridg-
ing groups, such as—CH,CH,— or >SiPh,. The metallocene
catalysts typically are used in conjunction with a cocatalyst,
such as methyl aluminoxane (i.e., (Al(CH;),0,),. Other
cocatalysts include those described in U.S. Pat. No. 5,919,
983 (Rosen et al.), U.S. Pat. No. 6,107,230 (McDaniel et al.),
U.S. Pat. No. 6,632,894 (McDaniel et al.), and U.S. Pat. No.
6,300,271 (McDaniel et al). Other “single site” catalysts suit-
able for use in producing high density polyethylene include
diimine complexes, such as those described in U.S. Pat. No.
5,891,963 (Brookhart et al.).

The high density polyethylene polymers suitable for use in
the invention can have any suitable molecular weight (e.g.,
weight average molecular weight). For example, the weight
average molecular weight of the high density polyethylene
can be from 20,000 g/mol to about 1,000,000 g/mol or more.
As will be understood by those of ordinary skill in the art, the
suitable weight average molecular weight of the high density
polyethylene will depend, at least in part, on the particular
application or end use for which the polymer is destined. For
example, a high density polyethylene polymer intended for
blow molding applications can have a weight average
molecular weight of about 100,000 g/mol to about 1,000,000
g/mol. A high density polyethylene polymer intended for pipe
applications or film applications can have a weight average
molecular weight of about 100,000 g/mol to about 500,000
g/mol. A high density polyethylene polymer intended for
injection molding applications can have a weight average
molecular weight of about 20,000 g/mol to about 80,000
g/mol. A high density polyethylene polymer intended for wire
insulation applications, cable insulation applications, tape
applications, or filament applications can have a weight aver-
age molecular weight of about 80,000 g/mol to about 400,000
g/mol. A high density polyethylene polymer intended for
rotomolding applications can have a weight average molecu-
lar weight of about 50,000 g/mol to about 150,000 g/mol.

The high density polyethylene polymers suitable for use in
the invention can also have any suitable polydispersity, which
is defined as the value obtained by dividing the weight aver-
age molecular weight of the polymer by the number average
molecular weight of the polymer. For example, the high den-
sity polyethylene polymer can have a polydispersity of
greater than 2 to about 100. As understood by those skilled in
the art, the polydispersity of the polymer is heavily influenced
by the catalyst system used to produce the polymer, with the
metallocene and other “single site” catalysts generally pro-
ducing polymers with relatively low polydispersity and nar-
row molecular weight distributions and the other transition
metal catalysts (e.g., chromium catalysts) producing poly-
mers with higher polydispersity and broader molecular
weight distributions. The high density polyethylene polymers
suitable for use in the invention can also have a multimodal
(e.g., bimodal) molecular weight distribution. For example,
the polymer can have a first fraction having a relatively low
molecular weight and a second fraction having a relatively
high molecular weight. The difference between the weight
average molecular weight of the fractions in the polymer can
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be any suitable amount. In fact, it is not necessary for the
difference between the weight average molecular weights to
be large enough that two distinct molecular weight fractions
can be resolved using gel permeation chromatography
(GPC). However, in certain multimodal polymers, the differ-
ence between the weight average molecular weights of the
fractions can be great enough that two or more distinct peaks
can be resolved from the GPC curve for the polymer. In this
context, the term “distinct” does not necessarily mean that the
portions of the GPC curve corresponding to each fraction do
not overlap, but is merely meant to indicate that a distinct
peak for each fraction can be resolved from the GPC curve for
the polymer. The multimodal polymers suitable for use in the
invention can be produced using any suitable process. As
noted above, the multimodal polymers can be produced using
staged reactor processes. One suitable example would be a
staged solution process incorporating a series of stirred tanks.
Alternatively, the multimodal polymers can be produced in a
single reactor using a combination of catalysts each of which
is designed to produce a polymer having a different weight
average molecular weight.

The high density polyethylene polymers suitable for use in
the invention can have any suitable melt index. For example,
the high density polyethylene polymer can have a melt index
of'about 0.01 dg/min to about 40 dg/min. As with the weight
average molecular weight, those of ordinary skill in the art
understand that the suitable melt index for the high density
polyethylene polymer will depend, at least in part, on the
particular application or end use for which the polymer is
destined. Thus, for example, a high density polyethylene
polymer intended for blow molding applications can have a
melt index of about 0.01 dg/min to about 1 dg/min. A high
density polyethylene polymer intended for blown film appli-
cations can have a melt index of about 0.5 dg/min to about 3
dg/min. A high density polyethylene polymer intended for
cast film applications can have a melt index of about 2 dg/min
to about 10 dg/min. A high density polyethylene polymer
intended for pipe applications can have a melt index of about
2 dg/min to about 40 dg/min. A high density polyethylene
polymer intended for injection molding applications can have
a melt index of about 2 dg/min to about 80 dg/min. A high
density polyethylene polymer intended for rotomolding
applications can have a melt index of about 0.5 dg/min to
about 10 dg/min. A high density polyethylene polymer
intended for tape applications can have a melt index of about
0.2 dg/min to about 4 dg/min. A high density polyethylene
polymer intended for filament applications can have a melt
index of about 1 dg/min to about 20 dg/min. The melt index of
the polymer is measured using ASTM Standard D1238-04c.

The high density polyethylene polymers suitable for use in
the invention generally do not contain high amounts of long-
chain branching. The term “long-chain branching” is used to
refer to branches that are attached to the polymer chain and
are of sufficient length to affect the rheology of the polymer
(e.g., branches of about 130 carbons or more in length). If
desired for the application in which the polymer is to be used,
the high density polyethylene polymer can contain small
amounts of long-chain branching. However, the high density
polyethylene polymers suitable for use in the invention typi-
cally contain very little long-chain branching (e.g., less than
about 1 long-chain branch per 10,000 carbons, less than about
0.5 long-chain branches per 10,000 carbons, less than about
0.1 long-chain branches per 10,000 carbons, or less than
about 0.01 long-chain branches per 10,000 carbons).

The medium density polyethylene polymers suitable for
use in the invention generally have a density of about 0.926
g/cm® to about 0.940 g/cm®. The term “medium density poly-
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ethylene” is used to refer to polymers of ethylene that have a
density between that of high density polyethylene and linear
low density polyethylene and contain relatively short
branches, at least as compared to the long branches present in
low density polyethylene polymers produced by the free radi-
cal polymerization of ethylene at high pressures.

The medium density polyethylene polymers suitable for
use in the invention generally are copolymers of ethylene and
at least one a.-olefin, such as 1-butene, 1-hexene, 1-octene,
1-decene, and 4-methyl-1-pentene. The a-olefin comonomer
can be present in any suitable amount, but typically is present
in an amount of less than about 8% by weight (e.g., less than
about 5 mol %). As will be understood by those of ordinary
skill in the art, the amount of comonomer suitable for the
copolymer is largely driven by the end use for the copolymer
and the required or desired polymer properties dictated by
that end use.

The medium density polyethylene polymers suitable for
use in the invention can be produced by any suitable process.
Like the high density polyethylene polymers, the medium
density polyethylene polymers typically are produced in “low
pressure” catalytic processes such as any of the processes
described above in connection with the high density polyeth-
ylene polymers suitable for use in the invention. Examples of
suitable processes include, but are not limited to, gas-phase
polymerization processes, solution polymerization pro-
cesses, slurry polymerization processes, and staged reactor
processes. Suitable staged reactor processes can incorporate
any suitable combination of the gas-phase, solution, and
slurry polymerization processes described above. As with
high density polyethylene polymers, staged reactor processes
are often used to produce multimodal polymers.

The medium density polyethylene polymers suitable for
use in the invention can be produced using any suitable cata-
lyst or combination of catalysts. For example, the polymers
can be produced using Ziegler catalysts, such as transition
metal (e.g., titanium) halides or esters used in combination
with organoaluminum compounds (e.g., triethylaluminum).
These Ziegler catalysts can be supported on, for example,
magnesium chloride, silica, alumina, or magnesium oxide.
The medium density polyethylene polymers suitable for use
in the invention can also be produced using so-called “dual
Ziegler catalysts,” which contain one catalyst species for
dimerizing ethylene into 1-butene (e.g., a combination of a
titanium ester and triethylaluminum) and another catalyst for
copolymerization of ethylene and the generated 1-butene
(e.g., titanium chloride supported on magnesium chloride).
The medium density polyethylene polymers suitable for use
in the invention can also be produced using chromium oxide
catalysts, such as those produced by depositing a chromium
compound onto a silica-titania support, oxidizing the result-
ing catalyst in a mixture of oxygen and air, and then reducing
the catalyst with carbon monoxide. These chromium oxide
catalysts typically are used in conjunction with cocatalysts
such as trialkylboron or trialkylaluminum compounds. The
chromium oxide catalysts can also be used in conjunction
with a Ziegler catalyst, such as a titanium halide- or titanium
ester-based catalyst. The medium density polyethylene poly-
mers suitable for use in the invention can also be produced
using supported chromium catalysts such as those described
above in the discussion of catalysts suitable for making high
density polyethylene. The medium density polyethylene
polymers suitable for use in the invention can also be pro-
duced using metallocene catalysts. Several different types of
metallocene catalysts can be used. For example, the metal-
locene catalyst can contain a bis(metallocene) complex of
zirconium, titanium, or hafnium with two cyclopentadienyl
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rings and methylaluminoxane. As with the catalysts used in
high density polyethylene production, the ligands can be sub-
stituted with various groups (e.g., n-butyl group) or linked
with bridging groups. Another class of metallocene catalysts
that can be used are composed of bis(metallocene) complexes
of zirconium or titanium and anions of perfluorinated boron-
aromatic compounds. A third class of metallocene catalysts
that can be used are referred to as constrained-geometry cata-
lysts and contain monocyclopentadienyl derivatives of tita-
nium or zirconium in which one of the carbon atoms in the
cyclopentadienyl ring is linked to the metal atom by a bridg-
ing group. These complexes are activated by reacting them
with methylaluminoxane or by forming ionic complexes with
noncoordinative anions, such as B(CF5),” or B(C/Fy),
CH;™. A fourth class of metallocene catalysts that can be used
are metallocene-based complexes of a transition metal, such
as titanium, containing one cyclopentadienyl ligand in com-
bination with another ligand, such as a phosphinimine or
—O—SiR;. This class of metallocene catalyst is also acti-
vated with methylaluminoxane or a boron compound. Other
catalysts suitable for use in making the medium density poly-
ethylene suitable for use in the invention include, but are not
limited to, the catalysts disclosed in U.S. Pat. No. 6,649,558.

The medium density polyethylene polymers suitable for
use in the invention can have any suitable compositional
uniformity, which is a term used to describe the uniformity of
the branching in the copolymer molecules of the polymer.
Many commercially-available medium density polyethylene
polymers have a relatively low compositional uniformity in
which the high molecular weight fraction of the polymer
contains relatively little of the a-olefin comonomer and has
relatively little branching while the low molecular weight
fraction of the polymer contains a relatively high amount of
the a-olefin comonomer and has a relatively large amount of
branching. Alternatively, another set of medium density poly-
ethylene polymers have a relatively low compositional uni-
formity in which the high molecular weight fraction of the
polymer contains a relatively high amount of the a-olefin
comonomer while the low molecular weight fraction of the
polymer contains relatively little of the a-olefin comonomer.
The compositional uniformity of the polymer can be mea-
sured using any suitable method, such as temperature rising
elution fractionation.

The medium density polyethylene polymers suitable for
use in the invention can have any suitable molecular weight.
For example, the polymer can have a weight average molecu-
lar weight of about 50,000 g/mol to about 200,000 g/mol. As
will be understood by those of ordinary skill in the art, the
suitable weight average molecular weight of the medium
density polyethylene will depend, at least in part, on the
particular application or end use for which the polymer is
destined.

The medium density polyethylene polymers suitable for
use in the invention can also have any suitable polydispersity.
Many commercially available medium density polyethylene
polymers have a polydispersity of about 2 to about 30. The
medium density polyethylene polymers suitable for use in the
invention can also have a multimodal (e.g., bimodal) molecu-
lar weight distribution. For example, the polymer can have a
first fraction having a relatively low molecular weight and a
second fraction having a relatively high molecular weight. As
with the high density polyethylene polymers suitable for use
in the invention, the difference between the weight average
molecular weight of the fractions in the multimodal medium
density polyethylene polymer can be any suitable amount. In
fact, it is not necessary for the difference between the weight
average molecular weights to be large enough that two dis-
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tinct molecular weight fractions can be resolved using gel
permeation chromatography (GPC). However, in certain
multimodal polymers, the difference between the weight
average molecular weights of the fractions can be great
enough that two or more distinct peaks can be resolved from
the GPC curve for the polymer. In this context, the term
“distinct” does not necessarily mean that the portions of the
GPC curve corresponding to each fraction do not overlap, but
is merely meant to indicate that a distinct peak for each
fraction can be resolved from the GPC curve for the polymer.
The multimodal polymers suitable foruse in the invention can
be produced using any suitable process. As noted above, the
multimodal polymers can be produced using staged reactor
processes. One suitable example would be a staged solution
process incorporating a series of stirred tanks. Alternatively,
the multimodal polymers can be produced in a single reactor
using a combination of catalysts each of which is designed to
produce a polymer having a different weight average molecu-
lar weight

The medium density polyethylene polymers suitable for
use in the invention can have any suitable melt index. For
example, the medium density polyethylene polymer can have
a melt index of about 0.01 dg/min to about 200 dg/min. As
with the weight average molecular weight, those of ordinary
skill in the art understand that the suitable melt index for the
medium density polyethylene polymer will depend, at least in
part, on the particular application or end use for which the
polymer is destined. Thus, for example, a medium density
polyethylene polymer intended for blow molding applica-
tions or pipe applications can have a melt index of about 0.01
dg/min to about 1 dg/min. A medium density polyethylene
polymer intended for blown film applications can have a melt
index of about 0.5 dg/min to about 3 dg/min. A medium
density polyethylene polymer intended for cast film applica-
tions can have a melt index of about 2 dg/min to about 10
dg/min. A medium density polyethylene polymer intended
for injection molding applications can have a melt index of
about 6 dg/min to about 200 dg/min. A medium density
polyethylene polymer intended for rotomolding applications
can have a melt index of about 4 dg/min to about 7 dg/min. A
medium density polyethylene polymer intended for wire and
cable insulation applications can have a melt index of about
0.5 dg/min to about 3 dg/min. The melt index of the polymer
is measured using ASTM Standard D1238-04c.

The medium density polyethylene polymers suitable for
use in the invention generally do not contain a significant
amount of long-chain branching. For example, the medium
density polyethylene polymers suitable for use in the inven-
tion generally contain less than about 0.1 long-chain branches
per 10,000 carbon atoms (e.g., less than about 0.002 long-
chain branches per 100 ethylene units) or less than about 0.01
long-chain branches per 10,000 carbon atoms.

The linear low density polyethylene polymers suitable for
use in the invention generally have a density of 0.925 g/cm? or
less (e.g., about 0.910 g/cm” to about 0.925 g/cm?). The term
“linear low density polyethylene” is used to refer to lower
density polymers of ethylene having relatively short
branches, at least as compared to the long branches present in
low density polyethylene polymers produced by the free radi-
cal polymerization of ethylene at high pressures.

The linear low density polyethylene polymers suitable for
use in the invention generally are copolymers of ethylene and
at least one a.-olefin, such as 1-butene, 1-hexene, 1-octene,
1-decene, and 4-methyl-1-pentene. The a-olefin comonomer
can be present in any suitable amount, but typically is present
in an amount of less than about 6 mol. % (e.g., about 2 mol %
to about 5 mol %). As will be understood by those of ordinary
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skill in the art, the amount of comonomer suitable for the
copolymer is largely driven by the end use for the copolymer
and the required or desired polymer properties dictated by
that end use.

The linear low density polyethylene polymers suitable for
use in the invention can be produced by any suitable process.
Like the high density polyethylene polymers, the linear low
density polyethylene polymers typically are produced in “low
pressure” catalytic processes such as any of the processes
described above in connection with the high density polyeth-
ylene polymers suitable for use in the invention. Suitable
processes include, but are not limited to, gas-phase polymer-
ization processes, solution polymerization processes, slurry
polymerization processes, and staged reactor processes. Suit-
able staged reactor processes can incorporate any suitable
combination of the gas-phase, solution, and slurry polymer-
ization processes described above. As with high density poly-
ethylene polymers, staged reactor processes are often used to
produce multimodal polymers.

The linear low density polyethylene polymers suitable for
use in the invention can be produced using any suitable cata-
lyst or combination of catalysts. For example, the polymers
can be produced using Ziegler catalysts, such as transition
metal (e.g., titanium) halides or esters used in combination
with organoaluminum compounds (e.g., triethylaluminum).
These Ziegler catalysts can be supported on, for example,
magnesium chloride, silica, alumina, or magnesium oxide.
The linear low density polyethylene polymers suitable foruse
in the invention can also be produced using so-called “dual
Ziegler catalysts,” which contain one catalyst species for
dimerizing ethylene into 1-butene (e.g., a combination of a
titanium ester and triethylaluminum) and another catalyst for
copolymerization of ethylene and the generated 1-butene
(e.g., titanium chloride supported on magnesium chloride).
The linear low density polyethylene polymers suitable foruse
in the invention can also be produced using chromium oxide
catalysts, such as those produced by depositing a chromium
compound onto a silica-titania support, oxidizing the result-
ing catalyst in a mixture of oxygen and air, and then reducing
the catalyst with carbon monoxide. These chromium oxide
catalysts typically are used in conjunction with cocatalysts
such as trialkylboron or trialkylaluminum compounds. The
chromium oxide catalysts can also be used in conjunction
with a Ziegler catalyst, such as a titanium halide- or titanium
ester-based catalyst. The linear low density polyethylene
polymers suitable for use in the invention can also be pro-
duced using supported chromium catalysts such as those
described above in the discussion of catalysts suitable for
making high density polyethylene. The linear low density
polyethylene suitable for use in the invention can also be
produced using metallocene catalysts. Several different types
of metallocene catalysts can be used. For example, the met-
allocene catalyst can contain a bis(metallocene) complex of
zirconium, titanium, or hafnium with two cyclopentadienyl
rings and methylaluminoxane. As with the catalysts used in
high density polyethylene production, the ligands can be sub-
stituted with various groups (e.g., n-butyl group) or linked
with bridging groups. Another class of metallocene catalysts
that can be used are composed of bis(metallocene) complexes
of zirconium or titanium and anions of perfluorinated boron-
aromatic compounds. A third class of metallocene catalysts
that can be used are referred to as constrained-geometry cata-
lysts and contain monocyclopentadienyl derivatives of tita-
nium or zirconium in which one of the carbon atoms in the
cyclopentadienyl ring is linked to the metal atom by a bridg-
ing group. These complexes are activated by reacting them
with methylaluminoxane or by forming ionic complexes with
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noncoordinative anions, such as B(C4F5),~ or B(CFs)
5sCH;™. A fourth class of metallocene catalysts that can be
used are metallocene-based complexes of a transition metal,
such as titanium, containing one cyclopentadienyl ligand in
combination with another ligand, such as a phosphinimine or
—O—S8iR;. This class of metallocene catalyst is also acti-
vated with methylaluminoxane or a boron compound. Other
catalysts suitable for use in making the linear low density
polyethylene suitable for use in the invention include, but are
not limited to, the catalysts disclosed in U.S. Pat. No. 6,649,
558.

The linear low density polyethylene polymers suitable for
use in the invention can have any suitable compositional
uniformity, which is a term used to describe the uniformity of
the branching in the copolymer molecules of the polymer.
Many commercially-available linear low density polyethyl-
ene polymers have a relatively low compositional uniformity
in which the high molecular weight fraction of the polymer
contains relatively little of the a-olefin comonomer and has
relatively little branching while the low molecular weight
fraction of the polymer contains a relatively high amount of
the a-olefin comonomer and has a relatively large amount of
branching. Alternatively, another set of linear low density
polyethylene polymers have a relatively low compositional
uniformity in which the high molecular weight fraction of the
polymer contains a relatively high amount of the a-olefin
comonomer while the low molecular weight fraction of the
polymer contains relatively little of the c-olefin comonomer.
The compositional uniformity of the polymer can be mea-
sured using any suitable method, such as temperature rising
elution fractionation.

The linear low density polyethylene polymers suitable for
use in the invention can have any suitable molecular weight.
For example, the polymer can have a weight average molecu-
lar weight of about 20,000 g/mol to about 250,000 g/mol. As
will be understood by those of ordinary skill in the art, the
suitable weight average molecular weight of the linear low
density polyethylene will depend, at least in part, on the
particular application or end use for which the polymer is
destined.

The linear low density polyethylene polymers suitable for
use in the invention can also have any suitable polydispersity.
Many commercially available linear low density polyethyl-
ene polymers have a relatively narrow molecular weight dis-
tribution and thus a relatively low polydispersity, such as
about 2 to about 5 (e.g., about 2.5 to about 4.5 or about 3.5 to
about 4.5). The linear low density polyethylene polymers
suitable for use in the invention can also have a multimodal
(e.g., bimodal) molecular weight distribution. For example,
the polymer can have a first fraction having a relatively low
molecular weight and a second fraction having a relatively
high molecular weight. As with the high density polyethylene
polymers suitable for use in the invention, the difference
between the weight average molecular weight of the fractions
in the multimodal linear low density polyethylene polymer
can be any suitable amount. In fact, it is not necessary for the
difference between the weight average molecular weights to
be large enough that two distinct molecular weight fractions
can be resolved using gel permeation chromatography
(GPC). However, in certain multimodal polymers, the differ-
ence between the weight average molecular weights of the
fractions can be great enough that two or more distinct peaks
can be resolved from the GPC curve for the polymer. In this
context, the term “distinct” does not necessarily mean that the
portions of the GPC curve corresponding to each fraction do
not overlap, but is merely meant to indicate that a distinct
peak for each fraction can be resolved from the GPC curve for
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the polymer. The multimodal polymers suitable for use in the
invention can be produced using any suitable process. As
noted above, the multimodal polymers can be produced using
staged reactor processes. One suitable example would be a
staged solution process incorporating a series of stirred tanks.
Alternatively, the multimodal polymers can be produced in a
single reactor using a combination of catalysts each of which
is designed to produce a polymer having a different weight
average molecular weight

The linear low density polyethylene polymers suitable for
use in the invention can have any suitable melt index. For
example, the linear low density polyethylene polymer can
have a melt index of about 0.01 dg/min to about 200 dg/min.
As with the weight average molecular weight, those of ordi-
nary skill in the art understand that the suitable melt index for
the linear low density polyethylene polymer will depend, at
least in part, on the particular application or end use for which
the polymer is destined. Thus, for example, a linear low
density polyethylene polymer intended for blow molding
applications or pipe applications can have a melt index of
about 0.01 dg/min to about 1 dg/min. A linear low density
polyethylene polymer intended for blown film applications
can have a melt index of about 0.5 dg/min to about 3 dg/min.
A linear low density polyethylene polymer intended for cast
film applications can have a melt index of about 2 dg/min to
about 10 dg/min. A linear low density polyethylene polymer
intended for injection molding applications can have a melt
index of about 6 dg/min to about 200 dg/min. A linear low
density polyethylene polymer intended for rotomolding
applications can have a melt index of about 4 dg/min to about
7 dg/min. A linear low density polyethylene polymer
intended for wire and cable insulation applications can have a
melt index of about 0.5 dg/min to about 3 dg/min. The melt
index of the polymer is measured using ASTM Standard
D1238-04c.

The linear low density polyethylene polymers suitable for
use in the invention generally do not contain a significant
amount of long-chain branching. For example, the linear low
density polyethylene polymers suitable for use in the inven-
tion generally contain less than about 0.1 long-chain branches
per 10,000 carbon atoms (e.g., less than about 0.002 long-
chain branches per 100 ethylene units) or less than about 0.01
long-chain branches per 10,000 carbon atoms.

The low density polyethylene polymers suitable for use in
the invention generally have a density of less than 0.935
g/cm® and, in contrast to high density polyethylene, medium
density polyethylene and linear low density polyethylene,
have a relatively large amount of long-chain branching in the
polymer.

The low density polyethylene polymers suitable for use in
the invention can be either ethylene homopolymers or
copolymers of ethylene and a polar comonomer. Suitable
polar comonomers include, but are not limited to, vinyl
acetate, methyl acrylate, ethyl acrylate, and acrylic acid.
These comonomers can be present in any suitable amount,
with comonomer contents as high as 20% by weight being
used for certain applications. As will be understood by those
skilled in the art, the amount of comonomer suitable for the
polymer is largely driven by the end use for the polymer and
the required or desired polymer properties dictated by that
end use.

The low density polyethylene polymers suitable for use in
the invention can be produced using any suitable process, but
typically the polymers are produced by the free-radical initi-
ated polymerization of ethylene at high pressure (e.g., about
81 to about 276 MPa) and high temperature (e.g., about 130 to
about 330° C.). Any suitable free radical initiator can be used
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in such processes, with peroxides and oxygen being the most
common. The free-radical polymerization mechanism gives
rise to short-chain branching in the polymer and also to the
relatively high degree of long-chain branching that distin-
guishes low density polyethylene from other ethylene poly-
mers (e.g., high density polyethylene and linear low density
polyethylene). The polymerization reaction typically is per-
formed in an autoclave reactor (e.g., a stirred autoclave reac-
tor), a tubular reactor, or a combination of such reactors
positioned in series.

The low density polyethylene polymers suitable for use in
the invention can have any suitable molecular weight. For
example, the polymer can have a weight average molecular
weight of about 30,000 g/mol to about 500,000 g/mol. As will
be understood by those of ordinary skill in the art, the suitable
weight average molecular weight of the low density polyeth-
ylene will depend, at least in part, on the particular application
or end use for which the polymer is destined. For example, a
low density polyethylene polymer intended for blow molding
applications can have a weight average molecular weight of
about 80,000 g/mol to about 200,000 g/mol. A low density
polyethylene polymer intended for pipe applications can have
a weight average molecular weight of about 80,000 g/mol to
about 200,000 g/mol. A low density polyethylene polymer
intended for injection molding applications can have a weight
average molecular weight of about 30,000 g/mol to about
80,000 g/mol. A low density polyethylene polymer intended
for film applications can have a weight average molecular
weight of about 60,000 g/mol to about 500,000 g/mol.

The low density polyethylene polymers suitable for use in
the invention can have any suitable melt index. For example,
the low density polyethylene polymer can have a melt index
of about 0.2 to about 100 dg/min. As noted above, the melt
index of the polymer is measured using ASTM Standard
D1238-04c.

As noted above, one of the major distinctions between low
density polyethylene and other ethylene polymers is a rela-
tively high degree of long-chain branching within the poly-
mer. The low density polyethylene polymers suitable for use
in the invention can exhibit any suitable amount oflong-chain
branching, such as about 0.01 or more long-chain branches
per 10,000 carbon atoms, about 0.1 or more long-chain
branches per 10,000 carbon atoms, about 0.5 or more long-
chain branches per 10,000 carbon atoms, about 1 or more
long-chain branches per 10,000 carbon atoms, or about 4 or
more long-chain branches per 10,000 carbon atoms. While
there is not a strict limit on the maximum extent of long-chain
branching that can be present in the low density polyethylene
polymers suitable for use in the invention, the long-chain
branching in many low density polyethylene polymers is less
than about 100 long-chain branches per 10,000 carbon atoms.

The thermoplastic polymer composition also comprises a
nucleating agent. As utilized herein, the term “nucleating
agent” is used to refer to compounds or additives that form
nuclei or provide sites for the formation and/or growth of
crystals in a polymer as it solidifies from a molten state. In a
first embodiment, the nucleating agent comprises a com-
pound conforming to the structure of Formula (I)
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In the structure of Formula (I), R, is selected from the group
consisting of hydroxy, halogens, alkyl groups, substituted
alkyl groups, alkoxy groups, substituted alkoxy groups, aryl
groups, and substituted aryl groups. The variable n is zero or
apositive integer from 1 to 4. L is a linking group comprising
two or more atoms and at least one double bond between two
atoms in the linking group. The variable v is a positive integer
from 1 to 3. R, is: (i) selected from the group consisting of
alkyl groups, substituted alkyl groups, cycloalkyl groups,
substituted cycloalkyl groups, aryl groups, substituted aryl
groups, heteroaryl groups, and substituted heteroaryl groups
when L is a divalent linking group and v is 1, (ii) selected from
the group consisting of alkanediyl groups, substituted
alkanediyl groups, cycloalkanediyl groups, substituted
cycloalkanediyl groups, arenediyl groups, substituted arene-
diyl groups, heteroarenediyl groups, and substituted het-
eroarenediyl groups when L is a trivalent linking group and v
is 1, (iii) selected from the group consisting of alkanediyl
groups, substituted alkanediyl groups, cycloalkanediyl
groups, substituted cycloalkanediyl groups, arenediyl
groups, substituted arenediyl groups, heteroarenediyl groups,
and substituted heteroarenediyl groups when L is a divalent
linking group and v is 2, and (iv) selected from the group
consisting of alkanetriyl groups, substituted alkanetriyl
groups, cycloalkanetriyl groups, substituted cycloalkanetriyl
groups, arenetriyl groups, substituted arenetriyl groups, het-
eroarenetriyl groups, and substituted heteroarenetriyl groups
when L is a divalent linking group and v is 3. The variable x
is a positive integer. Each M, is a metal cation; the variable y
is the valence of the cation; and the variable z is a positive
integer. The variable b is zero or a positive integer. When b is
a positive integer, each Q, is a negatively-charged counterion,
and a is the valence of the negatively-charged counterion. The
values of v, X, y, 7, a, and b satisfy the equation (vx)+(ab)=yz.
In the structure of Formula (I), the cyclic portion of the
cycloalkyl group or substituted cycloalkyl group comprises
no more than two ring structures fused together when L is a
divalent linking group, v is 1, and R, is a cycloalkyl group or
a substituted cycloalkyl group.

In a preferred embodiment, R, is a halogen or hydroxy,
with n=1 being particularly preferred. In a more specific
embodiment, n can be 1, R; can be hydroxy and attached to
the aryl ring in the ortho position relative to the carboxylate
group. In another preferred embodiment, n is O, meaning that
the carboxylate-substituted aryl ring is not substituted with
R, groups.

L is a linking group comprising two or more atoms and at
least one double bond between two atoms in the linking
group. With at least one double bond between two atoms in
the linking group, two of the atoms in the linking group are
sp” hybridized and the sum of the bond angles around at least
one of these atoms is approximately 360 degrees. The pres-
ence of the double bond within the liking group restricts
rotation of the molecule around the double bond and, while
not wishing to be bound to any particular theory, is believed to
maintain the compound in a configuration that is more favor-
able for nucleation of the polymer. In a series of preferred
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embodiments, L. is selected from the group consisting of
moieties conforming to the structure of one of Formulae
(LA)-(LF) below
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As can be seen from these structures, suitable linking groups
comprise at least two atoms and a double bond between two
atoms in the linking group. With each of these L. groups, any
suitable end of the linking group can be attached to the car-
boxylate-substituted aryl ring and the other end(s) can be
attached to the group R,. In a preferred embodiment, L is a
moiety selecting from the group consisting of moieties con-
forming to the structure of Formulae (LA) and (D). In a
particularly preferred embodiment, L. is a moiety conforming
to the structure of Formula (LA). In such an embodiment, the
moiety can have the nitrogen atom bonded to the carboxylate-
substituted aryl ring or the group R,.

The group R, can be a monovalent, divalent, or trivalent
moiety. The valence of R, depends on the valence of the
linking group L and the number of carboxylate-substituted
aryl rings in the compound. Thus, when L. is a divalent linking
group, vis 1,and R, can be selected from the group consisting
of moieties conforming to the structure of one of Formulae
(AA)-(AG) below. The structure of Formula (AA) is
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In the structure of Formula (AA), the variable d is zero or a
positive integer from 1 to 5, and each R, is independently
selected from the group consisting of halogens, alkyl groups,
substituted alkyl groups, alkoxy groups, substituted alkoxy
groups, aryl groups, and substituted aryl groups. The struc-
ture of Formula (AB) is

In the structure of Formula (AB), the variable h is zero or a
positive integer from 1 to 10, and each R ; is independently
selected from the group consisting of halogens, alkyl groups,
substituted alkyl groups, alkoxy groups, substituted alkoxy
groups, aryl groups, and substituted aryl groups. The struc-
ture of Formula (AC) is

(AA)

(AB)

(AC)

Iws),

In the structure of Formula (AC), the variable e is zero or a
positive integer from 1 to 8, and each R 5 is independently
selected from the group consisting of halogens, alkyl groups,
substituted alkyl groups, alkoxy groups, substituted alkoxy
groups, aryl groups, and substituted aryl groups. The struc-
ture of Formula (AD) is

*<§‘Z°)g_

In the structure of Formula (AD), the variable g is zero or a
positive integer from 1 to 6, and each R, is independently
selected from the group consisting of halogens, alkyl groups,
substituted alkyl groups, alkoxy groups, substituted alkoxy
groups, aryl groups, and substituted aryl groups. The struc-
ture of Formula (AE) is

(AD)

(AE)

—<Jtr),

In the structure of Formula (AE), the variable j is zero or a
positive integer from 1 to 4, and each R, is independently
selected from the group consisting of halogens, alkyl groups,
substituted alkyl groups, alkoxy groups, substituted alkoxy
groups, aryl groups, and substituted aryl groups. The struc-
ture of Formula (AF) is
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In the structure of Formula (AF), the variable X, X,, X5, X,
and X are independently selected from the group consisting
of'a carbon atom and a nitrogen atom, provided at least one
and no more than three of X |, X, X5, X,, and X5 are nitrogen
atoms; t is zero or a positive integer equal to 5-X where X is
the number of nitrogen atoms; and each R, is independently
selected from the group consisting of halogens, alkyl groups,
substituted alkyl groups, alkoxy groups, substituted alkoxy
groups, aryl groups, and substituted aryl groups. The struc-
ture of Formula (AG) is

(AG)

In the structure of Formula (AG), the variable X is selected
from the group consisting of a carbon atom, an oxygen atom,
a sulfur atom, and a secondary amine group, X, X, and X,
are independently selected from the group consisting of a
carbon atom and a nitrogen atom, at least one and no more
than three of X, X, X, and X, are non-carbon atoms; u is
zero or a positive integer equal to 4-Y where Y is the number
of non-carbon atoms in the ring structure; and each R, is
independently selected from the group consisting of halo-
gens, cyano groups, alkyl groups, substituted alkyl groups,
alkoxy groups, substituted alkoxy groups, aryl groups, and
substituted aryl groups.

When L is a trivalent linking group, v is 1, and R, can be
selected from the group consisting of moieties conforming to
the structure of one of Formula (AH)-(AJ) below. The struc-
ture of Formula (AH) is

(AH)

)

In the structure of Formula (AH), the variable k is zero or a
positive integer from 1 to 8, and each R, is independently
selected from the group consisting of halogens, alkyl groups,
substituted alkyl groups, alkoxy groups, substituted alkoxy
groups, aryl groups, and substituted aryl groups. The struc-
ture of Formula (AI) is
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(AD)

\)Rss)m.
| ~

A

In the structure of Formula (Al), the variable m is zero or a
positive integer from 1 to 4, and each R, is independently
selected from the group consisting of halogens, alkyl groups,
substituted alkyl groups, alkoxy groups, substituted alkoxy
groups, aryl groups, and substituted aryl groups. The struc-
ture of Formula (AJ) is

(AD)

/X,

/ N\
—/{x),

In the structure of Formula (AJ), the variable p is zero or a
positive integer from 1 to 3, p' is zero or a positive integer from
1 to 3, and each R,,; and R 5 is independently selected from
the group consisting of halogens, alkyl groups, substituted
alkyl groups, alkoxy groups, substituted alkoxy groups, aryl
groups, and substituted aryl groups.

When L is a divalent liking group, v is 2, and R, can
selected from the group consisting of moieties conforming to
the structure of Formula (BA) below

(BA)

In the structure of Formula (BA), the variable q is zero or a
positive integer from 1 to 4, ris Zero or a positive integer from
1 to 4, and each R, and Ry is independently selected from
the group consisting of halogens, alkyl groups, substituted
alkyl groups, alkoxy groups, substituted alkoxy groups, aryl
groups, and substituted aryl groups.

When L is a divalent linking group, v is 3, and R, can be
selected from the group consisting of moieties conforming to
the structure of Formula (CA) below

(CA)

AN
),

In the structure of Formula (CA), the variable s is zero or a
positive integer from 1 to 3, and each Ry, is independently
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selected from the group consisting of halogens, alkyl groups,
substituted alkyl groups, alkoxy groups, substituted alkoxy
groups, aryl groups, and substituted aryl groups.

In aseries of preferred embodiments, [ is a divalent linking
group, vis 1, and R, is a moiety conforming to the structure of
Formula (AA). Within this series of preferred embodiments,
the variable d preferably is zero or 1. If d is 1, the group R,
preferably is attached to the aryl ring in the para position
relative to the bond to the linking group L. Further ifd is 1, the
group R, preferably is a halogen (e.g., bromine), an alkoxy
group (e.g., a methoxy group), or an aryl group (e.g., a phenyl
group).

In aseries of preferred embodiments, [ is a divalent linking
group, vis 1, and R, is a moiety conforming to the structure of
Formula (AC). Within this series of preferred embodiments,
the variable d preferably is zero or 1, with zero being particu-
larly preferred.

As noted above, M, is a metal cation. Suitable metal cat-
ions include, but are not limited to, alkali metal cations (e.g.,
sodium), alkaline earth metal cations (e.g., calcium), transi-
tion metal cations (e.g., zinc), and group 13 metal cations
(e.g., aluminum). As utilized herein, the term “transition
metal” is used to refer those elements in the d-block of the
periodic table of elements, which corresponds to groups 3 to
12 on the periodic table of elements. In a preferred embodi-
ment, M, is a metal cation selected from the group consisting
of lithium, sodium, magnesium, aluminum, potassium, cal-
cium, and zinc. In another preferred embodiment, M, is a
lithium cation. In those embodiments in which the compound
contains more than one metal cation M,, each M, can be the
same or different.

In a series of preferred embodiments, the nucleating agent
can comprise a compound conforming to the structure of one
of Formulae (IA)-(IM) below
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-continued
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The composition can comprise one or more metal salt
compounds conforming to the structure of Formula (I). For
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example, the composition can comprise any suitable combi-
nation of the compounds conforming to the structures of
(IA)-(IM) depicted above. More specifically, the composition
can comprise a compound conforming to the structure of
Formula (IA) and compound conforming to the structure of
Formula (IL). In another specific embodiment, the composi-
tion can comprise a compound conforming to the structure of
Formula (IB) and a compound conforming to the structure of
Formula (IL). In yet another specific embodiment, the com-
position can comprise a compound conforming to the struc-
ture of Formula (IC) and a compound conforming to the
structure of Formula (IL). Blends of these compounds can be
used to produce compositions that exhibit a desired combi-
nation of properties, with one compound providing one ben-
efit and another compound providing an additional benefit.

The metal salt compounds of Formula (I) and the more
specific structures encompassed by Formula (I) can be syn-
thesized using any suitable technique, many of which will be
readily apparent to those of ordinary skill in the art. For
example, if the acid used in making the compound is com-
mercially available, the compound can be prepared by react-
ing the acid with a suitable base (e.g., a base comprising the
desired metal cation and a Brensted base) in a suitable
medium (e.g., an aqueous medium). If the acid to be used in
making the metal salt compound is not commercially avail-
able, the acid can be synthesized, for example, using any of
the techniques illustrated below in the examples. Once the
desired acid is obtained, the compound can be produced as
described above (e.g., by reacting the acid with a suitable base
in an appropriate medium).

The metal salt compounds of Formula (I) and the more
specific structures encompassed by Formula (I) can be pro-
duced in various particle shapes and sizes. In general, these
salt compounds form layered crystalline structures wherein
the metal ions are present in galleries which are sandwiched
between alternating layers of organic surfaces. As aresult, flat
platelet-like particles are often produced wherein the nucle-
ating surfaces are exposed on the top and bottom of the
particles, rather than the edges. The aspect ratio of these
platelet-like particles is typically defined as the diameter, or
breadth, versus the thickness. Elongated platelets, or “lath-
like” crystals, are another particle morphology possible with
these metal salt compounds. In these elongated structures, the
aspect ratio typically is defined as the ratio of the length to the
width. Aspect ratios of 2:1 up through 50:1 are possible.
Particles with aspect ratios can align in molten polymer flow
fields such that the flat surfaces are parallel to the machine, or
flow, direction and parallel to the transverse, or cross, direc-
tion. As a result, the nucleating surfaces are exposed only in
the normal direction of the polymer melt during part fabrica-
tion (exceptions would result when platelet-shaped particles
possessed an aspect ratio insufficient for flat registry, and
tumbling in the polymer flow direction results). Preferred
particle orientations, or “registry”, combined with specific
crystallographic interactions with polyethylene during the
nucleation event, can create directed lamellar growth which
can result in unique and beneficial orientations of polyethyl-
ene crystals within the articles produced.

The particles of the nucleating agent discussed above can
have any suitable size. Preferably, the particles of the nucle-
ating agent are small enough that they are not visible in a
finished article made from the thermoplastic polymer com-
position. Thus, in a preferred embodiment, the particles of the
nucleating agent preferably are less than 25 microns in diam-
eter, more preferably less than 20 microns in diameter, and
most preferably less than 15 microns in diameter.

20

25

40

45

26

The nucleating agent can be present in the thermoplastic
polymer composition in any suitable amount. The nucleating
agent can be present in the thermoplastic polymer composi-
tion in an amount of about 50 parts per million (ppm) or more,
about 100 ppm or more, about 250 ppm or more, or about 500
ppm or more, based on the total weight of the thermoplastic
polymer composition. The nucleating agent typically is
present in the thermoplastic polymer composition in an
amount of about 10,000 ppm or less, about 7,500 ppm or less,
about 5,000 ppm or less, about 4,000 ppm or less, or about
3,000 ppm or less, based on the total weight of the thermo-
plastic polymer composition. Thus, in certain embodiments
of the thermoplastic polymer composition, the nucleating
agent is present in the thermoplastic polymer composition in
an amount of about 50 to about 10,000 ppm, about 100 to
about 7,500 ppm (e.g., about 100 to about 5,000 ppm), about
250 to about 5,000 ppm (e.g., about 250 to about 4,000 ppm
orabout 250 to about 3,000 ppm), or about 500 to about 5,000
ppm (e.g., about 500 to about 4,000 ppm or about 500 to about
3,000 ppm), based on the total weight of the polymer com-
position.

The thermoplastic polymer composition of the invention
can also be provided in the form of a masterbatch composition
designed for addition or let-down into a virgin thermoplastic
polymer. In such an embodiment, the thermoplastic polymer
composition will generally contain a higher amount of the
nucleating agent as compared to a thermoplastic polymer
composition intended for use in the formation of an article of
manufacture without further dilution or addition to a virgin
thermoplastic polymer. For example, the nucleating agent can
be present in such a thermoplastic polymer composition in an
amount of about 1 wt. % to about 10 wt. % (e.g., about 1 wt.
% to about 5 wt. % or about 2 wt. % to about 4 wt. %), based
on the total weight of the thermoplastic polymer composition.

The thermoplastic polymer composition of the invention
can contain other polymer additives in addition to the afore-
mentioned nucleating agent. Suitable additional polymer
additives include, but are not limited to, antioxidants (e.g.,
phenolic antioxidants, phosphite antioxidants, and combina-
tions thereof), anti-blocking agents (e.g., amorphous silica
and diatomaceous earth), pigments (e.g., organic pigments
and inorganic pigments) and other colorants (e.g., dyes and
polymeric colorants), fillers and reinforcing agents (e.g.,
glass, glass fibers, talc, calcium carbonate, and magnesium
oxysulfate whiskers), nucleating agents, clarifying agents,
acid scavengers (e.g., metal salts of fatty acids, such as the
metal salts of stearic acid, and dihydrotalcite), polymer pro-
cessing additives (e.g., fluoropolymer polymer processing
additives), polymer cross-linking agents, slip agents (e.g.,
fatty acid amide compounds derived from the reaction
between a fatty acid and ammonia or an amine-containing
compound), fatty acid ester compounds (e.g., fatty acid ester
compounds derived from the reaction between a fatty acid
and a hydroxyl-containing compound, such as glycerol, dig-
lycerol, and combinations thereof), and combinations of the
foregoing.

As noted above, the thermoplastic polymer composition of
the invention can contain other nucleating agents in addition
to those compounds conforming to the structure of Formula
(D). Suitable nucleating agents include, but are not limited to,
2,2'-methylene-bis-(4,6-di-tert-butylphenyl)phosphate salts
(e.g., sodium 2,2'-methylene-bis-(4,6-di-tert-butylphenyl)
phosphate or aluminum 2,2'-methylene-bis-(4,6-di-tert-bu-
tylphenyl)phosphate), bicyclo[2.2.1]heptane-2,3-dicarboxy-
late salts (e.g., disodium bicyclo[2.2.1]heptane-2,3-
dicarboxylate or calcium bicyclo[2.2.1]heptane-2,3-
dicarboxylate), cyclohexane-1,2-dicarboxylate salts (e.g.,
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calcium cyclohexane-1,2-dicarboxylate, monobasic alumi-
num cyclohexane-1,2-dicarboxylate, dilithium cyclohexane-
1,2-dicarboxylate, or strontium cyclohexane-1,2-dicarboxy-
late), glycerolate salts (e.g., zinc glycerolate), phthalate salts
(e.g., calcium phthalate), phenylphosphonic acid salts (e.g.,
calcium phenylphosphonate), and combinations thereof. For
the bicyclo[2.2.1]heptane-2,3-dicarboxylate salts and the
cyclohexane-1,2-dicarboxylate salts, the carboxylate moi-
eties can be arranged in either the cis- or trans-configuration,
with the cis-configuration being preferred.

As noted above, the thermoplastic polymer composition of
the invention can also contain a clarifying agent. Suitable
clarifying agents include, but are not limited to, trisamides
and acetal compounds that are the condensation product of a
polyhydric alcohol and an aromatic aldehyde. Suitable trisa-
mide clarifying agents include, but are not limited to, amide
derivatives of benzene-1,3,5-tricarboxylic acid, derivatives of
N-(3,5-bis-formylamino-phenyl)-formamide (e.g., N-[3,5-
bis-(2,2-dimethyl-propionylamino)-phenyl]-2,2-dimethyl-
propionamide), derivatives of 2-carbamoyl-malonamide
(e.g., N,N'-bis-(2-methyl-cyclohexyl)-2-(2-methyl-cyclo-
hexylcarbamoyl)-malonamide), and combinations thereof.
As noted above, the clarifying agent can be an acetal com-
pound that is the condensation product of a polyhydric alco-
hol and an aromatic aldehyde. Suitable polyhydric alcohols
include acyclic polyols such as xylitol and sorbitol, as well as
acyclic deoxy polyols (e.g., 1,2,3-trideoxynonitol or 1,2,3-
trideoxynon-1-enitol). Suitable aromatic aldehydes typically
contain a single aldehyde group with the remaining positions
on the aromatic ring being either unsubstituted or substituted.
Accordingly, suitable aromatic aldehydes include benzalde-
hyde and substituted benzaldehydes (e.g., 3,4-dimethyl-ben-
zaldehyde or 4-propyl-benzaldehyde). The acetal compound
produced by the aforementioned reaction can be a mono-
acetal, di-acetal, or tri-acetal compound (i.e., a compound
containing one, two, or three acetal groups, respectively),
with the di-acetal compounds being preferred. Suitable
acetal-based clarifying agents include, but are not limited to,
the clarifying agents disclosed in U.S. Pat. Nos. 5,049,605;
7,157,510, and 7,262,236.

The thermoplastic polymer composition of the invention
can be produced by any suitable method or process. For
example, the thermoplastic polymer composition can be pro-
duced by simple mixing of the individual components of the
thermoplastic polymer composition (e.g., thermoplastic
polymer, nucleating agent, and other additives, if any). The
thermoplastic polymer composition can also be produced by
mixing the individual components under high shear or high
intensity mixing conditions. The thermoplastic polymer com-
position of the invention can be provided in any form suitable
for use in further processing to produce an article of manu-
facture from the thermoplastic polymer composition. For
example, the thermoplastic polymer compositions can be pro-
vided in the form of a powder (e.g., free-flowing powder),
flake, pellet, prill, tablet, agglomerate, and the like.

The thermoplastic polymer composition of the invention is
believed to be useful in producing thermoplastic polymer
articles of manufacture. The thermoplastic polymer compo-
sition of the invention can be formed into a desired thermo-
plastic polymer article of manufacture by any suitable tech-
nique, such as injection molding (e.g., thin-wall injection
molding, multicomponent molding, overmolding, or 2K
molding), blow molding (e.g., extrusion blow molding, injec-
tion blow molding, or injection stretch blow molding), extru-
sion (e.g., fiber extrusion, tape (e.g., slit tape) extrusion, sheet
extrusion, film extrusion, cast film extrusion, pipe extrusion,
extrusion coating, or foam extrusion), thermoforming, roto-
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molding, film blowing (blown film), film casting (cast film),
compression molding, extrusion compression molding,
extrusion compression blow molding, and the like. Thermo-
plastic polymer articles made using the thermoplastic poly-
mer composition of the invention can be comprised of mul-
tiple layers (e.g., multilayer blown or cast films or multilayer
injection molded articles), with one or any suitable number of
the multiple layers containing a thermoplastic polymer com-
position of the invention.

The thermoplastic polymer composition of the invention
can be used to produce any suitable article of manufacture.
Suitable articles of manufacture include, but are not limited
to, medical devices (e.g., pre-filled syringes for retort appli-
cations, intravenous supply containers, and blood collection
apparatus), food packaging, liquid containers (e.g., contain-
ers for drinks, medications, personal care compositions,
shampoos, and the like), apparel cases, microwavable
articles, shelving, cabinet doors, mechanical parts, automo-
bile parts, sheets, pipes, tubes, rotationally molded parts,
blow molded parts, films, fibers, and the like.

The addition of the heterogeneous nucleating agents
described above has consistently been demonstrated to nucle-
ate the thermoplastic polymer (e.g., polyolefin, such as poly-
ethylene), as observed, for example, through an increase in
the peak polymer recrystallization temperature of the poly-
mer. Further, the addition of the nucleating agent has been
observed to favorably improve certain physical properties of
the thermoplastic polymer, such as the haze, tear strength
(either absolute tear strength or the balance between tear
strength in the machine and transverse directions), stiffness,
and barrier properties. When the thermoplastic polymer com-
position is used to produce an article, the physical property
effects of the nucleating agent on the polymer can be
improved by manipulating the characteristic process time (T)
and/or selecting a polymer exhibiting an appropriate average
relaxation time (A). In this context, the characteristic process
time (T) is the time during which the molten polymer is
subjected to strain, which results in stress (e.g., extensional
melt stress) in the polymer melt. The average relaxation time
() is a characteristic of the polymer and is a measure of the
time it takes the polymer melt to relieve stress. The average
relaxation time (A) is dependent upon, inter alia, the molecu-
lar weight of the polymer, the molecular weight distribution
of the polymer, and the degree of branching in the polymer.
For example, it is known that A is proportional to the molecu-
lar weight of the polymer, with higher molecular weights
leading to longer relaxation times. Further, most commercial
polyolefins are more or less polydisperse, with the degree of
polydispersity typically indicated by Mw/Mn as determined
by GPC. This polydispersity inherently yields a series of
molecular weight-dependent relaxation times, though many
techniques can only measure a single average relaxation time
for such polydisperse systems. The polydispersity of the
polymer, and the series of molecular weight-dependent relax-
ation times and/or average relaxation time, can be intention-
ally further broadened or manipulated by making bimodal
blends, as described above.

Many thermoplastic polymers, such as polyethylene, crys-
tallize by chain folding, producing crystalline lamellae inter-
spersed with an amorphous phase. In processes in which the
molten polymer is subject to relatively little strain, the poly-
mer chains in the polymer melt are not well aligned and the
polymer melt (e.g., polyethylene melt) cools until sufficient
chain alignment occurs to spontaneously initiate crystalline
lamellae growth. When this spontaneous lamellae growth
occurs, the nucleation density is relatively low, and the grow-
ing lamellae travel further before impinging on each other.
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This allows the lamellae to begin to change their direction or
splay out, with the extreme of splaying being the formation of
full spherulites. Because of the relatively long time it takes for
self-nucleation to occur under these conditions, a nucleating
agent (such as that described in this application) added to the
polymer melt will have the opportunity to control a larger
proportion of the lamellae growth. And with a larger propor-
tion of the lamellae being formed by the nucleating agent, the
nucleating agent will effectively influence the physical prop-
erties of the polymer and article.

Certain processes, such as film blowing, can impart signifi-
cant extensional strain to the polymer melt in the machine
direction (i.e., the direction in which the molten polymer exits
the die). The resulting stress causes polymer chains to uncoil
from their entropic random coil, resulting in extended poly-
mer chain alignments in the machine direction. If this orien-
tation persists as the polymer melt cools, some of these
aligned, extended chain segments can crystallize from the
melt to form relatively long fibrils. The fibrils are very effec-
tive in nucleating chain-folding lamellae growth. The lamel-
lae form and begin to grow perpendicular to the fibril axis and
more or less radially around the fibrils. Since the nucleation
density is higher, growing lamellae may impinge on each
other before significant splaying begins. This process is
referred to herein as “stress-induced fibril self-nucleation.”
Under certain conditions as described below, this stress-in-
duced fibril self-nucleation can become prominent in the
polymer (e.g., a polyethylene polymer). Thus, any heteroge-
neous nucleating agent must compete with this stress-induced
fibril self-nucleation, making the nucleating agent less effec-
tive at favorably influencing the physical properties of the
polymer and the article. The effects of A and T on stress-
induced fibril self-nucleation and the effectiveness of nucle-
ating agents are described below.

Assuming a constant T, a shorter A means that more stress
relaxation occurs and less polymer chain orientation (e.g.,
polymer chain orientation induced by the extensional strain
on the polymer melt) remains at the end of T. Under such
conditions, stress-induced fibril self-nucleation will be less
prominent in the polymer, and a nucleating agent will be more
effective at controlling lamellae growth and influencing the
physical properties of the polymer and the article. At the same
T, alonger A means that less stress relaxation occurs and more
polymer chain orientation remains at the end of T. Under this
set of conditions, stress-induced fibril self-nucleation will be
more prominent in the polymer, and a nucleating agent will be
less effective at controlling lamellae growth and influencing
the physical properties of the polymer and the article.

In assessing the effects of A and T on stress-induced fibril
self-nucleation and the effectiveness of heterogeneous nucle-
ating agents (such as those described herein) in, for example,
blown film processes, it can be instructive to consider the ratio
of A to T (A/T), which will be referred to hereinafter as the
“Fabrication Time Ratio” (FTR). The FTR is of the same form
as and roughly analogous to the Deborah number (De). As
illustrated by the foregoing discussion, a lower FTR means
that less stress-induced fibril self-nucleation will occur in the
polymer, making a nucleating agent more effective at influ-
encing the physical properties. And a higher FTR means that
more stress-induced fibril self-nucleation will occur in the
polymer, making a nucleating agent less effective at influenc-
ing the physical properties. Since the process times of most
commercial processes can only be varied within a relatively
narrow window, the more viable option for changing the FTR
to improve or optimize the effect of the nucleating agent is to
change A, which is done by varying the polymer properties.
More specifically, for a given process, the effect of the nucle-
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ating agent can be optimized to achieve the desired result by
varying the polymer properties and A to better match the
process time T.

Thus, if one is unable to achieve the desired degree of
nucleation effects (e.g., improved barrier properties or
increased tear strength) using a given nucleating agent and
polymer in a process, one can improve the results by selecting
a different polymer having a shorter A. For example, one can
select a bimodal polymer containing a first fraction having a
relatively low Melt Index (which is typically indicative of a
higher molecular weight and therefore a longer A) and a
second fraction having a relatively high Melt Index (which is
typically indicative of a lower molecular weight and therefore
a shorter A). In this system, the higher Melt Index fraction
may provide a A for the entire polymer that results in less
stress-induced fibril self-nucleation and improved response
to the heterogeneous nucleating agent. Alternatively, the
nucleating agent may only nucleate the higher Melt Index
fraction (due to the shorter A exhibited by the fraction), leav-
ing the lower Melt Index fraction to undergo stress-induced
fibril self-nucleation in basically the same manner as if no
nucleating agent were present. Regardless of the mechanism
at work, the end result is that the nucleating agent controls
more lamellae growth in the polymer and exerts an increased
influence on the physical properties of the polymer. While the
foregoing example describes the use of bimodal polymers,
the same effects can be achieved using multimodal polymers
and physical blends of distinct polymers because each of
these alternatives also provides a means to reduce A. Further,
similar improvements can be achieved by selecting a polymer
having a narrower molecular weight distribution (as indicated
by a lower melt flow ratio). A narrower molecular weight
distribution typically indicates the absence of a higher
molecular weight “tail” or fraction in the polymer that might
increase A for the polymer. Also, similar improvements can be
achieved by selecting a polymer having less long chain
branching, since long chain branching can result in melt
entanglement that can increase A.

In a second embodiment, the invention provides a com-
pound conforming to the structure of Formula (C)

) HN—Rq;
/
> < > N\
O \O

In the structure of Formula (C), R, is selected from the
group consisting of a cyclopentyl group and moieties con-
forming to the structure of Formula (CI). The structure of
Formula (CI) is

©
] o]

(€D

Rios.

In the structure of (CI), R, 5 is selected from the group con-
sisting of hydrogen and halogens. The variable x is a positive
integer; each M, is a metal cation; y is the valence of the
cation; and z is a positive integer. The variable b is zero or a
positive integer. When b is a positive integer, each Q, is a
negatively-charged counterion and a is the valence of the
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negatively-charged counterion. The values of x,y, z, a, and b
satisfy the equation x+(ab)=yz.

M, can be any of the cations described above as being
suitable for the compound conforming to the structure of
Formula (I), including those cations noted as being preferred
for the structure of Formula (I). In a preferred embodiment,
M, is a cation of a metal selected from the group consisting of
alkali metals and alkaline earth metals. In another preferred
embodiment, M, is a cation of'a metal selected from the group
consisting of alkali metals. In a preferred embodiment, M, is
a lithium cation. Q,, if present, can be any of the anions
described above as being suitable for the compound conform-
ing to the structure of Formula (I), including those anions
noted as being preferred for the structure of Formula (I).

In a preferred embodiment, R, is a cyclopentyl group.
The cyclopentyl group can be unsubstituted or substituted.
The substituted cyclopentyl group can conform to the struc-
ture of Formula (AC) above. Preferably, the cyclopentyl
group is unsubstituted. In a more specific embodiment, R,
is a cyclopentyl group, the variable x is 1, M, is a lithium
cation, y is 1, zis 1, and b is zero.

In another preferred embodiment, R,,, is a moiety con-
forming to the structure of Formula (CI). In a more specific
embodiment, R, is a moiety conforming to the structure of
Formula (CI), and R,,5 is hydrogen. In another specific
embodiment, R, is a moiety conforming to the structure of
Formula (CI), R, o5 is hydrogen, x is 1, M, is a lithium cation,
yis 1,z is 1, and b is zero. In another specific embodiment,
R, o, is a moiety conforming to the structure of Formula (CI),
and R, o5 is a halogen, preferably bromine. In a more specific
embodiment, R, is a moiety conforming to the structure of
Formula (CI), R, 5 is bromine, x is 1, M, is a lithium cation,
yis 1,zis 1, and b is zero.

In a series of additional embodiments, the compound of
this second embodiment can be used as a nucleating agent for
a thermoplastic polymer as described above in the first
embodiment of the invention. In particular, these additional
embodiments include thermoplastic polymer compositions
comprising a thermoplastic polymer, preferably a polyolefin
polymer (e.g., a polyethylene polymer), and one or more of
the specific compounds described in the preceding para-
graphs.

In a third embodiment, the invention provides a compound
conforming to the structure of Formula (CX)

(€X)

N\

0 C—Ryp
/

NH IMler]Z [Qla-]b )

Rin

In the structure of (CX), R,;, is selected from the group
consisting of a cyclopentyl group and moieties conforming to
the structure of Formula (CXI); and R | , is selected from the
group consisting of hydrogen and hydroxy. The structure of
Formula (CXI) is
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(CXT)

Rys.

In the structure of (CXI), R, is selected from the group
consisting of hydrogen, a halogen, methoxy, and phenyl. The
variable x is a positive integer; each M is a metal cation; y is
the valence of the cation; and z is a positive integer. The
variable b is zero or a positive integer. When b is a positive
integer, each Q, is a negatively-charged counterion and a is
the valence of the negatively-charged counterion. The values
of'x, v, z, a, and b satisfy the equation x+(ab)=yz. Further, if
R,,sishydrogen, then R, ishydrogen, xis 1, M, is a lithium
cation, yis 1, zis 1, and b is zero. Also, if R, , 5 is a methoxy
group, then R, |, is a hydroxy group.

M, can be any of the cations described above as being
suitable for the compound conforming to the structure of
Formula (I), including those cations noted as being preferred
for the structure of Formula (I). In a preferred embodiment,
M, is a cation of a metal selected from the group consisting of
alkali metals and alkaline earth metals. In another preferred
embodiment, M, is a cation of'a metal selected from the group
consisting of alkali metals. In a preferred embodiment, M, is
a lithium cation. Q,, if present, can be any of the anions
described above as being suitable for the compound conform-
ing to the structure of Formula (I), including those anions
noted as being preferred for the structure of Formula (I).

In a preferred embodiment, R, is a cyclopentyl group.
The cyclopentyl group can be unsubstituted or substituted.
The substituted cyclopentyl group can conform to the struc-
ture of Formula (AC) above. Preferably, the cyclopentyl
group is unsubstituted. In a more specific embodiment, R, |,
is a cyclopentyl group, the variable x is 1, M, is a lithium
cation, yis 1, zis 1, and b is zero.

In another preferred embodiment, R, is a moiety con-
forming to the structure of Formula (CXI). In a more specific
embodiment, R,,, is a moiety conforming to the structure of
Formula (CXI), and R, | 5 is hydrogen. In another more spe-
cific embodiment, R, |, is a moiety conforming to the struc-
ture of Formula (CXI), and R, 5 is a methoxy group. In yet
another specific embodiment, R ;, is a moiety conforming to
the structure of Formula (CXI), R, 5 is a methoxy group, X is
1, M, is alithium cation, y is 1, zis 1, and b is zero. In another
more specific embodiment, R, ;, is a moiety conforming to
the structure of Formula (CXI), and R, ;5 is a halogen, pref-
erably chlorine. In a yet more specific embodiment, R, is a
moiety conforming to the structure of Formula (CXI), R, 5 is
a halogen, preferably chlorine, and R,,, is hydrogen. In
another more specificembodiment, R | ,, is amoiety conform-
ing to the structure of Formula (CXI), R, | s is chlorine, R, , is
hydrogen, and M, a cation of a metal selected from the group
consisting of alkali metals, preferably sodium. In a more
specific embodiment, R,,; is a moiety conforming to the
structure of Formula (CXI), R, 5 is chlorine, R, , is hydro-
gen, X is 1, M, a sodium cation, y is 1, zis 1, and b is zero.

In a series of additional embodiments, the compound of
this third embodiment can be used as a nucleating agent for a
thermoplastic polymer as described above in the first embodi-
ment of the invention. In particular, these additional embodi-
ments include thermoplastic polymer compositions compris-
ing a thermoplastic polymer, preferably a polyolefin polymer
(e.g., apolyethylene polymer), and one or more of the specific
compounds described in the preceding paragraphs.
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In a fourth embodiment, the invention provides a com-
pound conforming to the structure of Formula (CXX)

(CXX)

(@) HC

) <:> //@ ], for-
N z b

O

X

In the structure of (CXX), the variable x is a positive integer.
Each M, is a cation of a metal selected from the group con-
sisting of alkali metals, alkaline earth metals, and zinc; y is the
valence of the cation; and z is a positive integer. The variable
b is zero or a positive integer. When b is a positive integer,
each Q, is a negatively-charged counterion and a is the
valence of the negatively-charged counterion. The values of
X, V, Z, a, and b satisfy the equation x+(ab)=yz.

In a preferred embodiment, M, is a cation of a metal
selected from the group consisting of alkali metals and alka-
line earth metals. In another preferred embodiment, M, is a
cation of a metal selected from the group consisting of alkali
metals. In amore specific embodiment, M, is a lithium cation.
In another specific embodiment, x is 1, M, is a lithium cation,
yis 1,zis 1, and b is zero.

In a series of additional embodiments, the compound of
this fourth embodiment can be used as a nucleating agent for
a thermoplastic polymer as described above in the first
embodiment of the invention. In particular, these additional
embodiments include thermoplastic polymer compositions
comprising a thermoplastic polymer, preferably a polyolefin
polymer (e.g., a polyethylene polymer), and one or more of
the specific compounds described in the preceding para-
graphs.

In another embodiment, the invention provides an additive
composition comprising a nucleating agent as described
above and an acid scavenger compound. The nucleating agent
present in the composition can be any one or more of the
nucleating agent compounds described above, such as a com-
pound conforming to the structure of Formula (I), a com-
pound conforming to the structure of Formula (C), a com-
pound conforming to the structure of Formula (CX), a
compound conforming to the structure of Formula (CXX), or
any suitable mixture of such compounds. Preferably, the
nucleating agent in the additive composition is selected from
the group consisting of compounds conforming to the struc-
ture of Formula (CX). More preferably, the nucleating agent
is a compound conforming to the structure of Formula (CX)
inwhichR, |, ishydrogen, R ,, is a moiety conforming to the
structure of Formula (CXI), and R 5 is a halogen. In a more
specific preferred embodiment, the nucleating agent is acom-
pound conforming to the structure of Formula (CX) in which
R,,,ishydrogen, R, is amoiety conforming to the structure
of Formula (CXI), R, 5 is chlorine, M, is a sodium cation, x
isl,yis1,zis 1,and b is 0.

Preferably, the acid scavenger is selected from the group
consisting of metal salts of fatty acids and synthetic hydro-
talcite compounds. Suitable metal salts of fatty acids include,
but are not limited to, the metal salts of C,,-C,, fatty acids,
such as stearic acid. In a preferred embodiment, the acid
scavenger is selected from the group consisting of the zinc,
potassium, and lanthanum salts of stearic acid. Suitable syn-
thetic hydrotalcite compounds include, but are not limited to,
DHT-4A acid scavenger sold by Kyowa Chemical Industry
Co., Ltd.
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The nucleating agent and the acid scavenger can be present
in the additive composition in any suitable amounts. For
example, the nucleating agent and the acid scavenger can be
present in the additive composition in a ratio (nucleating
agent to acid scavenger) of about 10:1 to about 1:10 based on
the weight of the nucleating agent and the acid scavenger in
the composition. More preferably, the nucleating agent and
the acid scavenger are present in the additive composition in
a ratio (nucleating agent to acid scavenger) of about 4:1 to
about 1:4, about 3:1 to about 1:3, about 1:1 to about 1:4, or
about 1:1 to about 1:3 based on the weight of the nucleating
agent and the acid scavenger in the additive composition.

Surprisingly, it has been found that the nucleating agent
and the acid scavenger synergistically interact when the addi-
tive composition described above is added to a thermoplastic
polymer. In particular, it has been found that the addition of
the acid scavenger can improve the performance of the nucle-
ating agent. For example, the addition of both the nucleating
agent and the acid scavenger can improve the physical prop-
erty enhancements to the polymer beyond those realized
when the nucleating agent alone is used. Also, the addition of
the acid scavenger can permit one to achieve a desired level of
physical property enhancements to the polymer using less
nucleating agent than would be required if the nucleating
agent were added alone. This synergy is considered espe-
cially surprising given the fact that the acid scavenger has not
been observed to nucleate the polymer itself. For example, the
addition of the acid scavenger alone does not have an appre-
ciable effect on the physical properties of the polymer.

The additive composition described above is intended for
incorporation into a thermoplastic polymer, such as the poly-
ethylene and polypropylene polymers described earlier in this
application. In particular, it is believed that the additive com-
position is particularly effective when used in a high density
polyethylene polymer. In these polymers, the addition of the
additive composition has been observed to significantly lower
the machine direction shrinkage, which is indicative of
increased machine direction orientation of the crystalline
lamellae, and significantly improve the stiffness and heat
deflection temperature of the polymer.

The following examples further illustrate the subject mat-
ter described above but, of course, should not be construed as
in any way limiting the scope thereof.

Preparation Example EX1

This example demonstrates the preparation of 4-chlorocar-
bonyl-benzoic acid methyl ester having the following struc-

ture
(@) : ClL.
—0 [@]

In a 4 L kettle with mechanical stirrer, reflux condenser,
addition funnel, thermometer, water bath and hot plate, 438 g
dimethyl terephthalate (DMT) and 2700 mL toluene were
added. The kettle was heated to about 65° C. to dissolve all the
DMT. After dissolution, a potassium hydroxide solution
(144.54 g in 700 mL. methanol) was added dropwise over 45
minutes. The reaction was stirred at 65° C. for three hours and
then the reaction cooled to room temperature overnight. The
solid was collected after filtration and washed with 3750 mL.
toluene at 80° C. The product was filtered again and dried in
the oven at 110° C. The yield was 465.9 g (95.3%).
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In a 2 L three neck round bottom flask with mechanical
stirrer, addition funnel, water bath, thermometer, nitrogen
sweep, and hot plate, 130.31 g of the product made in previ-
ous step and 1000 mL toluene were added. Then 48 mL of
thionyl chloride was added dropwise. After the completion of
addition, the mixture was heated to 67° C. for three hours. The
reaction cooled to room temperature and was stirred over-
night. The contents were filtered to collect the filtrate. The
excess solvent was removed by vacuum and 86.52 g of prod-
uct was obtained (73% yield).

Preparation Example EX2

This example demonstrates the synthesis of N-cyclopen-
tyl-terephthalamic acid having the following structure

0 0
E>—NH : OH.

A 2 L round bottom flask was charged with 15.44 g of
sodium bicarbonate, 15.75 g of cyclopentyl amine, 0.5 g of
triethylamine, and 200 mL of tetrahydrofuran (THF). The
flask was chilled in an ice bath, and then a solution of 4-chlo-
rocarbonyl-benzoic acid methyl ester (36.78 g in about 100
ml of THF) was added dropwise to the flask. After addition,
the mixture was heated to reflux. The reaction was monitored
with infrared spectroscopy (IR) until the peak at 1780 cm™
disappeared. Then the mixture was poured into about 2 L of
water and stirred for approximately 20 minutes. The solid
product was collected after filtration and dried in the oven at
100° C.

To a 2 L three neck round bottom flask, 21 gram of the
product made in the previous step and 150 mL of methanol
were added. The mixture was heated to reflux and potassium
hydroxide (4.76 g, pre-dissolved in methanol) was added.
The reaction was monitored with IR until the peak at 1720
cm™ disappears. Then, 400 mL of water was added, and any
insoluble impurities were filtered off. The pH of the filtrate
was adjusted to about 2 and a precipitate formed. The solid
product was filtered and dried in an oven at 100° C.

Preparation Example EX3

This example demonstrates the production of the potas-
sium salt of N-cyclopentyl-terephthalamic acid having the
following structure

0 0
E>—NH : OK.

Inabeaker, 10 g of N-cyclopentyl-terephthalamic acid was
added to 50 mLL H,O. Then, 2.41 g of potassium hydroxide
was dissolved in a separate beaker with about 20 mL of H,O.
The potassium hydroxide solution was added into the N-cy-
clopentyl-terephthalamic acid slurry and most of the solid
dissolved. To remove any undissolved material, the mixture
was filtered. The filtrate was collected and the water was
evaporated off to yield the product. The product was dried
overnight in an oven at 110° C.
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Preparation Example EX4

This example demonstrates the production of N-phenyl-
terephthalamic acid having the following structure

H
()
N
)—Q—COOH.
e}

To a 1 L three neck round bottom flask with magnetic
stirrer, addition funnel, ice bath, nitrogen sweep, scrubber and
hot plate, 93.13 g of aniline, 42.30 g of sodium bicarbonate,
0.5 g of triethylamine, and 300 mL of tetrahydrofuran (THF)
were added. The mixture was cooled to below 10° C. and then
a solution of 100 g of 4-chlorocarbonyl-benzoic acid methyl
ester in 100 mL of tetrahydrofuran was added dropwise. The
temperature was maintained at about 10° C. during addition.
After addition, the mixture was heated to reflux and moni-
tored to completion of reaction by IR (disappearance of peak
at 1780 cm™). After completion, the reaction was diluted to 2
L with cold deionized (DI) water and stirred for approxi-
mately 20 minutes. The solid product was filtered and dried in
an oven at 110° C. After drying, 105.6 g of product was
obtained (82.2% yield).

In a 1 L Erlenmeyer flask with magnetic stir bar and stir
plate, 15.94 g of the product made in previous step and 200
ml, of methanol were added. Then, potassium hydroxide
(3.87 g) that was pre-dissolved in methanol was added. The
reaction was monitored by IR (disappearance of the peak at
about 1720 cm™). After completion, the reaction was diluted
with 400 m[. water. Solid impurities were removed by filtra-
tion and the pH of the filtration was adjusted to about 2. A
product precipitated out at this step and was collected by
filtration. The product was washed with more DI water wash
until neutral, and the product was dried in an oven at 100° C.
After drying, 14.47 g of the product was obtained (95%
yield).

Preparation Example EXS

This example demonstrates the production of the lithium
salt of N-phenyl-terephthalamic acid having the following
structure.

H
s
%@COOLi.
(6]

In a 500 mL Erlenmeyer flask with magnetic stir bar and
stir plate, 13.3 g of N-phenyl-terephthalamic acid and 200 mL.
of water were added. The mixture was heated to near boiling
and then an aqueous solution of lithium hydroxide (contain-
ing 1.49 g of anhydrous lithium hydroxide) was added. The
reaction was monitored by IR (disappearance of the peak at
1677 cm™). After completion, the reaction was cooled down
and filtered to collect the product. The product was dried in an
oven at 110° C. and 11.56 g of product was obtained.

Preparation Example EX6

This example demonstrates the production of 4-(4-bromo-
benzoylamino)benzoic acid having the following structure



US 9,193,845 B2

37

O
Oy
-
OH.

Ina 1L three neck round bottom flask, 40 g of 4-aminoben-
zoic acid and 400 mL of dioxane were added. The mixture
was stirred until the acid dissolved. Then, 4-bromobenzoyl
chloride solution (32.04 g in 100 mL dioxane) was added
dropwise to the reaction. After addition, the reaction was
stirred overnight and then filtered to collect the solid. The
solid was washed with boiling water and then cold DI water
until the pH was neutral. After drying, the product was
obtained with 99.6% yield.

Preparation Example EX7

This example demonstrates the production of the potas-
sium salt of 4-(4-bromo-benzoylamino)benzoic acid having
the following structure

O

ada

Br4©—< OK.
O

In a beaker, 25 g of 4-(4-bromo-benzoylamino)benzoic
acid and 200 mL of DI water were added. The mixture was
stirred until it formed a uniform slurry. Then, a potassium
hydroxide solution (4.4 g in 100 mL water) was added. The
reaction was stirred overnight, and the pH value dropped to
10.6. The solid product was filtered and dried in an oven at
110° C.

Preparation Example EX8

This example demonstrates the production of the lithium
salt of 4-(4-bromo-benzoylamino)benzoic acid having the
following structure

0
Br4©—< OLi.

¢}

Inabeaker, 3 grams of 4-(4-bromo-benzoylamino)benzoic
acid was dispersed into about 50 mL of water with stirring.
Then a lithium hydroxide monohydrate solution (0.39 g in 50
ml of H,O) was added to the slurry. The reaction was stirred
overnight and then the solid was collected through filtration.
The filtrate was washed with DI water and then dried in an
ovenat 110° C.

Preparation Example EX9

This example demonstrates the production of the calcium
salt of 4-(4-bromo-benzoylamino)benzoic acid having the
following structure

w

10

15

20

25

30

40

45

50

60

65

38

(0]
< > ( 4
HN Ca’.
Br o
0]
2

In a beaker, 3 grams of 4-(4-bromo-benzoylamino)benzoic
acid was dispersed into about 50 mL of water with stirring.
Then, a calcium hydroxide solution (0.35 g in 50 mI water)
was added to the slurry. The reaction was stirred over the
weekend and then filtered to collect the resulting solid. The
filtrate was washed with DI water and then dried in an oven at
110° C.

Preparation Example EX10

This example demonstrates the production of 4-(cyclopro-
panecarbonyl-amino)-benzoic acid having the following
structure

6}

In a three neck flask, 20.3 g of sodium carbonate was
dispersed in 80 mL of THF under N,. While stirring, 13.1 g of
4-aminobenzoic acid dispersion (in 15 mL of THF) and 10.0
g of cyclopropane carbonyl chloride solution (in 15 ml of
THF) were separately added dropwise. The reaction was
stirred overnight. Next, 10.15 g of sodium carbonate was
added and the mixture was stirred for another 3 hours. Then,
the THF was evaporated and the reaction mixture was trans-
ferred to a 1 L beaker and diluted with 600 mL of water. The
pH was adjusted to about 2 with hydrochloric acid to form the
product as a precipitate. The mixture was filtered to collect the
precipitate, and the precipitate was dried in a vacuum oven.

Preparation Example EX11

This example demonstrates the production of the lithium
salt of 4-(cyclopropanecarbonyl-amino)-benzoic acid having
the following structure

MOCOOLi.

¢}

In a beaker, 5 gram of 4-(cyclopropanecarbonyl-amino)-
benzoic acid was dispersed in 20 mL. of water and then 1.13 g
of lithium hydroxide monohydrate was added. After a 20
minute stir, the reaction was concentrated in vacuo to obtain
the product. The product was dried, and the yield was about
2.59¢.

Preparation Example EX12
This example demonstrates the production of the sodium

salt of 4-(Cyclopropanecarbonyl-amino)-benzoic acid hav-
ing the following structure
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MOCOONa.

¢}

In a beaker, 20 gram of 4-(cyclopropanecarbonyl-amino)-
benzoic acid was mixed with 80 mL of water, and then 8.58 g
of sodium hydroxide solution (50% in water) was added.
After a 20 minute stir, the reaction was concentrated in vacuo
to obtain the product.

Preparation Example EX13

This example demonstrates the production of the lithium
salt of 4-stilbenecarboxylic acid having the following struc-
ture

1.

O O

In a beaker, 1 gram of 4-stilbenecarboxylic acid (a mixture
of trans and cis isomers) was dispersed in 25 mL of water.
Then, 0.19 g of lithium hydroxide monohydrate was dis-
solved in 25 mL of water and then added to the acid suspen-
sion. The reaction was stirred overnight. The solid product
was collected by filtration, washed three times with water, and
then dried in an oven at 110° C.

Preparation Example EX14

This example demonstrates the production of 4-(1,3-Di-
oxo-octahydro-isoindol-2-y1)-2-hydroxy-benzoic acid hav-
ing the following structure

N COOH.

In a 500 mL four-neck round bottom flask equipped with
temperature probe, heating mantle, agitator, and condenser,
21.20 g of hexahydrophthalic anhydride and 50 mL of acetic
acid were charged. At 70° C., the mixture was stirred until
uniform and then 21.7 g of 4-aminosalicylic acid and 100 mL
of acetic acid were charged. After heating to reflux for 6
hours, the contents were poured into ice cold DI H,O and
vacuum filtered to collect the solid. After washing with DI
H,O and drying, 33.07 g of product were obtained.

Preparation Example EX15

This example demonstrates the production of the zinc salt
of  4-(1,3-dioxo-octahydro-isoindol-2-yl)-2-hydroxy-ben-
zoic acid having the following structure
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O
O OH
2

In a beaker, 4-(1,3-dioxo-octahydro-isoindol-2-yl)-2-hy-
droxy-benzoic acid is suspended in about 100-150 mL of
water with a magnetic stirrer. Then, a 25% solution of sodium
hydroxide was slowly added until the pH stabilized at 12.5
and the solution became clear. Then, one equivalent of zinc
chloride was added (used 1 eq instead of 0.5 because metal
ions can coordinate with the meta hydroxy group as well).
The products precipitated out, and the mixture was filtered to
collect the product.

Preparation Example EX16

This example demonstrates the production of 4-(2,2-dim-
ethyl-propionylamino)-benzoic acid having the following
structure

¢}

In a three neck round bottom flask with overhead stirring,
temperature probe, dry ice bath and reflux condenser, 25 g of
4-aminobenzoic acid, 15.12 g of soda ash, and 200 mL of
THF were added. Under stirring, 21.98 g of pivaloyl chloride
was added dropwise over 1-1.5 hour. Then, 22.68 g of soda
ash was added, and the mixture was heated to 40° C. to drive
the reaction to completion. The resulting mixture was diluted
with 2 L of DI H,O. The pH of the mixture was adjusted to
2.37 with concentrated hydrochloric acid, and then the mix-
ture was filtered to collect the product.

Preparation Example EX17

This example demonstrates the production of the potas-
sium salt of 4-(2,2-Dimethyl-propionylamino)-benzoic acid
having the following structure

¢}

In a beaker, 4-(2,2-dimethyl-propionylamino)-benzoic
acid was suspended in about 100-150 mL of water with a
magnetic stirrer. Then, a 25% solution of potassium hydrox-
ide was slowly added until the pH stabilized at 12.5 and the
solution became clear. The water was stripped off, and the
product was obtained.

Preparation Example EX18
This example demonstrates the production of the calcium

salt of 4-(2,2-Dimethyl-propionylamino)-benzoic acid hav-
ing the following structure.
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; MOCOO Ca.
0

2

In a beaker, 4-(2,2-Dimethyl-propionylamino)-benzoic
acid was suspended in about 100-150 mL of water with a
magnetic stirrer. Then, a 25% solution of potassium hydrox-
ide was slowly added until the pH stabilized at 12.5 and the
solution became clear. Then, one equivalent of calcium chlo-
ride was added. The product precipitated out, and the mixture
was filtered to collect the product.

Preparation Example EX19

This example demonstrates the production of N-4-meth-
oxybenzoyl aminosalicylic acid having the following struc-
ture

HN

O
/ C go
A three-neck round bottom flask was equipped with over-
head stirring, temperature probe, dry ice bath, and reflux
condenser. Then, 12.36 g of 4-aminosalicylic acid, 16.75 g of
soda ash, and 500 mL of tetrahydrofuran were charged into
the flask. The mixture was cooled below 10° C. and then
14.85 g of 4-methoxybenzoyl chloride was added dropwise

over 1-1.5 hour. The resulting mixture was diluted with 2 L of
water and filtered to collect the product.

COOH.

OH

Preparation Example EX20

This example demonstrates the production of N-4-meth-
oxybenzoyl aminosalicylic acid having the following struc-
ture

HN

O
/ C :\o
In a beaker, N-4-methoxybenzoyl aminosalicylic acid was
suspended in about 100-150 mL of water with a magnetic
stirrer. Then, a 25% solution of potassium hydroxide was
slowly added until the pH stabilized at 12.5 and the solution

became clear. The water was stripped off and the product was
obtained.

COOK.

OH

Preparation Example EX21

This example demonstrates the production of the lithium
salt of N-4-methoxybenzoyl aminosalicylic acid having the
following structure

w

10

15

20

25

30

35

40

45

50

55

60

65

42

HN

O
/ C go
In a beaker, N-4-methoxybenzoyl aminosalicylic acid was
suspended in about 100-150 mL of water with a magnetic
stirrer. Then, a 25% solution of lithium hydroxide was slowly
added until the pH stabilized at 12.5 and the solution became

clear. The water was stripped off and the product was
obtained.

COOLi.

OH

Preparation Example EX22

This example demonstrates the production of the sodium
salt of N-4-methoxybenzoyl aminosalicylic acid having the
following structure

HN

O
/ C :\o
In a beaker, N-4-methoxybenzoyl aminosalicylic acid was
suspended in about 100-150 mL of water with a magnetic
stirrer. Then, a 25% solution of sodium hydroxide was slowly
added until the pH stabilized at 12.5 and the solution became

clear. The water was stripped off and the product was
obtained.

COONa.

OH

Preparation Example EX23

This example demonstrates the production of 4-(cyclobu-
tanecarbonyl-amino)-benzoic acid having the following
structure

¢}

Inaflask, 20.3 g of sodium carbonate, 6.3 g of 4-aminoben-
zoic acid and 80 m. of THF were added. Then, 5 g of cyclobu-
tanecarbonyl chloride (diluted in 15 mL of THF) was added.
The reaction was stirred under nitrogen over the weekend and
the THF evaporated. The mixture was transferred to a 1 L
beaker and dissolved with 400 mL of water. The solution was
acidified with hydrochloric acid until the pH was about 2 and
the product precipitated out. The product was collected by
filtration, then washed with water and dried.

Preparation Example EX24

This example demonstrates the production of the potas-
sium salt of 4-(cyclobutanecarbonyl-amino)-benzoic acid
having the following structure
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6}

In a beaker, 4-(Cyclobutanecarbonyl-amino)-benzoic acid
was suspended in approximately 100-150 mL of water with a
magnetic stir bar. Then, a 25% sodium hydroxide solution
was added to raise the pH of the solution to about 12.5. A clear
solution was obtained, and then the water was stripped away
to collect the product as a powder.

Preparation Example EX25

This example demonstrates the production of 4-(1,3-di-
ox0-1,3-dihydro-isoindol-2-yl)-benzoic acid having the fol-
lowing structure

O

NOCOOH.

6}

In a 500 mL four-neck round bottom flask equipped with a
temperature probe, heating mantle, agitator, and condenser,
25.03 g of phthalic anhydride and 87 mL of acetic acid were
charged. At 70° C., the reaction was stirred until a clear
solution was obtained. Then, 24.37 g of 4-aminobenzoic acid
was charged and the mixture was heated at reflux for 2 hours.
Then, 50 more mL of acetic acid was added. The contents
were poured into DI H,O. The product was collected by
filtration and then washed with DI H,O. After drying, 43.345
g of product was obtained (96% yield).

Preparation Example EX26

This example demonstrates the production of the lithium
salt of 4-(1,3-dioxo-1,3-dihydro-isoindol-2-yl)-benzoic acid
having the following structure

O

NOCOOLi.

6}

In a 1000 mL. beaker equipped with an agitator, 5.03 g of
4-(1,3-Dioxo-1,3-dihydro-isoindol-2-yl)-benzoic acid and
100 mL of DI H,O were charged. Lithium hydroxide was
charged into the beaker and the mixture stirred until all the
acid was in solution. If the acid was not completely dissolved,
lithium hydroxide in 0.1 g increments was added until the
acid fully dissolved. Rotary evaporation was used to recover
the product.

Preparation Example EX27
This example demonstrates the production of the sodium

salt of 4-(1,3-Dioxo-1,3-dihydro-isoindol-2-yl)-benzoic acid
having the following structure
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0
NO—COONa.
0

In a 1000 mL beaker equipped with an overhead agitator,
4-(1,3-dioxo-1,3-dihydro-isoindol-2-yl)-benzoic acid and
100 mL of DI H,O were added. The solution was stirred and
a 25% sodium hydroxide solution was slowly added until all
the acid was in solution. The water was removed by rotary
evaporation to recover the product.

Preparation Example EX28

This example demonstrates the production of N-cyclobu-
tyl-terephthalamic acid methyl ester having the following
structure

<}NH : 0
(6] OH.

In a three-neck round bottom flask, 14.8 g of sodium car-
bonate and 50 mL of tetrahydrofuran were added. 5 g of
cyclobutylamine was then added. Next, 11.59 g of 4-carbon-
ylchloride methylbenzoate (diluted in 30 mL of tetrahydro-
furan) was added dropwise. The reaction was stirred over-
night at room temperature. The reaction mixture was then
transferred to a beaker and mixed with 200 mL of water. The
mixture was acidified with 1 M hydrochloric acid. Then, the
mixture was transferred to a separation funnel and extracted
with ethyl acetate three times (80 mL each). The organic
phase was concentrated to collect the product.

The product obtained in the prior step was mixed with 200
mL of water and then heated to 80° C. A 50% solution of
sodium hydroxide was added during the course of heating to
keep the pH above 12. After 4 hours, the reaction was acidi-
fied to a pH of about 2 and the product precipitated out. The
product was separated by filtration.

Preparation Example EX29
This example demonstrates the production of the lithium

salt of N-cyclobutyl-terephthalamic acid having the follow-
ing structure

<}NH : 0
(6] OLi.
In a beaker, 300 mg of N-cyclobutyl-terephthalamic acid
was dispersed in about 40 mL of water. Lithium hydroxide

was slowly added until the pH was about 12. Then, the solu-
tion was concentrated to obtain the desired product.

Preparation Example EX30

This example demonstrates the production of N-cyclopro-
pyl-terephthalamic acid having the following structure
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[>—NH : 0
(6] OH.

In a flask, 9.3 g of sodium carbonate, 5 g of cyclopropy-
lamine, and 80 mL of tetrahydrofuran were added. Then,
16.43 g of 4-chlorocarbonyl-benzoic acid methyl ester was
diluted in 30 mL of THF and then added dropwise to the
reaction. The reaction was stirred overnight. The product was
from the mixture with 400 ml of water. The product was
collected and dried, about 18 grams were obtained.

In a flask, 18 g of the product obtained in the previous step
was mixed with 200 mL of water and then heated to 80° C. A
50% solution of sodium hydroxide was added during the
course of heating to keep the pH above 12. After 4 hours, the
reaction was acidified to a pH of about 2 and the product

precipitated out. The solution was filtered to obtain the prod-
uct.

Preparation Example EX31

This example demonstrates the production of the lithium
salt of N-cyclopropyl-terephthalamic acid having the follow-
ing structure

[>—NH 0
o; : OLi.

In a beaker, 2.46 g of wet N-cyclopropyl-terephthalamic
acid was mixed with 100 mL water and then lithium hydrox-
ide monohydrate was added until the pH was 12. The reaction
was stirred for 20 minutes and was concentrated to yield the
product.

Preparation Example EX32

This example demonstrates the production of the calcium
salt of N-cyclopropyl-terephthalamic acid having the follow-
ing structure

[>—NH 0 .
Ca'.
3 : o

In a beaker, 2.51 g of N-Cyclopropyl-terephthalamic acid
was mixed with 50 mL water. Then, a 50% solution of sodium
hydroxide was added until the pH was 12. The reaction was
stirred for 20 minutes. Then 3.52 g of calcium chloride dihy-
drate was added to the solution to form the product. The
product was collected by filtration and dried in an oven.

Preparation Example EX33

This example demonstrates the production of the zinc salt
of N-cyclobutyl-terephthalamic acid having the following
structure
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[>—NH 0
Znt,
o; : o

2

Tt

In a beaker, 2.51 g of N-cyclopropyl-terephthalamic acid
was mixed with 50 mL of water. Then, a 50% solution of
sodium hydroxide was added until the pH was 12. The reac-
tion was stirred for 20 minutes. Then, 3.27 g of zinc chloride
was added to the solution to form the product. The product
was collected by filtration and dried in an oven.

Preparation Example EX34

This example demonstrates the production of 4-(4-meth-
oxy-benzoylamino)benzoic acid having the following struc-
ture

(0]
I_IN
OH.

Inal L three-neck flask equipped with an overhead stirrer,
temperature probe, dry ice bath and a reflux condenser, 25 g
of' 4-aminobenzoic acid, 45.39 g of soda ash, and 200 mL of
tetrahydrofuran were added. With stirring, 31.10 g of 4-meth-
oxyebzoyl chloride was added dropwise over a 1-1.5 hour
period. The temperature was kept below 10° C. during addi-
tion. After completion of the reaction, the mixture was diluted
with 2 L. of water. The pH was lowered to about 2 with

hydrochloric acid to precipitate the product. The product was
collected by filtration and dried in an oven.

Preparation Example EX35

This example demonstrates the production of the sodium
salt of 4-(4-methoxy-benzoylamino)benzoic acid having the
following structure

\ O
I_IN
ONa.

In a beaker, 24 g of 4-(4-methoxy-benzoylamino)benzoic
acid was mixed with 200 mL of water. Then, a 50% solution
of'sodium hydroxide was slowly added until a stable pH value
of 12 was obtained. The solution was concentrated in vacuo to

provide the sodium salt of 4-(4-methoxy-benzoylamino)ben-
Zzoic acid.

Preparation Example EX36

This example demonstrates the production of the lithium
salt of 4-(4-methoxy-benzoylamino)benzoic acid having the
following structure
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In a beaker, 6 g of 4-(4-methoxy-benzoylamino)benzoic
acid was mixed with 100 mL of water and lithium hydroxide
monohydrate was slowly added until the pH stabilized at 12.
The reaction was stirred for 20 minutes and then was concen-
trated in vacuo to provide the product.

Preparation Example EX37

This example demonstrates the production of N-cyclohep-
tyl-terephthalamic acid having the following structure

ONH : (0]
(6] OH.

A 1L round bottom flask was charged with 9.3 g of sodium
bicarbonate, 5 g of cycloheptylamine, and 80 mL of tetrahy-
drofuran (THF). The flask was chilled with an ice bath. Then,
a solution of 4-chlorocarbonyl-benzoic acid methyl ester
(8.32 g in about 30 mL of THF) was added dropwise to the
flask. After the addition, the reaction was heated to reflux. The
reaction was monitored with IR until the peak at 1780 cm™
disappeared. Then the mixture was poured into about 400 mL
of water and stirred for about 20 minutes. The product was
collected by filtration and dried in an oven at 100° C.

In a flask, 9.1 g of the product from the previous step was
mixed with 200 mL of water. A 50% NaOH solution was
added until the pH was about 12. The reaction was heated to
80° C., stirred for 4 hours, and the pH was maintained at 12
during the reaction. After thin layer chromatography showed
the completion of the reaction, the pH was adjusted to 2 to
precipitate the product. The product was filtered and washed.

Preparation Example EX38

This example demonstrates the production of the sodium
salt of N-cycloheptyl-terephthalamic acid having the follow-
ing structure

ONH : (0]
(6] ONa.
In a flask 8.8 g of N-Cycloheptyl-terephthalamic acid was
mixed with 200 mL of water and a 50% solution of sodium
hydroxide was added slowly until the pH stabilized at 12. For

20 more minutes, the solution was stirred and then was con-
centrated in vacuo to yield the product.

Preparation Example EX39
This example demonstrates the production of 4-(1,3-Di-

oxo-1H,3H-benzo[ de]isoquinolin-2-yl)-2-hydroxy-benzoic
acid having the following structure
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In a 500 mL four-neck round bottom equipped with a
temperature probe, heating mantle, agitator, and condenser,
17.95 gofnaphthalic anhydride and 87 mL of acetic acid were
charged. The mixture was heated to 70° C. and stirred until a
clear solution was obtained. The solution was a light amber
color. Then, 14.58 g of 4-aminosalicylic acid was added to the
solution. After heating at reflux for 6 hours, the reaction
mixture was poured into water. The product was collected by
filtration and then washed with water. After drying, 22.18 g of
product was obtained as a tan powder.

OH

Preparation Example EX40

This example demonstrates the production of the sodium
salt of 4-(1,3-dioxo-1H,3H-benzo[de]isoquinolin-2-y1)-2-
hydroxy-benzoic acid having the following structure

(0]
O O
O N
6]

In a beaker, 4-(1,3-Dioxo-1H,3H-benzo[de]isoquinolin-2-
y1)-2-hydroxy-benzoic acid was mixed with 200 mL of water.
Then a 50% solution of sodium hydroxide was slowly added
until a stable pH value of 12 was obtained. The solution was
concentrated in vacuo to yield the sodium salt of 4-(1,3-
dioxo-1H,3H-benzo[de]isoquinolin-2-yl)-2-hydroxy-ben-
Zzoic acid.

ONa.
oHn

Preparation Example EX41

This example demonstrates the production of the potas-
sium salt of 4-(1,3-Dioxo-1H,3H-benzo[de]isoquinolin-2-
y1)-2-hydroxy-benzoic acid have the following structure

O
O O
O N
6]

In a beaker, 4-(1,3-Dioxo-1H,3H-benzo[de]isoquinolin-2-
y1)-2-hydroxy-benzoic acid was mixed with 200 mL of water.
Then, potassium hydroxide was slowly added until a stable
pH value of 12 was obtained. The solution was concentrated
in vacuo providing the potassium salt of 4-(1,3-dioxo-1H,3H-
benzo[de]isoquinolin-2-yl)-2-hydroxy-benzoic acid.

OK.
OH

Preparation Example EX42

This example demonstrates the production of N-(3,4-dim-
ethyl-phenyl)-terephthalamic acid having the following
structure



US 9,193,845 B2

49
0 0
NH : OH.

The product was prepared in a similar manner to that used
in PREPARATION EXAMPLE EX37 using the 3,4-dimethy]
aniline in the place of cycloheptylamine.

Preparation Example EX43

This example demonstrates the production of the potas-
sium salt of N-(3,4-Dimethyl-phenyl)-terephthalamic acid
having the following structure

O, (0]
@—NH : OK.
In a beaker, N-(3,4-Dimethyl-phenyl)-terephthalamic acid
was mixed with 200 mL. of water. Then, potassium hydroxide
was slowly added until a stable pH of 12 and a clear solution

was obtained. The solution was concentrated in vacuo pro-
viding the desired product.

Preparation Example EX44

This example demonstrates the production of the lithium
salt of N-(3,4-Dimethyl-phenyl)-terephthalamic acid having
the following structure

0, 0
@—NH : OLi.

In a beaker, N-(3,4-Dimethyl-phenyl)-terephthalamic acid
was mixed with 200 mL of water. Then, lithium hydroxide
monohydrate was slowly added until a stable pH value of 12
was obtained. The solution was concentrated in vacuo pro-
viding the desired product.

Preparation Example EX45

This example demonstrates the production of 4-benzoy-
lamino benzoic acid having the following structure
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Ina 1L beaker with mechanical stirring, 27.4 g of 4-ami-
nobenzoic acid (0.2 mol) was mixed in 300 mL of DI H,O.
Then, 21.2 g (0.2 mol) of sodium carbonate was added until
the pH value became 9.1 and all the 4-amino benzoic acid
dissolved in the water.

Then, 56.24 g (0.4 mol) of benzoyl chloride was added
dropwise to the beaker at room temp. The reaction was stirred
overnight. A solid formed during the reaction, and the pH
stabilized at 4.0. The pH was further lowered to about 2 with
hydrochloric acid. The product was collected by filtration and
washed with hot water to remove excess benzoic acid. The
solid product was dried in an oven at 110° C. and 44.21 g of
the product was obtained (yield 96.7%).

Preparation Example EX46

This example demonstrates the production of the lithium
salt of 4-benzoylamino benzoic acid having the following
structure

(0]
O~
-
OLi.

Ina 500 ml. beaker, 44.21 g of 4-benzoamido-benzoic acid
was mixed with about 250 mL of water. Then, 7.69 g of
lithium hydroxide monohydrate (dissolved in about 100 mL
of water) was added. The reaction was stirred overnight and
the pH value became neutral. The solid product was collected
by filtration and dried in an oven at 110° C., 39.7 g of material
was obtained (yield 88%).

Preparation Example 47

This example demonstrates the production of the magne-
sium salt of 4-benzoylamino benzoic acid having the follow-
ing structure

O
O s
o 2

In a 500 mL beaker, 30 g of 4-benzoamido-benzoic acid
was mixed with about 250 mL of water. Then, 6.98 g of
potassium hydroxide (dissolved in about 50 mL. of water) was
added. The resulting mixture was stirred overnight. All ofthe
solids dissolved, and the pH value became neutral. Then, 25.3
g of magnesium chloride hexahydrate in about 100 mL water
was added. The product precipitated out immediately. The
mixture was stirred one more hour after the addition and then
filtered to collect the product. The product was washed with
DI water and dried in an oven at 110° C.

Preparation Example EX48

This example demonstrates the production of 4-N-cyclo-
hexyl-amidobenzoic acid having the following structure
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<:>—NH : OHL.

In a 2 L round bottom flask equipped with an ice bath, 3.83
g of sodium bicarbonate, 4.53 g of cyclohexylamine, 0.5 g of
triethylamine, and 200 mL of tetrahydrofuran were added.
Then, 9.06 g of 4-carbomethoxybenzoyl chloride (dissolved
in 9.70 g of tetrahydrofuran) was added dropwise over an
hour to the flask. After addition, the reaction was gently
heated to reflux. IR was monitored for completion of the
reaction (the disappearance of the peak at 1780 cm™"). After
completion, the reaction was diluted with 2 L. of H,O, stirred
20-30 min, and then filtered to collect the solid as the product.
The product was dried in an oven at 110° C.; 11.31 g of
product was obtained.

To a 2 L three-necked round bottom flask, 11.31 g of the
product made in the previous step and 150 mL of methanol
were added. Then, 2.72 g of potassium hydroxide (dissolved
in methanol) was added dropwise to the flask. After comple-
tion of the addition, the reaction was heated to reflux. IR was
monitored for completion of the reaction (the disappearance
of the peak at 1720 cm™"). After the reaction, 750 mL of water
was added and filtered to remove any insoluble impurities.
The pH of the filtrate was adjusted to about 2 with hydrochlo-
ric acid to precipitate the product. The mixture was filtered to
collect the product, and the product was washed with DI
water. The product was dried in an oven at 110° C.

Preparation Example EX49

This example demonstrates the production of the potas-
sium salt of 4-N-cyclohexyl-amidobenzoic acid having the
following structure

O, : (0]

In a beaker, 6 g of 4-N-cyclohexyl-amidobenzoic acid was
dispersed in 50 mL of H,O. Then, 1.36 g of potassium
hydroxide was dissolved in another beaker with about 20 mL
of H,O and then added to the slurry. Most of material dis-
solved and the residual insoluble solid was removed by fil-
tration. The H,O was stripped off from the filtrate to collect
the product. The product was dried in an oven overnight at
110° C.

Preparation Example EX50

This example demonstrates the production of the alumi-
num salt of 4-N-cyclohexyl-amidobenzoic acid having the
following structure
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0, 0
> < > Z Al
NH o

3

1 gram of the potassium salt of 4-N-cyclohexyl-amidoben-
zoic acid was dissolved in a beaker with about 25 mL of H,O.
In another beaker, 0.78 g of aluminum sulfate octadecahy-
drate was dissolved with about 15 mL of H,O. The two
solutions were mixed and a precipitate formed instantly. The
solid was collected by suction filtration and dried in an oven
overnight at 110° C.

Preparation Example EX51

This example demonstrates the production of 4-(1,3-di-
oxo-1H,3H-benzo| de]isoquinolin-2-yl)-benzoic acid having
the following structure

O
O~y
:
o Sevat
@]

In a 1 L four-neck round bottom flask equipped with a
temperature probe, heating mantle, agitator, and condenser,
25 g of naphthalic anhydride and 80 mL of acetic acid were
charged. After the formation of a dark red-orange solution,
17.31 g of 4-aminobenzoic acid was added and the reaction
was heated to reflux overnight. The reaction mixture was
poured into excess amount of DI water to precipitate the
product. The product was collected by filtration, washed with
more DI water, and then dried in an oven.

Preparation Example EX52

This example demonstrates the production of the lithium
salt of 4-(1,3-dioxo-1H,3H-benzo[ de]isoquinolin-2-yl)-ben-
zoic acid having the following structure

O

@ O
:

o a¥a’
O

In a 1000 mL beaker equipped with an overhead agitator,
5.09 g of 4-(1,3-dioxo-1H,3H-benzo[delisoquinolin-2-y1)-
benzoic acid and 100 mL of DI H,O was charged. The reac-
tion was stirred, and the pH was adjusted with lithium hydrox-
ide until all the acid was in solution. Water was removed by
rotary evaporation. 5.231 g of the product was obtained.

Preparation Example EX53
This example demonstrates the production of the lithium

salt of N-benzyl-terephthalamic acid having the following
structure
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Qo OLi.
NH : ;o

In a three-neck round bottom flask fitted with a condenser
and addition funnel, 6.345 g of sodium bicarbonate, 8.09 g of
benzylamine, 0.5 g of triethylamine and 350 mL of tetrahy-
drofuran were added. The mixture temperature was cooled to
below 10° C. Then, 15 g of carbomethoxybenzoyl chloride
(dissolved in about 150 mL of tetrahydrofuran) was added
dropwise over one hour. After addition, the mixture was gen-
tly heated to reflux. The reaction was monitored to comple-
tion with IR (disappearance of peak at 1780 cm™). Upon
completion, the mixture was diluted with about 2 L of DI
water and stirred for 20-30 min. The product was collected by
filtration and dried in an oven at 100° C. 18.68 gram of
material was obtained (yield 91.84%)

Ina 21 beaker, 2.12 g of the product from the previous step
and 300 mL of DI water were added. Then, 1.89 g of a 10%
solution of lithium hydroxide was added and stirred until the
reaction was completed (disappearance of peak at 1720 cm™
in IR). Then, all the water was removed by rotary evaporation
to collect the product; 1.94 g of the product was obtained
(yield 94.37%).

Preparation Example EX54

This example demonstrates the production of the lithium
salt of N-pyridin-2-yl-terephthalamic acid having the follow-
ing structure

—N )—@—{
(@) OLi.

In a 250 mL three-neck round bottom flask equipped with
overhead stirring, temperature probe, ice bath and reflux con-
denser, 4.71 g of 3-aminopyridine, 4.2 g of sodium bicarbon-
ate, about 0.1 g of triethylamine, and 50 mL of tetrahydrofu-
ran were added. The temperature was cooled to below 10° C.
and then 9.9 gram of carbomethoxybenzoyl chloride (a solu-
tion in 20 mL of tetrahydrofuran) was added dropwise over
1-1.5 hours. The reaction was stirred overnight and then
heated to reflux for about 2 hours. Then, 500 mL of DI water
was used to dilute the reaction and the resulting mixture was

stirred for 20-30 minutes. The solid product was collected by
filtration and dried in an oven at 110° C.

In a 250 mL beaker equipped with a magnetic stir bar, 2.56
g of the product made in the previous step, 0.42 g of lithium
hydroxide monohydrate, and 50 mL of DI water were added.
The beaker was heated to 90° C. until the pH was below 10.
The solid product was collected by filtration and any water
was removed by evaporation.

Preparation Example EX55

This example demonstrates the production of N-(2-chloro-
phenyl)-terephthalamic acid having the following structure
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NH
)—@—COOH.
0

In a2 L round bottom flask, 6.34 g of sodium bicarbonate,
9.63 g of 2-chloroaniline, 0.5 g of triethylamine, and 200 mL.
of tetrahydrofuran were added. After the reaction was cooled
with an ice bath, 15 g of carbomethoxybenzoyl chloride (dis-
solved in about 100 mL of THF) was added dropwise to the
flask. After addition, the reaction was heated to reflux. IR was
monitored for completion (the disappearance of the peak at
1780 cm™*). After completion, the solution was diluted with 2
L of DI H,O and stirred 20-30 min. The solid product was
collected by filtration and dried in an oven at 110° C.

To a 2 L three-necked round bottom flask, 20.12 g of the
product from the previous step and 150 mL of methanol were
added. The reaction was heated to reflux. Upon starting heat-
ing, 3.90 g of potassium (dissolved in methanol) was added
dropwise to the reaction. IR was monitored for completion
(the disappearance of the peak at 1720 cm™). After comple-
tion, the solution was diluted with excess H,O. Filtration was
used to remove any residual solid, and then HC1 was added to
the filtrate until the pH value was about 2. The product pre-
cipitated out at this step, was collected by filtration, and then
dried in an oven at 110° C.

Cl

Preparation Example EX56
This example demonstrates the production of the lithium

salt of N-(2-chloro-phenyl)-terephthalamic acid having the
following structure

Cl

NH
)—@—coou.
o

In a beaker, 1 gram of N-(2-Chloro-phenyl)-terephtha-
lamic acid was suspended in about 20 ml. water and then
0.1527 g of lithium hydroxide monohydrate was added. The
reaction was stirred until the pH decreased to below 10. The
solid product was collected by filtration.

Preparation Example EX57
This example demonstrates the production of the potas-

sium salt of N-(2-chloro-phenyl)-terephthalamic acid having
the following structure

Cl

NH
)—@—coo&
0
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In a beaker, 12 gram of N-(2-Chloro-phenyl)-terephtha-
lamic acid was suspended in about 200 mL of water and then
2.448 g of potassium hydroxide was added. The reaction was
stirred until the pH decreased to below 10. The product was
collected after rotary evaporation to remove excess water.

Preparation Example EX58
This example demonstrates the production of N-(3,5-dicy-

ano-4-methyl-thiophen-2-yl)-terephthalamic acid having the
following structure

O
()

NC

CN.

CH;

In a three-neck round bottom flask equipped with overhead
stirring, temperature probe, dry ice bath and reflux condenser,
1232 g of 5-amino-3-methylthiophene-2,4-dicarbonitrile,
6.27 g of soda ash, and 200 mL of tetrahydrofuran were
added. The temperature was lowered to below 10° C. and then
30 gram of a carbomethoxybenzoyl chloride solution (50%
solution in tetrahydrofuran) were added dropwise over 1-1.5
hours. After addition, the mixture was heated to about 40° C.
until the reaction was complete (monitored by IR, the peak at
1780 cm™! disappeared). Then, the reaction was diluted with
about 2 L of DI water and filtered to collect the product.

Ina32 oz jar equipped with a magnetic stirbar, 17.4 g of the
product made in the previous step was dissolved in 300 mL
methanol. And then 30.05 g of a potassium hydroxide solu-
tion (10% in methanol) was added. The reaction was moni-
tored by IR. After the completion of the reaction, the mixture
was diluted with 1 liter of water. The mixture was filtered to
remove any insoluble impurities, and the filtrate was acidified
with hydrochloric acid until the pH was about 2. The product
precipitated out at this step. The mixture was filtered to collect
the product. The product washed with DI water and dried.

Preparation Example EX59

This example demonstrates the production of the sodium
salt of N-(3,5-dicyano-4-methyl-thiophen-2-yl)-terephtha-
lamic acid having the following structure

O
\ /

CH;

CN.

NC

In a beaker, N-(3,5-Dicyano-4-methyl-thiophen-2-yl)-
terephthalamic acid was mixed with 200 mL of water. Then,
a 25% solution of sodium hydroxide was slowly added until a
stable pH value of 12 was obtained. The solution was con-
centrated in vacuo providing the desired product.
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Preparation Example EX60

This example demonstrates the production of the lithium

salt of N-(3,5-dicyano-4-methyl-thiophen-2-yl)-terephtha-
lamic acid having the following structure

Patady
\ /

CH;

CN.

NC

In a beaker, N-(3,5-Dicyano-4-methyl-thiophen-2-yl)-
terephthalamic acid was mixed with 200 mL of water. Then,
lithium hydroxide monohydrate was slowly added until a
stable pH value of 12 was obtained. The solution was con-
centrated in vacuo providing the desired product.

Preparation Example EX61
This example demonstrates the production of the zinc salt

of N-(3,5-dicyano-4-methyl-thiophen-2-yl)-terephthalamic
acid having the following structure

_ o o
NC S NH : ;o

\ /

H;C CN
- =2

Zn2+

In a beaker, N-(3,5-Dicyano-4-methyl-thiophen-2-yl)-
terephthalamic acid was mixed with 200 mL of water. Then,
a 25% solution of potassium hydroxide was slowly added
until a stable pH value of 12 was obtained. One equivalent of
zinc chloride (dissolved in water) was then added to the
solution and the product precipitated out. The product was
collected by filtration and washed with DI water.

Preparation Example EX62

This example demonstrates the production of the lithium
salt of N-Pyridin-3-yl-terephthalamic acid having the follow-
ing structure

(6] OLi.

In a 250 mL three-neck flask equipped with overhead stir-
ring, temperature probe, ice bath and reflux condenser, 4.71 g
of'3-aminopyridine, 4.2 g of sodium bicarbonate, about 0.1 g
of triethylamine, and 50 mL of tetrahydrofuran were added.
The temperature was lowered to below 10° C., and then 9.9

gram of carbomethoxybenzoyl chloride (a solution in 20 mL
tetrahydrofuran) was added dropwise over 1-1.5 hours. The
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reaction was stirred overnight and then was heated to reflux
for about 2 hours. Then, the reaction was diluted with about
500 mL of DI water and stirred for 20-30 minutes. The solid
product was collected by filtration and dried in an oven at
110° C.

In a 250 mL beaker equipped with a magnetic stir bar, 2.56
g of the product made in the previous step, 0.42 g of lithium
hydroxide monohydrate, and 75 mL of DI water were added.
The beaker was heated to 90° C. until the pH was below 10.
Any solids were removed through filtration, and the filtrate
was collected. The product was collected after excess water
was removed through evaporation.

Preparation Example EX63

This example demonstrates the production of N-(2-Meth-
oxy-phenyl)-terephthalamic acid having the following struc-
ture

HO : 0
H;CO

In a three-neck flask equipped with overhead stirring, tem-
perature probe, dry ice bath and reflux condenser, 7.44 g of
o-anisidine, 5.01 g of soda ash, and 200 mL of tetrahydrofu-
ran were added. The temperature was lowered to below 10° C.
and then 25 gram of a carbomethoxybenzoyl chloride solu-
tion (48% in tetrahydrofuran) was added dropwise over 1-1.5
hours. After addition, the reaction was heated to about 40° C.
until the reaction was completed (monitored by IR, the peak
at 1780 cm™" disappeared). Then, the mixture was diluted
with about 2 L. of DI water, and the product was collected by
filtration.

In a 32 oz jar equipped with a magnetic stir bar, 13.95 g of
the product made in previous step was dissolved in 300 mL
methanol. Then, 27.5 g of potassium hydroxide solution
(10% in methanol) was added. The reaction was monitored by
IR. After the completion of the reaction, the mixture was
diluted with about 1 L water. Insoluble impurities were
removed by filtration. The filtrate was acidified with hydro-
chloric acid until the pH was about 2. The product precipi-
tated out at this step. The product was collected by filtration,
washed with DI water, and dried.

Preparation Example EX64
This example demonstrates the production of the potas-

sium salt of N-(2-methoxy-phenyl)-terephthalamic acid hav-
ing the following structure

KO : 0
H;CO

In a beaker, N-(2-methoxy-phenyl)-terephthalamic acid
was mixed with 200 mL of water. Then, a 25% solution of
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potassium hydroxide was slowly added until a stable pH value
of'12 was obtained. The solution was concentrated in vacuo to
yield the desired product.

Preparation Example EX65

This example demonstrates the production of the magne-
sium salt of 4-N-phenyl-terephthalamic acid having the fol-
lowing structure

(@) O
E < ; f Mg?*.
NH o

2

In a 250 ml. beaker equipped with a magnetic stir bar and
stir plate, 10 g of 4-N-phenylamidobenzoic acid and 50 mL of
water were added. The reaction was heated to near boiling and
1.5 g magnesium oxide was added. IR was used to monitor the
reaction to completion, and the product was collected by
filtration.

Preparation Example EX66

This example demonstrates the production of the lithium
salt of 4-N-(3,4-dichlorophenyl)amidobenzoic acid having
the following structure

cl Q : o
CIONH OLi.

In a 1 L three-neck round bottom flask equipped with
magnetic stirring, addition funnel, ice bath, nitrogen inlet and
a hotplate, 12.48 g of 3,4-dichloroaniline, 6.34 g of sodium
bicarbonate, 0.5 g of triethylamine, and 200 mL of tetrahy-
drofuran were added. The temperature was lowered to below
10° C. and then 15 gram of carbomethoxybenzoyl chloride (a
solutionin 100 mL tetrahydrofuran) was added dropwise over
1-1.5 hours. After addition, the reaction was heated to about
40° C. until the reaction was complete (monitored by IR, the
peak at 1780 cm™' disappeared). Then, the reaction was
diluted with about 2 I of DI water and the product was
collected by filtration. 23.87 g of product was obtained (yield:
97.5%).

In a 250 mL beaker, 3 g of the product from the previous
step was mixed with 50 mL water. The mixture was heated to
near boiling, and 2.22 gram of a 10% solution of lithium
hydroxide was added. The reaction was monitored to comple-
tion by IR. The reaction mixture was evaporated to near
dryness and the product was collected by filtration. 1.92 g of
the product was obtained (yield 65.6%).

Preparation Example EX67

This example demonstrates the production of the calcium
salt of 4-N-(2,6-diisopropylphenyl)amidobenzoic acid hav-
ing the following structure
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O, : O
NH O

++

In a 1 L three-neck round bottom flask equipped with a
magnetic stirrer, addition funnel, ice bath, nitrogen sweep,
scrubber, and hot plate, 14.73 g of 2,6-diisopropylaniline,
6.34 g of sodium bicarbonate, 0.5 g of triethylamine, and 200
mL of tetrahydrofuran were charged. The mixture was cooled
to below 10° C., and then 15 g of carbomethoxybenzoyl
chloride (dissolved in 100 mL of tetrahydrofuran) was added
dropwise over 1-1.5 hours. After addition, the reaction was
slowly heated to reflux. After the reaction was complete (dis-
appearance of peak at 1780 cm™ in IR), it was diluted with
cold DI water and stirred for 20-30 minutes. The product was
collected by filtration and dried in an oven at 110° C.

In a 600 ml. beaker, 13.79 gram of the product from the
previous step was mixed in 200 mL water. The mixture was
heated to near boiling, and 22.8 gram of a 10% solution of
potassium hydroxide was added. After the completion of the
reaction was monitored by IR, 6.72 g of calcium chloride
dihydrate (dissolved to form 10% solution) was added. The
product precipitated out and was collected by filtration.

Preparation Example EX68

This example demonstrates the production of 4-benzoy-
lamino-2-hydroxy-benzoic acid having the following struc-

ture
HO (@) :
NH

In a three-neck flask equipped with overhead stirring, tem-
perature probe, dry ice bath, and a reflux condenser, 25 g of
4-aminosalicyclic acid, 5.01 g of soda ash, and 200 m[. of
tetrahydrofuran were added and stirred. The temperature was
lowered to below 10° C., and 7.32 g benzoyl chloride was
added dropwise over 1-1.5 hour. After addition, the flask was
gently heated to 40° C. After the completion of the reaction
(monitored by IR as the peak at 1780 cm™! disappears), the
reaction mixture was diluted with 300 mL of water. The
organic layer was separated. After drying off the solvent,
about 16 grams of product was obtained.

HO

O

Preparation Example EX69

This example demonstrates the production of the lithium
salt of 4-benzoylamino-2-hydroxy-benzoic acid having the
following structure

w
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LiO O, :
NH

In a beaker, 3 grams of 4-Benzoylamino-2-hydroxy-ben-
zoic acid was mixed with 20 mL of water. Then, 1.05 g of
lithium hydroxide monohydrate was added. The mixture was
stirred for 20 minutes, and then the reaction mixture was
concentrated in vacuo to provide the desired lithium salt.

LiO

Preparation Example EX70

This example demonstrates the production of the calcium
salt of 4-benzoylamino-2-hydroxy-benzoic acid having the
following structure

Qa---O O,
NH

¢}

In a beaker, 3 grams of 4-Benzoylamino-2-hydroxy-ben-
zoic acid was mixed with 20 mL of water. Then, 2.51 gof a
50% sodium hydroxide solution was added. After the solution
became clear, a solution containing 3.53 g of calcium chloride
dehydrate was added. The product precipitated out and was
collected by filtration.

Preparation Example EX71

This example demonstrates the production of 4-[(biphe-
nyl-4-carbonyl)-amino]-benzoic acid having the following
structure

OOty

Ina 5 L three-neck round bottom flask, 316.5 g of 4-ami-
nobenzoic acid was dissolved in about 3 L of dioxane. Then,
250 grams of biphenyl-4-carbonyl chloride (dissolved in
about 150 mL of dioxane) was added dropwise over 1 hour.
The reaction was stirred overnight and filtered to collect the
solid. The solid was washed with boiling DI water and then
cold DI water until the pH of the water was about neutral. The
washed solid was then dried in a vacuum oven.

Preparation Example EX72

This example demonstrates the production of the lithium
salt of 4-[(biphenyl-4-carbonyl)-amino]-benzoic acid having
the following structure
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O
()
-
OLi.

In a beaker, 364.62 g of 4-[(biphenyl-4-carbonyl)-amino]-
benzoic acid was suspended in about 3 LL of water. Then, a
solution of lithium hydroxide monohydrate (41.96 g in about
500 mL water) was added to the suspension. The reaction was
stirred overnight, and the pH value became 7.5. The solid
product was collected by filtration, washed with water, and
dried in an oven at 110° C. 334.7 g of the product was
obtained (90% yield).

Preparation Example EX73

This example demonstrates the production of 4-(ben-
zylidene-amino)-benzoic acid having the following structure

o

In a 500 mL three-neck round bottom flask equipped with
a condenser, hearing mantle, magnetic stir and two stoppers,
10 gram of 4-aminobenzoic acid, 7.75 g of benzaldehyde, and
200 mL of ethanol were added. The reaction mixture was
heated to reflux for 6 hours. The product crystallized out of
solution after the solution was cooled to room temperature.
The product was collected by filtration. Additional product
was recovered by concentrating the filtrate. 15.41 g of the
product was obtained (yield: 94%).

Preparation Example EX74

This example demonstrates the production of the lithium
salt of 4-(benzylidene-amino)-benzoic acid having the fol-
lowing structure

< >—\ O
\ N —< >—<
OLi.

In a2 L beaker, 15.41 of 4-(benzylidene-amino)-benzoic
acid was dissolved in 200 mL of water. The mixture was
gently heated and stirred on a hot plate until a clear solution
was obtained. Then, 2.85 g of lithium hydroxide monohy-
drate was slowly added. The solution became slight hazy.
After the completion of the reaction, it was cooled down and
the water was evaporated off. A yellow solid was collected.
The product was washed with acetone and then dried in an
ovenat 110° C.

Preparation Example EX75

This example demonstrates the production of 4-chlorophe-
nylamido-benzoic acid having the following structure
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O
O~y
I_IN
OH.

Ina5 L flask, 274.3 g of 4-aminobenzoic acid (2 mol) and
2800 mL of acetone were added. The reaction was stirred
until a uniform slurry formed. Then, 175 g of 4-chlorobenzoyl
chloride was added dropwise to the 5 L flask while the con-
tents were being stirred. The reaction was stirred overnight
and then filtered to collect the solid. The product was rinsed
with about 500 mL of acetone and then three times with water
(500 mL each time). After washing, the solid was moved to a
4 1 beaker and suspended in about 2 I of boiling water for an
hour. The solid product was collected by filtration and washed
with more boiling water until the water was colorless.

Preparation Example EX76

This example demonstrates the production of the sodium
salt of 4-chlorophenylamido-benzoic acid having the follow-
ing structure

[0)
Cl AQ—( [0)
ONa.

Ina 2 L beaker equipped with a mechanical stirrer, 400 mL
of water and 27.5 g of 4-chlorophenylamido-benzoic acid
were added. In another beaker, 8.4 grams of NaOH (50%
solution) was diluted in 100 mL of water. The NaOH solution
was added to the 4-chlorophenylamido-benzoic acid suspen-
sion, and the mixture was stirred overnight. The product was
collected by filtration. The product was washed with DI water
until the pH of the water was below 10, and the product was
then dried in an oven at 110° C.

Preparation Example EX77

This example demonstrates the production of 4-(4-fluoro-
benzoylamino)-benzoic acid having the following structure

(6]
I_IN
OH.

Ina 4L beaker, 21.27 g of 4-aminobenzoic acid and 1 L of
DI H,O were added. Then, 33.38 g of sodium carbonate was
added. Next, 100 g of 4-fluorobenzoyl chloride was added
dropwise to flask (over about 45 min-1 h) and the reaction was
stirred overnight. The solid product was collected by vacuum
filtration and washed with boiling water to remove excess

4-fluorobenzoic acid. The product was dried overnight in a
vacuum oven. 59.08 g of product was obtained.

Preparation Example EX78

This example demonstrates the production of the lithium
salt of 4-(4-fluoro-benzoylamino)-benzoic acid having the
following structure
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In a beaker, 10 gram of 4-(4-fluoro-benzoylamino)benzoic
acid was suspended in 100 mL of DI water. Then, 1.62 g of
lithium hydroxide monohydrate was first dissolved in 25 mL
of DI water and then added into the acid suspension. The
reaction was stirred overnight and the product was collected
by evaporating off the water.

Preparation Example EX79

This example demonstrates the production of 4-benzoy-
lamino-2,3,4,5-tetrafluoro-benzoic acid having the following
structure

: O T, F
O
HN

OH.

In a 250 mL flask equipped with a stirrer, 3.37 g of
4-amino-2,3.4,5-tetrafluoro benzoic acid, 1.06 g of sodium
carbonate, and 20 mL of water were added. Then, 6.8 g of
4-benzoyl chloride was added dropwise to the flask (over
about 45 min-1 h). The pH was recorded below 1 the next
morning. The solid product was collected by filtration,
washed with DI water 5 times, and then dried in an oven at
110° C.

Preparation Example EX80

This example demonstrates the production of the lithium
salt of 4-(4-fluoro-benzoylamino)-benzoic acid having the
following structure

: O F F
O
HN

OLi.

In a 250 mL beaker, 2 gram of 4-Benzoylamino-2,3,4,5-
tetrafluoro-benzoic acid and 20 mL of DI water were added.
Then, 0.27 g of lithium hydroxide monohydrate was first
dissolved in 10 mL of DI water and then added into the acid
suspension. The reaction was stirred overnight, and the prod-
uct was collected by evaporating off the water.

Preparation Example EX81
This example demonstrates the production of benzene-1,

3,5-tricarboxylic acid tris-(4-carboxybenzene)amide having
the following structure
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COOH

e e
N N
/©/ (6] O \©\
HOOC COOH.

In a three neck round bottom flask, 21.2 g of sodium car-
bonate and 100 mL of tetrahydrofuran were added. Then,
13.75 g of 4-aminobenzoic acid and 8 g of 1,3,5-benzenetri-
carbonyl trichloride were each separately diluted in 15 mL of
THF and added into the reaction simultaneously via two
addition funnels. The reaction was stirred overnight at room
temperature. About 80 mL of tetrahydrofuran was added to
compensate the evaporation during the reactions and an addi-
tional 10.6 gram of sodium carbonate was added. Three hours
later, the reaction was transferred to a 1 L beaker with 600 mL
of water. The pH was adjusted to about 2 with hydrochloric
acid. The product precipitated out and was collected by fil-
tration. The product was then partially dried in a vacuum oven
at 40° C. About 35 gram of wet product was obtained.

Preparation Example EX82

This example demonstrates the production of the sodium
salt of benzene-1,3,5-tricarboxylic acid tris-(4-carboxyben-
zene)amide having the following structure

COONa

el el
N N
/©/ O O \©\
NaOOC COONa.

In a beaker, 32 grams of benzene-1,3,5-tricarboxylic acid
tris-(4-carboxybenzene)amide was mixed with 200 mL of
water. Then, a 50% sodium hydroxide solution was slowly
added to the mixture until the pH was 12. The mixture was
stirred for 20 minutes and then was concentrated in vacuo to
yield the product.

Preparation Example EX83

This example demonstrates the production of biphenyl-4,
4'-dicarboxylic acid bis-(4-carboxybenezene)amide having
the following structure
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HOOC@—NH Q Q HNO—COOH.
o; . . ;o

In a three neck round bottom flask, 5.67 g of sodium car-
bonate and about 40 mL oftetrahydrofuran were added. Then,
4.9 g of 4-aminobenzoic acid and 5.0 g of 4,4'-Biphenyldi-
carbonyl chloride were each separately diluted in 15 mL of
THF and then added to the reaction simultaneously via two
addition funnels. The reaction was stirred overnight at room
temperature. Then, the reaction was transferred to a 1 L
beaker with 600 mL of water. The pH was adjusted to about 2
with hydrochloric acid. The product precipitated out and was
collected by filtration. The product was dried in vacuum oven
at 50° C.

Preparation Example EX84

This example demonstrates the production of the sodium
salt of biphenyl-4,4'-dicarboxylic acid bis-(4-carboxyben-
ezene)amide having the following structure

In a beaker, 12 grams of acid (biphenyl-4,4'-dicarboxylic
acid bis-(4-carboxybenezene)amide was mixed with 100 mL
of'water. Then, a 50% sodium hydroxide solution was slowly
added to the mixture until the pH was 12.5. The mixture was
stirred for 20 minutes and then was concentrated in vacuo to
yield the product.

Preparation Example EX85

This example demonstrates the production of 4-(4-methyl-
benzoylamino)benzoic acid having the following structure

Ao«

In a 5 L three neck round bottom flask, 274 g of 4-ami-
nobenzoic acid and 3000 mL of acetone were added. The
mixture was stirred to form a clear solution. Then, 154.5 g of
4-methylbenzoyl chloride was added dropwise to the reac-
tion. After addition, the reaction stirred overnight and then
was filtered to collect the solid. The solid was washed with
boiling water and then cold DI water until the pH of the water
was neutral. The product was dried at 110° C.

Preparation Example EX86
This example demonstrates the production of the lithium

salt of 4-(4-methyl-benzoylamino)benzoic acid having the
following structure
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In a beaker, 25.5 g of 4-(4-methyl-benzoylamino)benzoic
acid and 200 mL of DI water were added. The mixture was
stirred until it formed a uniform slurry. Then, 4.2 g of lithium
hydroxide monohydrate was added. The reaction was stirred
overnight, and the pH value dropped to 10. The solid product
was filtered and then dried in an oven at 110° C.

NaOOCO—NH Q Q HN@—COOM
o; . . :

¢}

Preparation Example EX87

This example demonstrates the production of the lithium
salt of N-cyclopentyl-terephthalamic acid having the follow-
ing structure

0 0
E>—NH : OLi.

In a beaker, 23.3 g of N-cyclopentyl-terephthalamic acid
was added to 100 mL of H,O. Then, 4.2 g of lithium hydrox-
ide monohydrate was dissolved in a separate beaker with
about 50 mL of H,O. The lithium hydroxide solution was
added to the N-cyclopentyl-terephthalamic acid slurry and
stirred until the pH value was about neutral. The product was
partially soluble in water. The water was removed by evapo-
ration to yield the product. The product was dried overnight in
an oven at 110° C.

Preparation Example EX88

This example demonstrates the production of the lithium
salt of 4-(cyclopentanecarbonyl-amino)-benzoic acid having
the following structure
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HN
E>—< OLi.
(6]

In a 1 liter 2-neck roundbottom flask, 40 grams of 4-ami-
nobenzoic acid was dissolved in about 400 mL of dioxane.
Then, 19.35 g of cyclopentanecarbonyl chloride was added
dropwise to the solution. The reaction intermediate, 4-(cyclo-
pentanecarbonyl-amino)-benzoic acid, formed as a white
solid in the step and was collected by filtration. After washing
the product with about 200 mL dioxane and then with about 1

liter of boiling water, the reaction intermediate was dried inan
oven at 110° C. The yield at this step was about 27.7 g (81%).

The 27.7 gram of 4-(cyclopentanecarbonyl-amino)-ben-
zoic acid was suspended in about 277 mL. of water. Then, 5
grams of lithium hydroxide monohydrate was added. The
mixture was stirred overnight, and the pH became about 7.
After evaporating off the excess water, the final product (the
lithium salt of 4-(cyclopentanecarbonyl-amino)-benzoic
acid) was collected as a white solid and dried in an oven at
110° C.

Example T1

Various additives from the Preparation Examples above
were individually pulverized and mixed with a high density
polyethylene polymer having a density of approximately
0.952 g/ecm® and a melt flow index of approximately 19
dg/minute (ExxonMobil™ HDPE HD 6719). Then the mix-
ture was either inject molded into bars or cast into thin films.
The peak polymer recrystallization temperature (T ) for each
thermoplastic polymer composition was measured using a
differential scanning calorimeter (Mettler-Toledo DSC822
differential scanning calorimeter). In particular, a sample was
taken from the target part and heated at a rate of 20° C./minute
from a temperature of 60° C. to 220° C., held at 220° C. for
two minutes, and cooled at a rate of approximately 10°
C./minute to a temperature of 60° C. The temperature at
which peak polymer crystal reformation occurred (which
corresponds to the peak polymer recrystallization tempera-
ture) was recorded for each sample and is reported in Table 1
below.

Comparative example CTCEX1 is the high density poly-
ethylene polymer having a density of approximately 0.952
g/cm® and a melt flow index of approximately 19 dg/minute
(ExxonMobil™ HDPE HD 6719), which was injection
molded into sample bars. Comparative example CTCEX2
and CTCEX3 are the same high density polyethylene poly-
mer containing 1000 ppm of sodium benzoate and aluminum
bis[4-1(1,1-dimethylethyl)benzoate|hydroxide (Al-pT-
BBA), respectively. Comparative example CTCEX4 is the
same high density polyethylene polymer cast into a film. The
examples TCEX1 to example TCEXS56 are the high density
polyethylene polymer cast film containing 1500 ppm of the
Preparation Examples as disclosed in this application.
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TABLE 1

Peak polymer recrystallization temperature
(T,) of various additives in PE.

T, improvement

Example # Additive (°C)
CTCEX1 None 0.0
CTCEX2 sodium benzoate -0.7
CTCEX3 Al-pTBBA 0.0
CTCEX4 None 0.0
TCEX1 EX3 2.0
TCEX2 EX5 3.0
TCEX3 EX7 1.8
TCEX4 EX8 2.5
TCEXS5 EX9 2.2
TCEX6 EX11 2.8
TCEX7 EX12 1.7
TCEX8 EX13 2.7
TCEX9 EX15 1.7
TCEX10 EX17 1.8
TCEX11 EX18 1.5
TCEX12 EX20 1.2
TCEX13 EX21 2

TCEX14 EX22 2

TCEX15 EX24 1.2
TCEX16 EX26 1.7
TCEX17 EX27 1.5
TCEX18 EX29 2.7
TCEX19 EX31 2.5
TCEX20 EX32 1.5
TCEX21 EX33 1.8
TCEX22 EX35 1.5
TCEX23 EX36 2.7
TCEX24 EX38 2.3
TCEX25 EX40 2.0
TCEX26 EX41 1.7
TCEX27 EX43 1.8
TCEX28 EX44 1.0
TCEX29 EX46 1.8
TCEX30 EX47 1.7
TCEX31 EX50 1.7
TCEX32 EX52 1.5
TCEX33 EX53 1.5
TCEX34 EX54 1.0
TCEX35 EX56 1.3
TCEX36 EX57 1.5
TCEX37 EX59 1.5
TCEX38 EX60 1.3
TCEX39 EX61 1.2
TCEX40 EX62 1.7
TCEX41 EX64 1.2
TCEX42 EX65 0.8
TCEX43 EX66 1.0
TCEX44 EX67 0.8
TCEX45 EX69 0.8
TCEX46 EX70 0.8
TCEX47 EX72 2.5
TCEX48 EX74 1.8
TCEX49 EX76 2.5
TCEX50 EX78 2.3
TCEX51 EX79 1.2
TCEX52 EX82 1.7
TCEX53 EX84 2.0
TCEX54 EX86 2.2
TCEXS55 EX87 3.3
TCEX56 EX88 2.5

From Table 1, itis clear that all the metal salt compounds of
the invention can increase the recrystallization temperature
(T,) of polyethylene to some degree. While T is not the only
important factor when choosing a suitable nucleator for a
semi-crystalline thermoplastic polymer, the improvement in
T, is very desirable as it improves crystallization rate during
processing, shortens cycle time, and improves production
efficiency.
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Manufacture of Nucleated Blown Films

For all the blown film examples, the polyethylene resins
used were first ground to about a 35 mesh powder. Then, 1000
ppm of Irganox 1010, 800 ppm of Irgafos 168, 1000 ppm of
DHT4-A, and the inventive nucleating agent were added to
the resin and blended in a Henschel high intensity mixer for
about 2 minutes with a blade speed of about 2100 rpm. The
samples were then melt compounded in a MPM single screw
extruder with a 38 mm diameter screw. The barrel tempera-
ture of the extruder was ramped from 160 to 190° C. The
extrudate in the form of strands, was cooled in a water bath
and then subsequently pelletized.

Films were produced in a pilot scale blown film line, with
a4 in monolayer die, using a 2 mm die gap. The line included
a Future Design dual lip air ring with chilled air. The extruder
had a 55 mm diameter barrier screw, with a length to width
ratio of 24:1. The barrel temperature of the extruder was
ramped up from 190 to 220° C.

Testing of Nucleated Polyethylene Blown Films

The % haze of the parts was measured using a BYK Gard-
ner Haze meter, according to ASTM D1023. The clarity of the
parts was measured using a BYK Gardner Haze meter. Per-
meation, measured as Water Vapor Transmission Rate, was
measured using an Illinois Instruments 7000 Water Vapor
Permeation Analyzer, according to ASTM E398. Tear
strength was measured using a ProTear tear tester according
to ASTM D1922. Dart drop impact testing was performed
using a Dynisco Model D2085AB-P dart drop polymer tester,
according to ASTM D1709. Film tensile test was performed
using a M TS Q-Test-5 instrument, according to ASTM D882.

The peak polymer recrystallization temperature (T,) for
the thermoplastic polymer compositions was measured using
a differential scanning calorimeter (Mettler-Toledo DSC822
differential scanning calorimeter). In particular, a compres-
sion molded plaque was prepared from the pellets, and a
sample was taken from the plaque and heated at a rate of 20°
C./minute from a temperature of 60° C. to 220° C., held at
220° C. for two minutes, and cooled at arate of approximately
10° C./minute to a temperature of 60° C. The temperature at
which peak polymer crystal reformation occurred (which
corresponds to the peak polymer recrystallization tempera-
ture) was recorded for each sample.

Example F1

This example demonstrates some of the physical properties
exhibited by a high density polyethylene polymer that has
been nucleated with a nucleating agent according to the
invention. Polymer compositions were prepared by com-
pounding (as described above) 2000 ppm of EXS into a com-
mercially-available, high density polyethylene polymer
(Sclair® 19G from Nova Chemicals) having a density of
approximately 0.962 g/cm> and a melt flow index of approxi-
mately 1.2 dg/minute. The formed polymer composition pel-
let was then used to produce blown films (3 mil thickness)
using the following setup: 101.6 mm (4 in) die, 2.0 mm die
gap, BUR 2.3, DDR 11.4, and output 30 kg/h. The peak
polymer recrystallization temperature, permeation, tear
strength, dart drop impact, 1% secant modulus, and optical
properties of the resulting films were measured and are
reported in Tables F1 to F4.
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Example F2

Example F2 was prepared the same way as example F1
except EX46 was used in the place of EXS.

Example F3

Example F3 was prepared the same way as example F1

0 except EX76 was used in the place of EXS.

20

40

45

50

55

Comparative Example CF1

Comparative example CF1 was prepared the same way as
example F1 except no nucleating agent was used.

TABLE F1
Peak polymer recrystallization temperature (T,),
vapor permeation, and dart drop impact of comparative
example CF1 and examples F1, F2, and F3.
loading T, Permeation Impact
Sample Additive (ppm)  (°C.) (g mil/m?- day) (g)
CF1 None 115.2 39 95
F1 EX5 2000 120.2 5.8 119
F2 EX46 2000 119.2 5.0 133
F3 EX76 2000 118.8 1.7 94
TABLE F2
Haze and clarity of comparative example CF1 and examples F1, F2, and
F3.
Standard
loading Haze  deviation Standard
Sample Additive (ppm) (%) (%) Clarity  deviation
CF1 None 49.9 2.1 93.4 0.7
F1 EX5 2000 42.3 1.2 96.3 0.3
F2 EX46 2000 43.0 0.4 96.5 0.2
F3 EX76 2000 36.0 0.7 96.2 0.1
TABLE F3
1% secant modulus of comparative example CF1 and examples F1, F2,
and F3.
Machine Direction Transverse Direction
1% secant Standard 1% secant Standard
Addi- Loading modulus deviation modulus deviation
Sample tive (ppm) (MPa) (MPa) (MPa) (MPa)
CF1 None 583 19 704 42
F1 EX5 2000 639 31 607 69
F2 EX46 2000 513 29 514 8
F3 EX76 2000 684 58 616 48
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TABLE F4
— Tear strength of comparative example CF1 and examples F1. F2.and F3.
Machine Direction Transverse Direction
loading Tear Standard Tear Standard
Sample Additive (ppm)  Strength (g) deviation (g) Strength (g) deviation (g)
CF1  None 60 3 168 4
F1 EXS 2000 88 3 134 3
F2 EX46 2000 86 4 147 6
F3 EX76 2000 78 5 85 2
From the data in Tables F1-F4, it is clear that all the addi- Example F6
tives, EX5, EX46, and EX76 increased the peak polymer 15
Fecrystalhzatlon .temperatu.re.:, lowered the he}ze, and Example F6 was prepared the same way as example F4
1ncreased.the glarlty. In addition, EX5 and EX4.6 increased except EX76 was used in the place of EX5.
the machine direction tear strength, dart drop impact, and
vapor permeation. EX76 also increased the machine tear )
resistance. More importantly, EX76 generated balanced tear 2° Comparative Example CF2
strength in the machine and transverse directions, improved
barrier property (evidenced by the lower permeation num- COMPARATIVE EXAMPLE CF2 was prepared the same
ber), and improved machine direction stiffness (1% secant way as example F4 except no nucleating agent was used.
modulus). 5
TABLE F5
Exampl eF4 Peak polymer recrystallization temperature
(T,), vapor permeation, and dart drop impact of
. . .30 ti le CF2 and samples F4, FS, and F6.
This example demonstrates some of the physical properties COmpaTIve cRampe - A b e o
exhibited by a linear low density polyethylene polymer that oadi ]
has been nucleated with a nucleating agent according to the B oading T Pellmeaztlon Impact
invention. Polymer compositions were prepared compound- Sample  Additive pm)  C) (g milm”- day) ®
ing (as described above) 2000 ppm of EXS into a commer- 55
cially-available, butene linear low density polyethylene poly- cr2 None 105:5 17.21 203
mer (ExxonMobil™ LLDPE LL 1001.32) having a density of 4 EXS 2000 1120 17.53 206
approximately 0.918 g/cm’ and a melt flow index of approxi- F5 EX46 2000 1110 15.94 215
mately 1.0 dg/minute. The formed polymer composition pel- F6 EX76 2000 1115 10.66 208
let was then used to produce blown films (2 mil thickness) 40
using the following setup: 101.6 mm (4 in) die, 2.0 mm die
TABLE F6
1% Secant modulus and tear strength of comparative sample CF2 and
samples F4, F5, and F6.
Machine Transverse Machine Transverse
Direction Direction Direction Direction
1% Std Std Tear Tear
Secant Dev 1% Secant Dev  Strength Std Dev Strength Std Dev

Sample ~ (MPa) (MPa)  (MPa)  (MPa)  (g) (® (8 ®

CF2 169 5 197 6 388 22 578 16

F4 174 6 174 8 436 35 579 33

F5 170 7 180 6 431 21 575 23

F6 196 8 214 12 399 53 569 48

gap, BUR 2.35, DDR 17, and output 30 kg/h. The peak
polymer recrystallization temperature, permeation, dart drop
impact, 1% secant modulus, and tear strength were measured
and are reported in Tables F5 and F6.

Example F5

Example F5 was prepared the same way as example F4
except EX46 was used in the place of EXS5.

60

65

From the data in Tables F5 and F6, it is clear that the
additives, EXS, EX46, and EX76 increased the peak polymer
recrystallization temperature. EX5 and EX46 increased the
machine direction tear strength and EX76 significantly
increased the machine direction modulus. All three nucleat-
ing agents of the invention increase the dart impact resistance

slightly.
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Example F7

This example demonstrates some of the physical properties
exhibited by a linear low density polyethylene polymer that

has been nucleated with a nucleating agent according to the 5

invention. Polymer compositions were prepared by com-
pounding (as described above) 2000 ppm of EX46 into a
commercially-available, linear low density polyethylene
polymer (Dowlex™ 2056G) having a density of approxi-

74

Comparative Example CF3

Comparative example CF3 was prepared the same way as
example F7 except no nucleating agent was used.

TABLE F7

Peak polymer recrystallization temperature (T ), vapor permeation,
and dart drop impact of comparative sample CF3 and samples F7.

mately 0.922 g/cm® and a melt flow index of approximately 10
1.0 dg/minute. The formed polymer cqmppsition pell.et was loading T, Permeation Tmpact
then us.ed to produce blown ﬁlms (l mil thlckne.ss) using the Sample  Additive (ppm)  (°C) (g milim?- day) (@)
following setup: 101.6 mm (4 in) die, 2.0 mm die gap, BUR
2.38, DDR 33, and output 22 kg/h. The peak polymer recrys- CF3 None 104.0 17.3 236
tallization temperature, permeation, dart drop impact, 1% 15 F7 EX46 2000 1120 19.2 333
secant modulus, and tear strength were measured and are
reported in Tables F7 and F8.
TABLE F8
1% Secant Modulus and tear strength of comparative sample CF3 and
samples F7.
Machine Transverse Machine Transverse
Direction Direction Direction Direction
1% Std Std Tear Tear
Secant Dev 1% Secant Dev  Strength Std Dev Strength Std Dev
Sample ~ (MPa) (MPa)  (MPa)  (MPa)  (g) (® (8 ®
CF3 159 5 171 5 433 32 707 21
F7 156 5 152 3 476 20 618 12

From the data in Tables F7 and F8, it is clear that the
additive EX46 increased the peak polymer recrystallization
temperature, increased the machine direction tear strength,

35 and dart drop impact.

Example F8

This example demonstrates some of the physical properties
exhibited by a linear low density polyethylene polymer that
has been nucleated with a nucleating agent according to the
invention. Polymer compositions were prepared by com-
pounding (as described above) 2000 ppm of EX76 into a
commercially-available, linear low density polyethylene
polymer (Dowlex™ 2056G) having a density of approxi-
mately 0.922 g/cm® and a melt flow index of approximately
1.0 dg/minute. The formed polymer composition pellet was
then used to produce blown films (3 mil thickness) using the
following setup: 101.6 mm (4 in) die, 2.0 mm die gap, BUR
2.38, DDR 11, and output 23 kg/h. The peak polymer recrys-
tallization temperature, permeation, dart drop impact, dart
drop impact, 1% secant modulus, and tear strength were
measured and are reported in Tables F9 and F10.
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Comparative Example CF4

55 Comparative example CF4 was prepared the same way as

example F8 except no nucleating agent was used.

TABLE F9

Peak polymer recrystallization temperature (T,) and dart

60
drop impact of comparative sample CF4 and samples F8.
loading T, Permeation Impact
Sample Additive (ppm)  (°C.)  (g-mil/m? - day) (g)
CF4 None 104.0 18.5 725
65 T8 EX76 2000 1113 10.5 757
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TABLE F10
1% Secant Modulus and tear strength of comparative sample CF4 and
samples F8.
Machine Transverse Machine Transverse
Direction Direction Direction Direction
1% Std Std Tear Tear
Secant Dev 1% Secant Dev  Strength Std Dev Strength Std Dev
Sample ~ (MPa) (MPa)  (MPa)  (MPa)  (g) (® (8 ®
CF4 174 4 183 3 1587 47 1771 76
F8 224 15 172 3 1421 51 1341 29
From the data in Tables F9 and F10, it is clear that additive {5 Comparative Example CF5
EX76 increased the crystalline peak temperature, dart drop
impact, and MD 1% secant modglus. Also, it pr0V1d.es a Comparative example CF1 was prepared the same way as
bglanced tear strength in the machine and transverse direc- example F9 except no nucleating agent was used.
tions.
20 TABLE F11
Peak polymer recrystallization temperature (T,) and vapor permeation
Example F9 of comparative sample CF1 and samples F9, F10, and F11.
25
. . . loading T, Permeation
This example demonstrates some of the physical properties Samol Additi e Thickn i 4
exhibited by a linear low density polyethylene polymer that ample e (ppm)  (C.) Thickness (g~ milim” - day)
has been nucleated with a nucleating agent according to the
invention. Polymer compositions were prepared by com- 30 CF5 None 1063 2mil 15.6
pounding (as described above) 2000 ppm of EXS into a com- 3 mil 13.7
mercially-available, linear low density polyethylene polymer Fo EX5 2000 1143 2mil 15.7
(Dow Elite™ 5100G) having a density of approximately .
3 . X 3 mil 15.4
0.922 g/cm” and a melt flow index of approximately 0.85 .
dg/minute. The formed polymer composition pellet was then 35 '° EX46 2000 1135 2mil 17.6
used to produce blown films (2 and 3 mil thickness) the 3 mil 15.8
following setup: 101.6 mm (4 in) die, 2.0 mm die gap, BUR F11 EX76 2000 1127 2mil 10.8
2.38,DDR 16.5 and 11 respectively for 2 mil and 3 mil films, 3 mil 03
and output 30 kg/h. The peak polymer recrystallization tem-
perature, permeation, 1% secant modulus, and tear strength 40
were measured and are reported in Tables F11 and F12.
TABLE F12
Tear strength of comparative sample CF1 and samples F9, F10, and F11.
Machine Transverse Machine Transverse
Direction Direction Direction Direction
Tear Std Tear Std 1% Std 1% Std
Thickness Strength dev Strength dev  Secant Dev Secant Dev
Sample (mil) (® (® (® (8 (MPa) (MPa) (MPa) (MPa)
CF5 2 721 33 1057 26 165 5 177 5
3 1089 37 1518 34 171 4 184 10
F9 2 720 26 1083 16 159 4 164 5
3 1214 43 1645 22 166 5 180 7
F10 2 774 30 1100 24 159 3 172 8
3 1173 57 1608 31 170 6 178 7
Fl1 2 632 25 921 21 228 19 181 5
3 1030 40 1276 23 239 3 178 9
Example F10 60 From the data in Tables F11-F12, it is clear that additives,
Example F10 was prepared the same way as example F9 FXS; EX46, and BX76 mcég?‘s,ed the peak golymer recry Stal(i
except EX46 was used in the place of EX5. ization temperature. In addition, EX5 an EX46 increase
the machine direction tear strength, especially when the film
Example F11 was 3 mil thick. EX76 increased the tensile modulus in the
65 machine direction and generated more balanced tear strength

Example F11 was prepared the same way as example F9
except EX76 was used in the place of EXS5.

in the machine and transverse directions. EXS and EX46
increased the permeation while EX76 reduced permeation.
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Manufacture of Nucleated Polyethylene by Injection
Molding

In the following injection molding examples, the polyeth-
ylene resins used were first ground to a 35 mesh powder.
Then, the inventive nucleating agent was added to the resin
and blended in a Henschel high intensity mixer for about 2
minutes with a blade speed of about 2100 rpm. The samples
were then melt compounded on a DeltaPlast single screw
extruder, with a 25 mm diameter screw and a length to diam-
eter ratio of 30:1. The barrel temperature of the extruder was
ramped from 160 to 190° C. and the screw speed was set at
about 130 rpm. The extrudate in the form of a strand, was
cooled in a water bath and then subsequently pelletized.

Plaques and bars were formed through injection molding
on an Arburg 40 ton injection molder with a 25.4 mm diam-
eter screw. The barrel temperature of the injection molder was
230° C. unless otherwise specified and the mold temperature
was controlled at 25° C.

Unless otherwise specified, the injection speed for the
plaques was 2.4 cc/sec, and their dimensions are about 60 mm
long, 60 mm wide and 2 mm thick. These plaques were used
to measure recrystallization temperature, bi-directional stiff-
ness, and multi-axial impact resistance.

Unless otherwise specified, the injection speed for the bars
was 15 cc/sec, and their dimensions are about 127 mm long,
12.7 mm wide and 3.3 mm thick. These bars were used to
measure 1% secant modulus, HDT and Izod impact resis-
tance.

Testing of Nucleated Polyethylene

Flexural properties testing (reported as bi-directional
modulus) was performed on the above mentioned plaques
using an MTS Q-Test-5 instrument with a span of 32 mm, a
fixed deflection rate of 8.53 mm/minute, and a nominal
sample width of 50.8 mm. Samples were prepared by cutting
square sections (approximately 50 mmx50 mm) from the
centers of the plaques in order to obtain an isotropically sized
sample. In addition to testing the samples across the machine/
flow direction as is customary (labeled as “Transverse Direc-
tion” in the results table), samples were also tested by flexing
across the transverse direction to flow to measure stiffness in
that direction as well (labeled as “Machine Direction” in the
results table) in order to examine the bi-directional stiffness
of the plaques.

Multi-axial Impact testing was performed in the above
mentioned plaques using an Instron Ceast 9350 tester accord-
ing to ISO 6603 standard, using a 2.2 m/sec speed and a
chamber temperature of -30° C. Flexural modulus testing
(reported as 1% secant modulus) was performed in the above
mentioned bars using a MTS Qtest/5 instrument, according to
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ASTM D790 procedure B. Heat deflection temperature was
performed in the above mentioned bars using a Ceast HDT 3
VICAT instrument, according to ASTM D648-07 method B.
Izod impact testing was performed in the above mentioned
bars, using a Tinius-Olsen 892T instrument, according to
ASTM D256, method A.

The peak polymer recrystallization temperature (T,) for
the thermoplastic polymer compositions was measured using
a differential scanning calorimeter (Mettler-Toledo DSC822
differential scanning calorimeter). In particular, a sample was
taken from the target part and heated at a rate of 20° C./minute
from a temperature of 60° C. to 220° C., held at 220° C. for
two minutes, and cooled at a rate of approximately 10°
C./minute to a temperature of 60° C. The temperature at
which peak polymer crystal reformation occurred (which
corresponds to the peak polymer recrystallization tempera-
ture) was recorded for each sample.

Example 11-13

These examples demonstrate some of the physical proper-
ties exhibited by a high density polyethylene polymer that has
been nucleated with nucleating agents according to the inven-
tion. Polymer compositions were prepared by compounding
(as described above) Preparation Example EX5 and different
acid scavengers into a commercially available high density
polyethylene (Dowlex™ IP 40) having a density of approxi-
mately 0.954 g/cm® and a melt flow index of approximately
40 dg/minute. The resin was first ground, mixed with the
additives, and then compounded and extruded to form pellets.
The formed polymer composition pellet was then injection
molded into testing plaques and bars.

The formulation information for Examples 11 to I3 and
Comparative Example CI1 is listed in table I1. The peak
polymer recrystallization temperature (T,), multi-axial
impact at temperatures of =30° C. and bi-directional modulus
(measured on plaques), and 1% secant modulus and heat
deflection temperature (measured on bars) are reported in
Tables 12 and I3 below.

TABLE I1

Formulation information for Samples CI1, I1, I2 and I3.

Additives
Examples EXS Zinc Stearate DHT-4A
CIl None None None
I1 1500 ppm None None
12 1500 ppm 1500 ppm None
13 1500 ppm None 500 ppm
TABLE 12

Multi-axial impact at temperature of —30° C. and bi-directional modulus of

sample CI1, I1, I2 and I3.

Property

Multi-Axial Impact

(2.2 m/s at =30° C.) Bi-directional Modulus

Total Std Machine Std  Transverse  Std
Energy Dev Ductility Std  Direction Dev Direction Dev
Sample (@] (@] Index Dev (MPa) (MPa) (MPa) (MPa)
cn 12.0 0.5 2.6 0.5 988 6 1060 3
11 15.5 0.8 7.8 1.5 1069 2 1053 15
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TABLE I2-continued
Multi-axial impact at temperature of —30° C. and bi-directional modulus of
sample CI1, I1, I2 and I3.
Property
Multi-Axial Impact
(2.2 m/s at =30° C.) Bi-directional Modulus
Total Std Machine Std  Transverse  Std
Energy Dev Ductility Std  Direction Dev Direction Dev
Sample (@] (@] Index Dev (MPa) (MPa) (MPa) (MPa)
12 13.4 1.5 4.3 1.7 979 12 1129 10
13 16.7 1.2 13.1 3.8 1058 3 1062 6
15
TABLE I3 TABLE 14
1% secant modus, heat deflection temperature, and peak polymer
recrystallization temperature of CI1, 11, 12, and I3. Formulation information for Samples CI2, 14, I5 and I6.
20
Property
Additives
1% Secant Std Dev Heat Deflection T,
Sample Modulus (MPa) (MPa) temperature (° C.) °C)
Calcium
CIl 810 1 61 116.0
it 862 14 69 1178 25 Examples EX46 Stearate DHT-4A
12 788 4 61 117.7
13 856 12 68 118.3 CI2 None None None
14 1500 ppm None None
15 1500 1500 N
Example 14-16 30 ppin b one
16 1500 ppm None 500 ppm
These examples demonstrate some of the physical proper-
ties exhibited by a high density polyethylene polymer that has
been nucleated with nucleating agents according to the inven-
TABLE 15

Multi-axial impact at temperature of —30° C. and bi-directional modulus of
sample CI2, 14, I5 and 16

Property

Multi-Axial Impact
(2.2 mVs at-30°C.)

Bi-directional Modulus

Total Std Machine Std  Transverse  Std
Energy Dev Ductility Std  Direction Dev Direction Dev
Sample (@] (@] Index Dev (MPa) (MPa) (MPa) (MPa)
cR 131 08 4.0 12 946 10 1017 14
14 181 15 12.7 4.8 978 8 991 3
15 168 1.2 8.7 3.5 946 15 1022 1
16 17.5 04 10.2 2.5 998 13 1009 5
tion. Polymer compositions were prepared by compounding TABLE 16
(as described above) Preparation Example EX46 and differ-
ent acid scavengers into commercially available high density 55 1% secant modus, peak polymer recrystallization temperature,
polyethylene (Dowlex™ IP 40) having a density of approxi- and heat deflection temperature of CI2, 14, IS and I6.
mately 0.954 g/cm® and a melt flow index of approximately
40 dg/minute. The resin was first ground, mixed with the Property
additives, and then compounded and extruded to form pellets. )
The formed polymer composition pellet was then injection 1% Secant Std Dev. - Heat Deflection L
. p y P p . J . 60 Sample Modulus (MPa) (MPa) temperature (° C.) (°C)
molded into testing plaques and bars. The formulation infor-
mation for examples 14 to 16 and Comparative Example CI12 cI2 839 7 63 116.2
is listed in Table I4. The peak polymer recrystallization tem- 4 882 5 67 117.2
perature (T,), multi-axial impact at temperature of -30° C. 15 850 8 65 117.2
and bi-directional modulus (measured on plaques), and 1% 65 16 879 6 68 118.0

secant modulus and heat deflection temperature (measured on
bars) are reported in Table IS and 16 below.
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Example 17

This example demonstrates some of the physical properties
exhibited by a high density polyethylene polymer that has
been nucleated with nucleating agents according to the inven-
tion. Polymer compositions were prepared by compounding
(as described above) Preparation Example EX76 into a com-

82
Example I18-110

These examples demonstrate some of the physical proper-
ties exhibited by a high density polyethylene polymer that has
been nucleated with nucleating agents according to the inven-
tion. Polymer compositions were prepared by compounding
(as described above) Preparation Example EX5 and different

mercially available high density polyethylene (Dowlex™ IP 10 acid scavengers into a commercially available high density
. . . 1]™ 1 -
40) having a density of approximately 0.954 g/cm> and a melt pplyethylene (EXXOHMObﬂ HDEE HD6719) haVlgg aden
flow index of approximately 40 dg/minute. The resin was first sity of ?ppr0x1mately 0'?5 2 g/em” and a melt flow index of
ground, mixed with the additives, and then compounded and ap.proxm.lately 19 .d.g/ minute. The resin was first ground,
extruded to form pellets. The formed polymer composition 15 mixed with the additives, and then compounded and extruded
pellet was then injection molded into testing plaques and bars. to for.n% peuets. The formed po.lymer composition pellet was
The formulation information for Example 17 and Compara- then injection molded into testing plaques and bars. The for-
tive Example CI3 is listed in Table I7. The peak polymer mulation information for Examples I8 to 110 and Compara-
recrystallization temperature (T,), multi-axial impact at tem- ~ 4V€ Exan.lple. CT14 is listed in Tab?e H.O' The peak polymer
perature of -30° C. and bi-directional modulus (measured on 20 recrystallization temperature, multi-axial impact at tempera-
plaques), and 1% secant modulus and heat deflection tem- ture of -30° C. and bi-directional modulus (meas.ured on
perature (measured on bars) were measured and reported in ~ Plaques), and 1% secant modulus and heat deflection tem-
Table I8 and I9 below. perature (measured on bars) were measured and are reported
5 in Table 111 and I12 below.
TABLE I7
TABLE 110
Formulation information for Samples CI3 and I7.
Formulation information for Samples CI4, I8, I9 and 110.
Additives
30 Additives
Calcium
Examples EX76 Stearate DHT-4A Calcium
Examples EXS Stearate DHT-4A
CI3 None None None
17 2000 ppm None None CH4 None None None
18 1500 ppm None None
TABLE I8
Multi-axial impact at temperature of —30° C. and bi-directional modulus of
samples CI3 and I7
Property
Multi-Axial Impact
(2.2 m/s at =30° C.) Bi-directional Modulus
Total Std Machine Std  Transverse  Std
Energy Dev Ductility Std  Direction Dev Direction Dev
Sample (@] (@] Index Dev (MPa) (MPa) (MPa) (MPa)
CI3 11.6 4.9 3.0 0.7 931 15 957 11
17 17.3 0.9 14.0 5.0 918 8 989 12
TABLEI9 TABLE 110-continued
1% secant modulus, heat deflection temperafure, and peak 55 Formulation information for Samples CI4, I8, 19 and I10.
polymer recrystallization temperature of CI3 and I7.
P " Additives
roperty
1% Secant Std Dev Heat Deflection T, 60 Calcium
Sample Modulus (MPa) (MPa) temperature (° C.)  (°C.) Examples EX5 Stearate DHT-4A
CI3 805 1 61 116.3 19 1500 ppm 1500 ppm None
17 888 14 70 1177 65 110 1500 ppm None 500 ppm
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TABLE I11

Multi-axial impact at temperature of —30° C. and bi-directional modulus of
sample CI4, I8, 19 and 110.

Property
Multi-Axial Impact
(2.2 m/s at =30° C.) Bi-directional Modulus
Total Std Machine Std  Transverse Std

Energy Dev Ductility Std  Direction Dev Direction Dev
Sample (@] (@] Index Dev (MPa) (MPa) (MPa) (MPa)

Cl 284 0.6 4.5 0.7 1020 12 1142 7
18 299 03 4.9 1.0 1137 4 1128 7
© 29.6 04 4.9 0.7 1107 4 1130 11
110 299 07 454 1.3 1143 13 1129 14
TABLE 112 multi-axial impact at temperature of -30° C. and bi-direc-

tional modulus (measured on plaques), and 1% secant modu-
20 lus, izod impact at =30° C., and heat distortion temperature
(measured on bars) were measured and are reported in Table

1% secant modulus, heat deflection temperature, and peak polymer
recrystallization temperature of CI4, I8, I9 and I10.

Property 114 and 1115 below.
1% Secant Std Dev Heat Deflection T,

Sample Modulus (MPa) (MPa) temperature (° C.) °C) 25 TABLE I13

Cl4 869 13 64 117.2 Formulation information for Samples CI5, 111 and I12.

18 948 10 69 119.7

19 916 5 70 119.3 Additives

110 957 10 71 120.0
Examples EX46 EX76

30
CI5 None None
Example 111-112 1t 2000 ppm None

112 None 2000 ppm

These examples demonstrate some of the physical proper-
ties exhibited by a high density polyethylene polymer that has

TABLE 114

Multi-axial impact at temperature of —30° C. and Bi-directional modulus of
sample CI5, I11 and I12. Plaques molded at 15 cc/sec

Property
Multi-Axial Impact
(2.2 m/s at =30° C.) Bi-directional Modulus
Total Std Machine Std  Transverse Std

Energy Dev Ductility Std  Direction Dev Direction Dev
Sample (@] (@] Index Dev (MPa) (MPa) (MPa) (MPa)

CI5 30.6 0.3 45.9 0.4 879 9 952 9
111 31.4 0.7 45.6 0.9 958 12 957 13
112 29.9 0.1 46.7 0.4 890 6 1162 4

been nucleated with nucleating agents according to the inven- TABLE 115

tion. Polymer compositions were prepared by compounding

(as described above) Preparation Examples EX46 and EX76 1% secant modulus, peak polymer recrystallization temperature, and heat

55 deflection temperature of CI5, I11 and I12. Bars molded at 40 cc/sec

into a commercially available high density polyethylene
(ExxonMobil™ HDPE HD 6719) having a density of

. . . Property
approximately 0.952 g/cm> and a melt flow index of approxi-
mately 19 dg/minute. The resin was first ground, mixed with Heat
the additives, and then compounded and extruded to form ¢ 1% Secant  Std Izod  Std  Deflection
pellets. The formed polymer composition pellet was then Modulus ~ Dev  Impact Dev temperature
injection molded into testing plaques and bars. In this Sample  (MPa) — (MPa)  (J/m) =~ (J/m) ~ (°C) T.0C)
example, the plaques were molded at 15 cc/sec and the bars at CI5 854 3 306 63 67 116.8
40 cc/sec, keeping the other processing conditions the same i 915 g 328 19 69 118.8
as described above. The formulation information for 65 112 965 1 332 11 7 119.0

Examples 111 and 112 and Comparative Example CI5 is listed
in Table I13. The peak polymer recrystallization temperature,
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Example [13-115

These examples demonstrate some of the physical proper-
ties exhibited by a high density polyethylene polymer that has
been nucleated with nucleating agents according to the inven-
tion. Polymer compositions were prepared by compounding
Preparation Examples EX5, EX46 and EX76 into a commer-
cially available high density polyethylene (LyondellBasell
Hostalen® ACP 6541A UV) having a density of approxi-
mately 0.954 g/cm® and a melt flow index of approximately
1.5 dg/minute. The resin was first ground, mixed with the
additives, and then compounded and extruded to form pellets.
The formed polymer composition pellet was then injection
molded into testing plaques and bars. In this example, the
plaques were molded at 220° C. and 20 cc/sec and the bars
were molded at 220° C. and 40 cc/sec, keeping the other
processing conditions the same as described above. The for-
mulation information for Examples 113, 114, 115 and Com-
parative Example CI6 is listed in Table I16. The peak polymer
recrystallization temperature, multi-axial impact at tempera-
ture of -30° C. and bi-directional modulus (measured on
plaques), and 1% secant modulus, Izod impact, and heat
deflection temperature (measured on bars) were measured
and are reported in Table 117 and 118 below.

TABLE 116

Formulation information for Samples CI6, 113, 114 and I15.

Additives

Examples EXS EX46 EX76

CI6 None None None
113 2000 ppm None None
114 None 2000 ppm None
115 None None 2000 ppm

TABLE 117
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TABLE 118-continued

1% secant modulus, peak polymer recrystallization temperature, and heat
deflection temperature of CI6, 113, 114 and I15.

Property
Heat
1% Secant Std Izod Std Deflection
Modulus Dev Impact Dev temperature
Sample (MPa) (MPa) (J/m) (J/m) (°C) T.(°C)
114 858 6 47.2 1.3 54 119.0
115 1061 4 36.2 1.7 80 118.5

Manufacture of Nucleated Thin Wall Injection
Molded Deli-Cups

The polyethylene resins used were first ground to a 35
mesh powder. The inventive nucleating agent was added to
the resin and blended in a Henschel high intensity mixer for
about 2 minutes with a blade speed of about 2100 rpm. The
samples were then melt compounded in a MPM single screw
extruder, with a 38 mm diameter screw. The barrel tempera-
ture of the extruder was ramped from 160 to 190° C. The
extrudate in the form of strands, was cooled in a water bath
and then subsequently pelletized. Deli-cups with a volumetric
capacity of 16 oz. were produced in a Husky S-90 RS40/32
injection molder, 90 ton clamp and accumulator assisted/high
speed injection unit, using a single cavity mold. The injection
molder has a 32 mm diameter reciprocating screw, with a
length to diameter ratio of 25:1. The barrel temperature of the
extruder was between 190 and 210° C. depending on the melt
index of the resin, with the hot runners temperatures also set
atabout 210° C. The mold temperature was set atabout 12° C.
The dimensions of the Deli-cups are approximately 117 mm
diameter and 76 mm high.

Multi-axial impact at temperature of —30° C. and bi-directional modulus of

sample CI6, 113, 114 and I15. Plaques molded at 20 cc/sec

Property
Multi-Axial Impact
(2.2 m/s at =30° C.) Bi-directional Modulus
Total Std Machine Std  Transverse  Std
Energy Dev Ductility Std  Direction Dev Direction Dev
Sample (@] (@] Index Dev (MPa) (MPa) (MPa) (MPa)
CI6 30.3 0.5 43.8 0.8 1016 7 1239 4
113 29.9 0.2 43.5 1.0 1061 14 1305 8
114 29.9 0.4 42.6 1.0 1057 3 1314 4
115 28.3 0.3 44.5 1.0 1052 12 1198 11
TABLE 118 53 Testing of Nucleated Polyethylene Deli Cups

1% secant modulus, peak polymer recrystallization temperature, and heat
deflection temperature of CI6, 113,114 and I15.

Property
60
Heat
1% Secant Izod Std Deflection
Modulus Dev Impact Dev temperature
Sample (MPa) (MPa)  (Jym) (J/m) (°C) T.(°C.)
CI6 923 467 14 61 117.0 65
113 894 48.7 14 53 119.2

The % haze of the parts was measured on the side wall
using a BYK Gardner Haze meter, according to ASTM
D1023. The clarity of the parts was measured on the side wall
using a BYK Gardner Haze meter. The top load of the parts
was measured using a M TS Q-Test-5 instrument according to
ASTM D 2659. The peak polymer recrystallization tempera-
ture (T,) for the thermoplastic polymer compositions was
measured using a differential scanning calorimeter (Mettler-
Toledo DSC822 differential scanning calorimeter). In par-
ticular, a compression molded plaque was prepared from the
pellets and a sample was taken from the plaque and heated at
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a rate of 20° C./minute from a temperature of 60° C. to 220°
C., held at 220° C. for two minutes, and cooled at a rate of
approximately 10° C./minute to a temperature of 60° C. The
temperature at which peak polymer crystal reformation
occurred (which corresponds to the peak polymer recrystal-
lization temperature) was recorded for each sample.

Example 116-118

These examples demonstrate some of the physical proper-
ties exhibited by high density polyethylene polymer articles
(Deli-cups) that have produced using a composition contain-
ing a nucleating agent according to the invention. The poly-
ethylene articles were prepared by compounding (as
described above) Preparation Examples EX5, EX46, and
EX76 into a commercially available high density polyethyl-
ene (Dowlex IP 40) having a density of approximately 0.954
g/cm’ and a melt flow index of approximately 40 dg/minute.
The resin was first ground, mixed with the additives, and then
compounded and extruded to form pellets as described above.
The formed polymer composition pellet was then processed
by thin wall injection molding (TWIM) to form the polyeth-
ylene articles. In this example, the Deli-cups were produced
using a fill time 0f 0.21 sec. The formulation information for
Examples 1116, 117, 118 and Comparative Example CI7 is
listed in Table 119. The recrystallization peak time (measured
in a compression molded plaque produced with the pellets),
the clarity, haze, and the top load of the deli cups were mea-
sured and reported in Table 120 below.

TABLE 119

Formulation information for Samples CI7 and 116
to 118. All the compositions contain 1000 ppm
of Irganox1010 and 800 ppm of Irgafos 168.

Additives
Examples EXS EX46 EX76
Cr7 0 0 0
116 1500 ppm 0 0
117 0 1500 ppm 0
118 0 0 1500 ppm
TABLE 120

Select physical properties of Comparative Samples CI17 and sample 116
to I18.

Properties

Top Load

Peak

DSC Optical Properties Load

Sample T,(°C.) Haze StdDev Clarity StdDev (N) Std Dev

CI17 114.3 98.2  0.11 75.1 0.89 658 10
116 117.2 77.6  0.41 96.1 0.11 698 14
117 115.7 79.6  0.22 974 0.08 705 12
118 116.5 88.1 0.08 95.7 0.09 653 9

Manufacture of Nucleated Injection Molded Food
Storage Container

The polyethylene resins used were first ground to a 35
mesh powder. The inventive nucleating agents were added to
the resin and blended in a Henschel high intensity mixer for
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about 2 minutes with a blade speed of about 2100 rpm. The
samples were then melt compounded in a MPM single screw
extruder, with a 38 mm diameter screw. The barrel tempera-
ture of the extruder was ramped from 160 to 190° C. The
extrudate in the form of strands, was cooled in a water bath
and then subsequently pelletized. Reusable food storage con-
tainers with an approximate weight of 62 g were produced in
a Husky S-90 RS40/32 injection molder, 90 ton clamp and
accumulator assisted/high speed injection unit, using a single
cavity mold. The injection molder has a 32 mm diameter
reciprocating screw, with a length to diameter ratio of 25:1.
The barrel temperature of the extruder was between 190 and
220° C. depending on the melt index of the resin, with the hot
runners temperatures also set at about 220° C. The mold
temperature was set at about 12° C. The dimensions of the
food storage containers are 190.5 mmx98.4 mmx76.2 mm,
and the wall thickness is about 1 mm.

Testing of Nucleated Polyethylene Food Storage
Containers

The % haze of the parts was measured on the side wall
using a BYK Gardner Haze meter, according to ASTM
D1023. The clarity of the parts was measured on the side wall
using a BYK Gardner Haze meter. The top load of the parts
was measured using a M TS Q-Test-5 instrument according to
ASTM D 2659. The peak polymer recrystallization tempera-
ture (T,) for the thermoplastic polymer compositions was
measured using a differential scanning calorimeter (Mettler-
Toledo DSC822 differential scanning calorimeter). In par-
ticular, a compression molded plaque was prepared from the
pellets and a sample was taken from the plaque and heated at
a rate of 20° C./minute from a temperature of 60° C. to 220°
C., held at 220° C. for two minutes, and cooled at a rate of
approximately 10° C./minute to a temperature of 60° C. The
temperature at which peak polymer crystal reformation
occurred (which corresponds to the peak polymer recrystal-
lization temperature) was recorded for each sample.

Example H1-H3

These examples demonstrate some of the physical proper-
ties exhibited by a high density polyethylene polymer article
(food storage container) that has been nucleated with nucle-
ating agents according to the invention. The polyethylene
articles were prepared by compounding Preparation
Examples EXS, EX46, and EX76 into a commercially avail-
able high density polyethylene (ExxonMobil™ HDPE HD
6719) having a density of approximately 0.952 g/cm® and a
melt flow index of approximately 19 dg/minute. The resin
was first ground, mixed with the additives, and then com-
pounded and extruded to form pellets as described above. The
formed polymer composition pellet was then processed by
injection molding (IM) to form the polyethylene articles. In
this example, the Housewares were produced using a fill time
ot2.8 sec. The formulation information for Examples H1, H2,
H3 and Comparative Example CH1 is listed in Table TH1.
The recrystallization peak time (measured in a compression
molded plaque produced with the pellets), the clarity, haze,
and the top load were measured and are reported in Table TH2
below.
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TABLE THI

90
TABLE TH4

Formulation information for Samples CH1 and H1
to H3. All the compositions contain 1000 ppm

Select physical properties of Comparative Samples CH2 and H4 to H6.

of Irganox 1010 and 800 ppm of Irgafos 168. Properties
Additives 5
Top Load
Examples EXS EX46 EX76
Peak
CH1 0 0 0 DSC Optical Properties Load
H1 1500 ppm 0 0
H2 0 1500 ppm 0 10 Sample T.(°C.) Haze StdDev Clarity StdDev (N) Std Dev
H3 0 0 1500 ppm
CH2 1135 103.0 0.0 2.1 03 1659 11
H4 1185 984 0.1 91.2 03 1731 12
HS 1173 100.0 0.0 89.9 01 1690 15
TABLE TH2 H6 1180  101.0 0.0 83.8 04 1737 8
15
Select physical properties of Comparative Samples CHI and H1 to H3.
Properties Example H7-H9
— TopLoad These examples demonstrate some of the physical proper-
Poak 20 ties exhibited by a high density polyethylene polymer article
DSC Optical Properties Load (food storage container) that has been produced using a resin
) nucleated with a nucleating agent according to the invention.
Sample T,(°C.) Haze StdDev Clarity StdDev (N) Std Dev . .
Polyethylene articles were prepared by compounding Prepa-
CHI1 1145 103.0 05 2.8 0.1 1594 26 ration Examples EX5, EX46, and EX76 into a commercially
H1 1182 965 03 91.9 02 1632 29 25 Qable i low densi Ivethvl E Mobil™
o 77 975 o 033 ol 1leo1 1z available linear low density polyethylene (Exxon fobi
H3 118.0 99.7 0.1 89.2 0.1 1690 11 LLDPE LL 610017) haVlIlg a densr[y of approx1mately
0.925 g/cm® and a melt flow index of approximately 20
dg/minute. The resin was first ground, mixed with the addi-
30 tives, and then compounded and extruded to form pellets as
Example H4-H6 described above. The formed polymer composition pellet was
then processed by injection molding (IM) to form the poly-
These examples demonstrate some of the physical proper- ethylene articles. In this example, the housewares were pro-
ties exhibited by a high density polyethylene polymer article duced using afill time of 2.7 sec. The formulation information
(food storage container) that has been made with a resin 33 for %X?m’lf‘lisl le’HIg&T 1;119 and Conlllpara.tlve E’;?(ml?le CH3is
nucleated with a nucleating agent according to the invention. 1sted 1n lable - 1he recrystallization peak time (mea-
Pol . . sured in a compression molded plaque produced with the
olyethylene articles were prepared by compounding Prepa- :
. . . pellets), the clarity, haze, and the top load were measured and
ration Examples EX5, EX46, and EX76 into a commercially are reported in Table TH6 below
available high density polyethylene (Dow™ HDPE DMDA.- 0 P ’
8965 NT 7) having a density of approximately 0.954 g/cm®
. . : TABLE THS
and a melt flow index of approximately 66 dg/minute. The
resin was first ground, mixed with the additives, and then Formulation information for Samples CH3 and H7
compounded and extruded to form pellets as described above. to HO. All the compositions contain 1000 ppm
i of Trganox1010 and 800 ppm of Irgafos 168.
The formed polymer composition pellet was then processed 45
by injection molding (IM) to form the polyethylene articles. Additives
In this example, the housewares were produced using a fill
time of 3.0 sec. The formulation information for Examples Examples EX5 EX46 EX76
H4, HS, H6 and Comparative Example CH2 is listed in Table CH3 0 0 0
TH3. The recrystallization peak time (measured in a com- s5q H7 1500 ppm 0 0
pression molded plaque produced with the pellets), the clar- H8 0 1500 ppm 0
ity, haze, and the top load were measured and are reported in Ho 0 0 1500 ppm
Table TH4 below.
TABLE TH3 55 TABLE TH6
Formulation information for Samples CH2 and H4 Select physical properties of comparative samples CH3 and H7 to HO.
to Hé6. All the compositions contain 1000 ppm
of Irganox1010 and 800 ppm of Irgafos 168. Properties
Additives 60 Top Load
Examples EXS EX46 EX76 Peak
DSC Optical Properties Load
CH2 0 0 0
H4 1500 ppm 0 0 Sample T,(°C.) Haze StdDev Clarity StdDev (N) Std Dev
HS 0 1500 ppm 0
H6 0 0 1500 ppm 65 cH3 1065 900 0.1 93.2 02 618 8
H7 1153 780 0.1 95.2 01 642 8
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TABLE TH6-continued

Select physical properties of comparative samples CH3 and H7 to H9.

Properties

Top Load

Peak
DSC Optical Properties Load
Sample T,(°C.) Haze StdDev Clarity StdDev (N) Std Dev
HS8 114.2 78.6 0.3 96.5 0.1 650 9
H9 114.5 86.1 0.1 95.7 0.1 646 4

Example H10-H12

These examples demonstrate some of the physical proper-
ties exhibited by a high density polyethylene polymer article
(food storage container) that has been made with a resin
nucleated with a nucleating agent according to the invention.
Polyethylene articles were prepared by compounding Prepa-
ration Examples EX5, EX46, and EX76 into a commercially
available linear low density polyethylene (Dowlex™ 2517)
having a density of approximately 0.919 g/cm® and a melt
flow index of approximately 25 dg/minute. The resin was first
ground, mixed with the additives, and then compounded and
extruded to form pellets as described above. The formed
polymer composition pellet was then processed by injection
molding (IM) to form the polyethylene articles. In this
example, the housewares were produced using a fill time of
2.5 sec. The formulation information for Examples H10,
H11, H12 and Comparative Example CH4 is listed in Table
TH?7. The recrystallization peak time (measured in a com-
pression molded plaque produced with the pellets), the clar-
ity, haze, and the top load were measured and are reported in
Table TH8 below.

TABLE TH7

Formulation information for Sample CH4 and H10
to H12. All the compositions contain 1000 ppm
of Irganox1010 and 800 ppm of Irgafos 168.

Additives
Examples EXS EX46 EX76
CH4 0 0 0
H10 1500 ppm 0 0
H11 0 1500 ppm 0
H12 0 0 1500 ppm
TABLE THS

Select physical properties of Comparative Samples CH4 and H10 to
H12.

Properties

Top Load

Peak
DSC Optical Properties Load
Sample T,(°C.) Haze StdDev Clarity StdDev (N) Std Dev
CH4 100.3 97.0 0.1 84.9 0.2 426 7
H10 116.0 78.9 0.2 95.4 0.1 471 5
H11 115.0 82.0 0.1 97.8 0.0 464 5
H12 114.0 88.8 0.3 96.7 0.1 481 3
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Formation of Nucleated Polypropylene

The different additives were added to the polypropylene
base resin and blended in a Henschel high intensity mixer for
about 2 minutes with a blade speed of about 2100 rpm. The
samples were then melt compounded on a DeltaPlast single
screw extruder, with a 25 mm diameter screw and a length to
diameter ratio of 30:1. The barrel temperature of the extruder
was ramped from 190 to 230° C. and the screw speed was set
at about 130 rpm. The extrudate in the form of a strand, was
cooled in a water bath and then subsequently pelletized.

Plaques and bars were formed through injection molding
on an Arburg 40 ton injection molder with a 25.4 mm diam-
eter screw. The barrel temperature of the injection molder was
230° C. and the mold temperature was controlled at 25° C.
The injection speed for the plaques was 2.4 cc/sec, and their
dimensions are about 60 mm long, 60 mm wide and 2 mm
thick. These plaques were used to measure recrystallization
temperature, bi-directional stiffness. The injection speed for
the bars was 15 cc/sec, and their dimensions are about 127
mm long, 12.7 mm wide and 3.3 mm thick. These bars were
used to measure 1% secant modulus, HDT and Izod impact
resistance.

Testing of Nucleated Polypropylene

Flexural properties testing (reported bi-directional modu-
lus) was performed on the above mentioned plaques using an
MTS Q-Test-5 instrument with a span of 32 mm, a fixed
deflection rate of 8.53 mm/minute, and a nominal sample
width of 50.8 mm. Samples were prepared by cutting square
sections (approximately 50 mmx50 mm) from the centers of
the plaques in order to obtain an isotropically sized sample. In
addition to testing the samples across the machine/flow direc-
tion as is customary (labeled as “Transverse Direction” in the
results table), samples were also tested by flexing across the
transverse direction to flow to measure stiffness in that direc-
tion as well (labeled as “Machine Direction” in the results
table) in order to examine the bi-directional stiffness of the
plaques.

Flexural modulus testing (reported as 1% secant modulus)
was performed in the above mentioned bars using a MTS
Qtest/5 instrument, according to ASTM D790 procedure B.
Heat deflection temperature was performed in the above men-
tioned bars using a Ceast HDT 3 VICAT instrument, accord-
ing to ASTM D648-07 method B. Izod impact testing was
performed in the above mentioned bars, using a Tinius-Olsen
892T instrument, according to ASTM D256, method A. The
peak polymer recrystallization temperature (T ) for the ther-
moplastic polymer compositions was measured using a dif-
ferential scanning calorimeter (Mettler-Toledo DSC822 dit-
ferential scanning calorimeter). This was accomplished by
heating a roughly 5 milligram sample obtained from the target
plaques at 20° C./minute from 50° C. to 220° C., holding at
220° C. for 2 minutes, cooling the plaques at a rate of about
20° C./minute back to 50° C., and recording the temperature
at which peak polymer crystal reformation occurs (T,).

Example P1-P6

These examples demonstrate some of the physical proper-
ties exhibited by a polypropylene polymer that has been
nucleated with nucleating agents according to the invention.
Polymer compositions were prepared by compounding
Preparation Examples EX5, EX46, EX9, EX8, EX36 and
EX76 into a commercially available polypropylene
homopolymer (LyondellBasell Pro-Fax™ 6301) having a
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melt flow index of approximately 12 dg/minute. The resin
was first mixed with the inventive nucleating agent with anti-
oxidant and acid scavengers, then the mixture compounded
and extruded to form pellets. The formed pellet was injection
molded into testing plaques and bars as described above. The
formulation information for Examples P1 to P6 and Com-
parative Example CP1 is listed in Table P1. The peak polymer
recrystallization temperature, bi-directional modulus, Izod
impact, and heat deflection temperature were measured and
reported in Table P2 and P3 below.

TABLE P1

Formulation information for Samples CP1 and P1 to P6. All the
compositions contain 500 ppm of Irganox 1010, 1000 ppm of Irgafos 168,
and 800 ppm of calcium stearate.

Additives
Examples EX5 EX46 EX9 EX8 EX36 EX76
CP1 0 0 0 0 0 0
P1 2000 O 0 0 0 0
ppm
P2 0 2000 0 0 0 0
ppm
P3 0 0 2000 ppm 0 0 0
P4 0 0 0 2000 ppm 0 0
P5 0 0 0 0 2000 ppm 0
P6 0 0 0 0 0 2000 ppm
TABLE P2
Bi-directional modulus of comparative
example CP1 and examples P1 to P6
Property
Bi-directional Modulus
Machine Std Dev Transverse Std Dev
Sample Direction (MPa) (MPa) Direction (MPa) (MPa)
CP1 1599 9 1562 11
P1 1840 21 1818 12
P2 1744 13 1759 11
P3 1709 20 1750 15
P4 1695 18 1771 17
P5 1745 13 1711 14
P6 1681 17 1652 12
TABLE P3
Peak polymer recrystallization temperature, Izod impact
at room temperature, and heat deflection temperature
of comparative example CP1 and examples P1 to P6
Property
T, Izod Std Dev Heat Deflection
Sample (°C) Impact (J/m) (J/m) temperature (° C.)
CP1 117.8 18.0 0.3 95
P1 123.5 23.6 8.5 113
P2 122.5 33.5 6.0 110
P3 123.5 37.6 1.4 106
P4 129.4 322 4.1 111
P5 128.7 32.5 6.2 108
P6 124.4 34.3 7.3 102

Example P7-P12

These examples demonstrate some of the physical proper-
ties exhibited by a polypropylene polymer that has been
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nucleated with a nucleating agent according to the invention.
Polymer compositions were prepared by compounding
Preparation Examples EX5, EX46, EX9, EX8, EX36 and
EX76 into a commercially available polypropylene
homopolymer (LyondellBasell Pro-Fax™ 6301) having a
melt flow index of approximately 12 dg/minute. The resin
was first mixed with the nucleating agents of invention with
antioxidant and acid scavengers, then the mixture com-
pounded and extruded to form pellets. The formed pellet was
injection molded into testing plaques and bars as described
above. The formulation information for Examples P7 to P12
and Comparative Example CP2 is listed in Table P4. The peak
polymer recrystallization temperature, bi-directional modu-
lus, Izod impact, and heat deflection temperature were mea-
sured and reported in Table PS5 and P6 below.

TABLE P4

Formulation information for Samples CP2 and P7 to P12. All the

compositions contain 500 ppm of Irganox 1010, 1000 ppm pf Irgafos 168,
and 500 ppm of DHT-4A.
Additives
Examples EX5 EX46 EX9 EX8 EX36 EX76
Cp2 0 0 0 0 0 0
P7 2000 O 0 0 0 0
ppm
P8 0 2000 0 0 0 0
ppm
P9 0 0 2000 ppm 0 0 0
P10 0 0 0 2000 ppm 0 0
P11 0 0 0 0 2000 ppm 0
P12 0 0 0 0 0 2000 ppm
TABLE P5
Bi-directional modulus of comparative
example CP2 and examples P7 to P12
Property
Bi-directional Modulus
Machine Std Dev Transverse Std Dev
Sample Direction (MPa) (MPa) Direction (MPa) (MPa)
Cp2 1540 9 1543 18
P7 1769 15 1733 11
P8 1776 6 1746 7
P9 1719 12 1762 8
P10 1691 9 1660 11
P11 1697 14 1638 7
P12 1691 9 1660 11
TABLE P6
Peak polymer recrystallization temperature, Izod impact
at room temperature, and heat deflection temperature
of comparative example CP2 and examples P7 to P12
Property
T, Izod Std Dev Heat Deflection
Sample °C) Impact (J/m) (J/m) temperature (° C.)
Cp2 116.6 22.6 5.6 93
P7 126.3 32.4 6.3 111
P8 1264 30.1 5.8 111
P9 129.5 30.2 6.9 109
P10 127.2 31.2 7.0 108
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TABLE P6-continued
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TABLE P8-continued

Peak polymer recrystallization temperature, Izod impact
at room temperature, and heat deflection temperature
of comparative example CP2 and examples P7 to P12

Bi-directional modulus of comparative
example CP3 and examples P13 to P18

5 Property
Property Bi-directional Modulus
T, Izod Std Dev Heat Deflection Machine Std Dev Transverse Std Dev
Sample (°C) Impact (J/m) (J/m) temperature (° C.) Sample Direction (MPa) (MPa) Direction (MPa) (MPa)
P11 127.7 317 53 108 10 P17 1280 9 1220 14
P12 127.2 31.2 7.0 108 P18 1294 15 1229 12
TABLE P9
Example P13-P18 15
Peak polymer recrystallization temperature, and heat deflection
. t ture of ti le CP3 and les P13 to P18
These examples demonstrate some of the physical proper- Siperarure o1 comparalive campie 2NC CRAMpES 2
ties exhibited by a polypropylene polymer that has been Property
nucleated with a nucleating agent according to the invention. ]
Polymer compositions were prepared by compounding 20 T 1zod StdDev  Heat Deflection
y . p prep y p 2 Sample °C) Impact (J/m) (J/m) temperature (° C.)
Preparation Examples EX5, EX46, EX9, EX8, EX36 and
EX76 into a commercially available impact polypropylene  C€P3 117.0 107.2 98 76
: P13 1259 83.4 11.2 97
copolymer (LyondellBasell Pro-Fax™ SD375S) having a Pl4 1246 044 10 06
melt flow index of approximately 18 dg/minute. P15 125.2 87.4 11.7 94
The resi f xed with th leati £ 25 pis 1305 87.2 83 98
. e. resm was . rs.t mixe: Wlt. the nucleating agents.o P17 1287 83.4 103 9
invention with antioxidant and acid scavengers, then the mix- P18 1283 89.8 9.2 96
ture compounded and extruded to form pellets. The formed
pellet was injection molded into testing plaques and bars as
described above. The formulation information for Examples 30

P13 to P18 and Comparative Example CP3 is listed in Table
P7. The peak polymer recrystallization temperature, bi-direc-
tional modulus, Izod impact, and heat deflection temperature
were measured and reported in Table P8 and P9 below.

TABLE P7

Formulation information for Samples CP3 and P13 to P18. All the
compositions contain 500 ppm of Irganox 1010, 1000 ppm of Irgafos 168,
and 800 ppm of calcium stearate.

Additives
Examples EX5 EX46 EX9 EX8 EX36 EX76
CP3 0 0 0 0 0 0
P13 2000 O 0 0 0 0
ppm
P14 0 2000 0 0 0 0
ppm
P15 0 0 2000 ppm 0 0 0
P16 0 0 0 2000 ppm 0 0
P17 0 0 0 0 2000 ppm 0
P18 0 0 0 0 0 2000 ppm
TABLE P8
Bi-directional modulus of comparative
example CP3 and examples P13 to P18
Property
Bi-directional Modulus
Machine Std Dev Transverse Std Dev
Sample Direction (MPa) (MPa) Direction (MPa) (MPa)
CP3 1168 12 1090 4
P13 1314 8 1262 13
P14 1320 13 1228 12
P15 1300 12 1277 4
P16 1272 7 1249 3
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Example P19-P24

These examples demonstrate some of the physical proper-
ties exhibited by a polypropylene polymer that has been
nucleated with a nucleating agent according to the invention.
Polymer compositions were prepared by compounding
Preparation Examples EX5, EX46, EX9, EX8, EX36 and
EX76 into a commercially available impact polypropylene
copolymer (LyondellBasell Pro-Fax™ SD375S) having a
melt flow index of approximately 18 dg/minute.

The resin was first mixed with the nucleating agents of
invention with antioxidant and acid scavengers, then the mix-
ture compounded and extruded to form pellets. The formed
pellet was injection molded into testing plaques and bars as
described above. The formulation information for Examples
P19 to P24 and Comparative Example CP4 is listed in Table
P10. The peak polymer recrystallization temperature, bi-di-
rectional modulus, Izod impact, and heat deflection tempera-
ture were measured and reported in Table P11 and P12 below.

TABLE P10

Formulation information for Samples CP4 and P19 to P24. All the
compositions contain 500 ppm of Irganox 1010, 1000 ppm of Irgafos
168, and 500 ppm of DHT-4A.

Additives
Examples EX5 EX46 EX9 EX8 EX36 EX76
CP4 0 0 0 0 0 0
P19 2000 0O 0 0 0 0
ppm
P20 0 2000 0 0 0 0
ppm

P21 0 0 2000 ppm 0 0 0
P22 0 0 0 2000 ppm 0 0
P23 0 0 0 0 2000 ppm 0
P24 0 0 0 0 0 2000 ppm
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TABLE P11

Bi-directional modulus of comparative
example CP4 and examples P19 to P24

Property
Bi-directional Modulus
Machine Std Dev Transverse Std Dev
Sample Direction (MPa) (MPa) Direction (MPa) (MPa)
CP4 1205 12 1155 11
P19 1353 4 1298 4
P20 1343 11 1280 9
P21 1340 9 1297 6
P22 1349 19 1300 15
P23 1311 10 1271 18
P24 1335 8 1217 9
TABLE P12

Peak polymer recrystallization temperature, and heat deflection
temperature of comparative example CP4 and examples P19 to P24

Property
T, Izod Std Dev Heat Deflection
Sample (°C) Impact (J/m) (J/m) temperature (° C.)
CP4 120.8 99.6 5.3 83
P19 128.9 82.5 7.6 101
P20 128.1 90.8 11.3 100
P21 128.7 92.3 6.1 96
P22 132.7 83.5 4.9 99
P23 132.8 84.8 5.7 100
P24 131.3 84.9 12.1 98

Manufacture of Nucleated Polyethylene by Injection
Molding

In the following injection molding examples, the polyeth-
ylene resins were prepared as described above in connection
with the preceding injection molding examples. Plaques and
bars were formed through injection molding on an Arburg 40
ton injection molder with a 25.4 mm diameter screw. The
barrel temperature of the injection molder was between 190
and 230° C. depending on the melt index of the resin and the
mold temperature was controlled at 25° C.

Unless otherwise specified, the injection speed for the
plaques was 15 cc/sec, and their dimensions were about 60
mm long, 60 mm wide and 2 mm thick. These plaques were
used to measure bi-directional shrinkage, recrystallization
temperature, and bi-directional stiffness.

Unless otherwise specified, the injection speed for the bars
was 40 cc/sec, and their dimensions were about 127 mm long,
12.7 mm wide and 3.3 mm thick. These bars were used to
measure 1% secant modulus and HDT.

Testing of Nucleated Polyethylene

Shrinkage is measured in the plaques, in both the machine
direction (MD) and the transverse direction (TD), after 48
hours aging at ambient conditions according to ASTM D955.
The percent shrinkage for each direction is calculated using
the following equation:

(Mold Dimension— Test Specimen Dimension)
( - - ] x 100%
Mold Dimension
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Flexural properties testing (reported as bi-directional
modulus) was performed on the above mentioned plaques
using an MTS Q-Test-5 instrument with a span of 32 mm, a
fixed deflection rate of 8.53 mm/minute, and a nominal
sample width of 50.8 mm. Samples were prepared by cutting
square sections (approximately 50 mmx50 mm) from the
centers of the plaques in order to obtain an isotropically sized
sample. In addition to testing the samples across the machine/
flow direction as is customary (labeled as “Transverse Direc-
tion” in the results table), samples were also tested by flexing
across the direction perpendicular to the flow direction to
measure stiffness in that direction (labeled as “Machine
Direction” in the results table) in order to examine the bi-
directional stiffness of the plaques.

The peak polymer recrystallization temperature (T,) for
the thermoplastic polymer compositions was measured using
a differential scanning calorimeter (Mettler-Toledo DSC822
differential scanning calorimeter). In particular, a sample was
taken from the target part and heated at a rate of 20° C./minute
from a temperature of 60° C. to 220° C., held at 220° C. for
two minutes, and cooled at a rate of approximately 10°
C./minute to a temperature of 60° C. The temperature at
which peak polymer crystal reformation occurred (which
corresponds to the peak polymer recrystallization tempera-
ture) was recorded for each sample.

Examples Q1-Q12

These examples demonstrate some of the physical proper-
ties exhibited by a high density polyethylene polymer that has
been nucleated with a blend of EX76 and an acid scavenger,
specifically zinc stearate (ZnSt) or a synthetic dihydrotalcite
compound (DHT-4A). Polymer compositions were prepared
by compounding (as described above) Preparation Example
EX76 and different acid scavengers into a commercially
available high density polyethylene (Nova Sclair® 19G) hav-
ing a density of approximately 0.960 g/cm® and a melt flow
index of approximately 1.2 dg/minute. The resin was first
ground, mixed with the additives, and then compounded and
extruded to form pellets. The formed polymer composition
pellet was then injection molded into testing plaques and bars.

The formulation information for Examples Q1 to Q12 and
Comparative Example CQ1 is listed in table Q1. The peak
polymer recrystallization temperature (T,.), bi-directional
modulus (measured on plaques), and 1% secant modulus and
heat deflection temperature (measured on bars) are reported
in Tables Q2 and Q3 below.

TABLE Q1

Formulation information for Samples CQ1 and Q1 to Q12.

Additives
Examples EX76 DHT-4A ZnSt
CQ1 None None None
Q1 500 ppm None None
Q2 375 ppm 125 ppm None
Q3 375 ppm None 125 ppm
Q4 1000 ppm None None
Q5 750 ppm 250 ppm None
Q6 750 ppm None 250 ppm
Q7 1500 ppm None None
Q8 1125 ppm 375 ppm None
Q9 1125 ppm None 375 ppm
Q10 2000 ppm None None
Q11 1500 ppm 500 ppm None
Q12 1500 ppm None 500 ppm
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TABLE Q2 been nucleated with blends of EX76 and ZnSt at different
ratios. Polymer compositions were prepared by compound-
Bi-directional modulus and bi-directional shrinkage of samples CQ1 and ing (as described above) Preparation Example EX76 and
Q1 to Q12. . . . . .
ZnStinto a commercially available high density polyethylene
Property 5 (Nova Sclair® 19G) having a density of approximately 0.960
Bidirectional g/cm’ and a melt flow index of approximately 1.2 dg/minute.
Bi-directional Modulus IShng{;ZEa The resin was first ground, mixed with the additives, and then
compounded and extruded to form pellets. The formed poly-
Machine  Std  Transverse ~ Std  Machine Transverse mer composition pellet was then injection molded into testing
Sam-  Direction Dev Direction Dev Direction Direction 10 1 db

ple (MPs)  (MPa)  (MPa) (MPa)  (MPa) (MPa) plaques and bars. ]

The formulation information for Examples R1 to R9 and
€Q1 1085 14 1282 29 217 1.54 Comparative Examples CR1 and CR2 are listed in table R1.
Q1 1016 6 1353 3 1.28 0.81 . S
0 1042 3 1343 6 12 0.93 The peak polymer recrystallization temperature (T.), bi-di-
Q3 1197 12 1394 8 0.83 1.27 15 rectional modulus (measured on plaques), and 1% secant
Q4 1057 3 1336 3 1.07 0.92 modulus and heat deflection temperature (measured on bars)
@ 1081 7 1354 10 1.09 0.99 are reported in Tables R2 and R3 below.

Q6 1247 14 1313 7 0.65 148
Q7 1067 4 1329 9 1.05 0.96
Q8 1108 14 1334 7 1.03 1.06 TABLE R1
Q9 1271 5 1278 5 0.6 1.54
Q10 1086 11 1322 12 1.02 1.01 20 Formulation information for Samples CR1, CR2, and R1 to R9.
Q11 1118 15 1336 7 0.95 1.16
Q12 1298 11 1292 3 0.54 1.55 Additives
. . . Examples EX76 ZnSt
EX76 without ZnSt or DHT-4A imparts some machine
direction (MD) crystal growth orientation as evidenced by the 25 CR1 None None
decrease in MD shrinkage. When DHT-4A is used as the acid %{2 0 é\éonem 10(;?0‘1’1‘?
scavenger at a 3:1 ratio of EX76 to DHT-4A, a stronger MD R2 2000 ggm None
orientation (lower MD than TD shrinkage) is present at load- R3 875 ppm 125 ppm
ings of 1,500 ppm of the blend. When ZnSt is used as the acid R4 750 ppm 250 ppm
scavenger, the strong MD orientation is apparent at loadings 30 RS 667 ppm 333 ppm
ofthe blend as low as 500 ppm. This is evident from the lower Eg ; 22 ppm 222 ppm
MD shrinkage, the higher MD stiffness, and a decrease in the RE 330 ppm ppm
. ppm 750 ppm
TD stiffness. RO 125 ppm 875 ppm
TABLE Q3 35
1% secant modulus, heat deflection temperature, and peak polymer TABLE R2
recrystallization temperature of CQ1 and Q1 to Q12.
Bi-directional modulus and bi-directional shrinkage of samples CR1,
Property CR2, and R1 to RO.
40
1% Secant Std Dev Heat Deflection T, Property
Sample Modulus (MPa) (MPa)  temperature (° C.) (°C)
Bi-directional
CQ1 982.4 0.9 59.70 117.17 Bi-directional Modulus Shrinkage
Q1 1121.7 1.2 67.80 119.17
Q2 1133.6 1.1 69.00 119.00 Machine Std  Transverse  Std Machine Transverse
Q3 1221.9 21 78.30 118.67 45 Sam-  Direction Dev Direction Dev Direction  Direction
Q4 11553 1.9 68.10 118.83 ple (MPa) (MPa) (MPa) (MPa) (MPa) (MPa)
Qs 1162.2 3.1 70.50 119.00
Q6 131222 0.7 85.70 119.00 CR1 1168 7.6 1382 8.4 2.11 1.33
Q7 1182.4 3.4 71.90 119.00 CR2 1164 9.3 1375 4 2.13 1.32
Q8 1189.1 0.4 75.10 119.17 Rl 1140 6.6 1525 8.7 1.14 0.57
Q9 1376.3 1.1 91.00 11900 50 R2 1201 8.2 1483 19 0.95 0.65
Q10 1203.8 0.7 74.50 119.33 R3 1297 4.8 1338 6.4 0.59 1.05
Q11 1214.2 1.1 75.30 119.33 R4 1301 6.1 1294 7.5 0.51 1.16
Q12 1416.4 3 93.40 118.83 RS 1286 5.6 1253 2.6 0.49 1.22
R6 1287 6.7 1289 9.1 0.57 1.24
) R7 1237 1.6 1284 8.2 0.72 118
As can be seen from Table Q3, the blends of EX76 with an 55 RS 1221 8.4 1309 11.8 0.79 112
acid scavenger had the same effect on the T, as EX76 alone. R9 1214 3.6 1342 6.8 1.01 1.07
The stiffness measurements and HDT in flex bars confirmed
Fhat using BX76 together with ZnSt or DHT-4A significantly The data for Sample CR2 show that the addition of ZnSt
improves the performance of EX76 as compared to EX76 L S
. . alone does not have a significant effect on the bi-directional
alone. When a blend of the nucleating agent and acid scav- . . - - e
. . 60 stiffness or the shrinkage of this resin. This is evidence that
enger are used, lower loadings of the nucleating agent (EX76) he 7ZnSt d ) h in. Samples R1 and R2 sh
ble to impart similar or better properties than higher the Zn5t does not nucleate the resin. Samples R1 an SHOW
?re de.l FEXT6 al that EX76 without ZnSt imparts MD crystal growth orienta-
oadings o alone. tion (decreasing the MD shrinkage compared to CR1 and
Examples R1-R9 CR2). When ZnSt is used together with EX76, a much stron-
65 ger MD orientation (very low MD shrinkage) is observed.

These examples demonstrate some of the physical proper-
ties exhibited by a high density polyethylene polymer that has

This is true even with a 1:4 ratio blend, where EX76 is only
present at 125 ppm in the resin.
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When EX76 and ZnSt are used together, a very high MD
stiffness and a decrease in the TD stiffness are observed,
which is indicative of a very strong MD orientation. The MD
stiffness imparted by all of the blends is higher than the MD
stiffness of EX76 alone at both 1,000 ppm and 2,000 ppm.
This is surprising since the resins compounded with the
blends contain less EX76. The highest MD stiffness is
obtained with blends of EX76 and ZnSt having ratios ranging
from 4:1, 3:1, 2:1 and 1:1. But even at ratios of 1:3 and 1:4
(which refer to EX76 loadings of 250 ppm and 125 ppm, with
ZnSt at 750 ppm and 875 ppm respectively), MD stiffness is
similar or slightly higher than EX76 alone at 2,000 ppm.

TABLE R3

1% secant modulus, heat deflection temperature, and peak polymer
recrystallization temperature of CR1, CR2, and R1 to R9.

Property
1% Secant Std Dev  Heat Deflection T,
Sample Modulus (MPa) (MPa)  temperature (° C.) (°C)
CR1 889 21.9 62.20 116.33
CR2 882 7 61.70 116.33
R1 1070 6.2 67.40 118.50
R2 1073 5.6 74.10 118.17
R3 1164 6.3 84.50 118.17
R4 1182 9.1 86.90 118.17
RS 1195 4.2 85.00 118.00
R6 1173 8 86.20 118.33
R7 1115 6.5 81.60 118.17
R8 1077 15.6 77.30 117.83
R9 1049 9.9 74.20 117.67

As can be seen from the data in Table R3, EX76 increased
the T, of the resin. The different blends of EX76 with ZnSt did
not improve the T, over that observed with EX76 alone.
Indeed, the T, decreased slightly as the amount of EX76
decreased.

The stiffness measurements and HDT in flex bars con-
firmed the synergy between EX76 and ZnSt. The blends
having ratios of 4:1, 3:1, 2:1, 1:1 and 1:2 (EX76:7ZnSt)
imparted much higher stiffness and HDT than EX76 alone.
And the blends of EX76 with ZnSt at ratios of 1:3 and 1:4
imparted stiffness and HDT values similar to those of EX76
alone. This means that one could use a resin containing a
blend of EX76 at 125 ppm and ZnSt at 875 ppm and still
obtain similar performance to a resin containing EX76 alone
at 2,000 ppm.

Examples S1-S5

These examples demonstrate some of the physical proper-
ties exhibited by a high density polyethylene polymer that has
been nucleated with blends of EX76 and ZnSt at different
ratios. Polymer compositions were prepared by compound-
ing (as described above) Preparation Example EX76 and
different acid scavengers into a commercially available high
density polyethylene (Dow HDPE DMDA-8007 NT7) hav-
ing a density of approximately 0.967 g/cm® and a melt flow
index of approximately 8.3 dg/minute. The resin was first
ground, mixed with the additives, and then compounded and
extruded to form pellets. The formed polymer composition
pellet was then injection molded into testing plaques and bars.

The formulation information for Examples S1 to S5 and
Comparative Example CS1 and CS2 are listed in table S1.
The peak polymer recrystallization temperature (T,), bi-di-
rectional modulus (measured on plaques), and 1% secant
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modulus and heat deflection temperature (measured on bars)
are reported in Tables S2 and S3 below.

TABLE S1
Formulation information for Samples CS1, CS2, and S1 to S5.
Additives
Examples EX76 ZnSt
CS1 None None
CS2 None 1000 ppm
S1 1000 ppm None
S2 2000 ppm None
S3 875 ppm 125 ppm
S4 750 ppm 250 ppm
S5 667 ppm 333 ppm
TABLE S2
Bi-directional modulus and bi-directional shrinkage of samples CS1, CS2,
and S1 to S5.
Property
Bi-directional
Bi-directional Modulus Shrinkage
Machine Std  Transverse  Std Machine Transverse
Sam-  Direction Dev Direction Dev Direction  Direction
ple (MPa) (MPa) (MPa) (MPa) (MPa) (MPa)
CS1 1146 10.8 1233 19.0 1.96 1.75
CS2 1114 12.6 1212 10.2 1.98 1.74
S1 1127 18.4 1302 15.6 0.90 0.90
S2 1194 7.0 1340 5.2 0.87 0.94
S3 1301 15.1 1234 19.1 0.58 1.23
sS4 1286 16.5 1187 18.0 0.57 1.25
S5 1238 11.5 1192 8.9 0.57 1.26

The data for Sample CS2 show that the addition of ZnSt
alone does not have a significant effect on the bi-directional
stiffness or the shrinkage of this resin. These observations
confirm that the ZnSt does not nucleate the resin. The data for
Samples S1 and S2 show that EX76 alone imparts MD crystal
growth orientation (decreasing the MD shrinkage compared
to CS1 and CS2). When ZnSt and EX76 are used together, a
much stronger MD orientation (very low MD shrinkage) is
observed. This is true for all of the blend ratios tested.

When a blend of EX76 and ZnSt is used, a very high MD
stiffness and a decrease in the TD stiffness are observed,
which is indicative of a very strong MD orientation. The MD
stiffness imparted by any of the blends at a total loading of
1,000 ppm is higher than that imparted by EX76 alone, even
at a loading of 2,000 ppm. These results are consistent with
those observed with lower melt flow index polyethylene res-
ins.

TABLE S3
1% secant modulus, heat deflection temperature, and peak polymer
recrystallization temperature of CS1, CS2. and S1 to S5.
Property

1% Secant Std Dev  Heat Deflection T,
Sample Modulus (MPa) (MPa)  temperature (° C.) (°C)
Cs1 958 5.2 66.50 116.67
CS2 940 3.8 64.60 117.67
S1 1137 7.8 77.60 120.33
S2 1227 14.2 82.00 120.67
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TABLE S3-continued

1% secant modulus, heat deflection temperature, and peak polymer

recrystallization temperature of CS1, CS2, and S1 to S5.

Property
1% Secant StdDev  Heat Deflection T,
Sample Modulus (MPa) (MPa)  temperature (° C.) (°C)
S3 1328 15.3 90.10 120.17
S4 1322 6.1 89.00 120.00
S5 1288 4.6 88.40 120.50

As can be seen from the data in Table S3, EX76 increased
the T of the resin. The different blends of EX76 with ZnStdid
not improve the T, over that observed with EX76 alone. In
fact, the T, slightly decreased as the amount of EX76
decreased.

The stiffness measurements and HDT in flex bars con-
firmed the synergy between EX76 and ZnSt. The blends at
ratios of 3:1, 2:1 and 1:1 (EX76:7ZnSt) imparted much higher
stiffness and HDT values than EX76 alone.

Examples T1-T5

These examples demonstrate some of the physical proper-
ties exhibited by a high density polyethylene polymer that has
been nucleated with blends of EX76 and ZnSt at different
ratios. Polymer compositions were prepared by compound-
ing (as described above) Preparation Example EX76 and
different acid scavengers into a commercially available high
density polyethylene (Dowlex™ IP40) having a density of
approximately 0.952 g/cm’ and a melt flow index of approxi-
mately 40 dg/minute. The resin was first ground, mixed with
the additives, and then compounded and extruded to form
pellets. The formed polymer composition pellet was then
injection molded into testing plaques and bars.

The formulation information for Examples T1 to TS and
Comparative Example CT1 and CT2 are listed in table T1.
The peak polymer recrystallization temperature (T,), bi-di-
rectional modulus (measured on plaques), and 1% secant
modulus and heat deflection temperature (measured on bars)
are reported in Tables T2 and T3 below.

TABLE T1
Formulation information for Samples CT1, CT2, and T1 to T5.
Additives

Examples EX76 ZnSt
CT1 None None
CT2 None 1000 ppm
T1 1000 ppm None
T2 2000 ppm None
T3 875 ppm 125 ppm
T4 750 ppm 250 ppm
T5 667 ppm 333 ppm

10

15

20

25

30

35

40

45

50

55

60

65

104
TABLE T2

Bi-directional modulus and bi-directional shrinkage of samples CT1, CT2,
and T1 to T3.

Property

Bi-directional

Bi-directional Modulus Shrinkage

Machine Std  Transverse Std Machine Transverse
Sam-  Direction Dev Direction Dev Direction  Direction
ple (MPa) (MPa) (MPa) (MPa) (MPa) (MPa)
CT1 896 4.2 921 5.3 1.78 1.63
CT2 910 4.9 931 5.5 1.79 1.64
T1 926 1.3 985 3.1 1.41 1.28
T2 946 1.0 970 2.8 0.95 1.00
T3 967 3.3 959 4.0 1.10 1.29
T4 1006 0.5 934 0.6 0.91 1.39
T5 1044 3.7 906 2.5 0.81 1.46

The data for Sample CT2 shows that the addition of ZnSt
alone does not have a significant effect on the bi-directional
stiffness or the shrinkage of this resin. This is evidence that
the ZnSt does not nucleate the resin. Samples T1 and T2 show
that EX76 alone imparts MD crystal growth orientation (de-
creasing the MD shrinkage compared to CT1 and CT2).
When both ZnSt and EX76 are used together, a much stronger
MD orientation (very low MD shrinkage) is present. This is
true for all of the different blend ratios tested.

When EX76 and ZnSt are used together, a very high MD
stiffness and a decrease in the TD stiffness are observed,
which is indicative of a very strong MD orientation. The MD
stiffness imparted by all of the blends is higher than the MD
stiffness of EX76 alone at loadings of 1,000 and 2,000 ppm.
These results are consistent with those observed with other
HDPE resins.

TABLE T3

1% secant modulus, heat deflection temperature, and peak polymer
recrystallization temperature (T,) of CT1, CT2, and T1 to T3.

Property
1% Secant Std Dev  Heat Deflection T,
Sample Modulus (MPa) (MPa)  temperature (° C.) (°C)
CT1 753 9.6 62.30 114.83
CT2 768 9.2 62.10 114.67
T1 845 9 66.40 116.17
T2 943 1.5 74.30 116.67
T3 892 6.6 73.10 116.50
T4 961 8.7 79.30 115.83
TS 996 10 80.70 115.67

As can be seen from the data in Table T3, EX76 increased
the T, of the resin. The different blends of EX76 with ZnSt did
not improve the T over that observed with EX76 alone.

The stiffness measurement and HDT in flex bars confirm
the synergy between EX76 and ZnSt. The blends having
ratios of 3:1, 2:1 and 1:1 imparted much higher stiffness and
HDT values than EX76 alone.

All references, including publications, patent applications,
and patents, cited herein are hereby incorporated by reference
to the same extent as if each reference were individually and
specifically indicated to be incorporated by reference and
were set forth in its entirety herein.

The use of the terms “a” and “an” and “the” and similar
referents in the context of describing the subject matter of this
application (especially in the context of the following claims)
are to be construed to cover both the singular and the plural,
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unless otherwise indicated herein or clearly contradicted by
context. The terms “comprising,” “having,” “including,” and
“containing” are to be construed as open-ended terms (i.e.,
meaning “including, but not limited to,”) unless otherwise
noted. Recitation of ranges of values herein are merely
intended to serve as a shorthand method of referring individu-
ally to each separate value falling within the range, unless
otherwise indicated herein, and each separate value is incor-
porated into the specification as if it were individually recited
herein. All methods described herein can be performed in any
suitable order unless otherwise indicated herein or otherwise
clearly contradicted by context. The use of any and all
examples, or exemplary language (e.g., “such as”) provided
herein, is intended merely to better illuminate the subject
matter of the application and does not pose a limitation on the
scope of the subject matter unless otherwise claimed. No
language in the specification should be construed as indicat-
ing any non-claimed element as essential to the practice of the
subject matter described herein.

Preferred embodiments of the subject matter of this appli-
cation are described herein, including the best mode known to
the inventors for carrying out the claimed subject matter.
Variations of those preferred embodiments may become
apparent to those of ordinary skill in the art upon reading the
foregoing description. The inventors expect skilled artisans to
employ such variations as appropriate, and the inventors
intend for the subject matter described herein to be practiced
otherwise than as specifically described herein. Accordingly,
this disclosure includes all modifications and equivalents of
the subject matter recited in the claims appended hereto as
permitted by applicable law. Moreover, any combination of
the above-described elements in all possible variations
thereof is encompassed by the present disclosure unless oth-
erwise indicated herein or otherwise clearly contradicted by
context.

What is claimed is:
1. A compound of Formula (CX)

(9]
3\
0 /C —Rin
NH M LIQ"Ts
O

Ry

wherein R, is selected from the group consisting of a
cyclopentyl group and moieties of Formula (CXI); R,
is selected from the group consisting of hydrogen and
hydroxy; Formula (CXI) is

(CXT)

Riss

R, 5 is selected from the group consisting of hydrogen, a
halogen, methoxy, and phenyl; x is a positive integer;
each M, is a metal cation; y is the valence of the cation;
7 is a positive integer; b is zero or a positive integer;
when b is a positive integer, each Q, is a negatively-
charged counterion and a is the valence of the nega-
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tively-charged counterion; and the values of x, y, z, a,
and b satisfy the equation x+(ab)=yz; provided if R, 5 is
hydrogen, then R, , is hydrogen, x is 1, M, is a lithium
cation, y is 1, zis 1, and b is zero; and provided if R, 5
is a methoxy group, then R, , is a hydroxy group.

2. The compound of claim 1, wherein M, is a cation of a
metal selected from the group consisting of alkali metals and
alkaline earth metals.

3. The compound of claim 2, wherein M, is a cation of a
metal selected from the group consisting of alkali metals.

4. The compound of claim 3, wherein M, is a lithium
cation.

5. The compound of claim 1, wherein R, | is a cyclopentyl
group.

6. The compound of claim 5, wherein x is 1, M, is a lithium
cation, yis 1, zis 1, and b is zero.

7. The compound of claim 1, wherein R, ,, is a moiety of
Formula (CXI).

8. The compound of claim 7, wherein R | 5 is hydrogen.

9. The compound of claim 7, wherein R, 5 is a methoxy
group.

10. The compound of claim 9, wherein x is 1, M, is a
lithium cation, y is 1, z is 1, and b is zero.

11. The compound of claim 7, wherein R, | 5 is a halogen.

12. The compound of claim 11, wherein R | 5 is chlorine.

13. The compound of claim 12, wherein R | , is hydrogen.

14. The compound of claim 13, wherein x is 1, M, is a
sodium cation, y is 1, zis 1, and b is zero.

15. A composition comprising a polyolefin polymer and
the compound of claim 1.

16. A composition comprising a polyolefin polymer and
the compound of claim 4.

17. A composition comprising a polyolefin polymer and
the compound of claim 5.

18. A composition comprising a polyolefin polymer and
the compound of claim 6.

19. A composition comprising a polyolefin polymer and
the compound of claim 8.

20. A composition comprising a polyolefin polymer and
the compound of claim 9.

21. A composition comprising a polyolefin polymer and
the compound of claim 10.

22. A composition comprising a polyolefin polymer and
the compound of claim 11.

23. A composition comprising a polyolefin polymer and
the compound of claim 12.

24. A composition comprising a polyolefin polymer and
the compound of claim 13.

25. A composition comprising a polyolefin polymer and
the compound of claim 14.

26. An additive composition comprising the compound of
claim 1 and an acid scavenger selected from the group con-
sisting of synthetic hydrotalcite compounds and metal salts of
C,,-C,, fatty acids.

27. The additive composition of claim 26, wherein the acid
scavenger is selected from the group consisting of the zinc,
potassium, and lanthanum salts of stearic acid.

28. The additive composition of claim 26, wherein the
nucleating agent and the acid scavenger are present in the
composition in a ratio of about 4:1 to about 1:4 based on the
weight of the nucleating agent and the acid scavenger in the
additive composition.

29. The additive composition of claim 27, wherein the
nucleating agent and the acid scavenger are present in the
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composition in a ratio of about 4:1 to about 1:4 based on the
weight of the nucleating agent and the acid scavenger in the
additive composition.
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